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This MSDS should be attached or kept with the respective, 
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MATHilAL SAPBry DAIft SHEET - A3679 RESCTIVI 'nr: 0 
A s s o c i a t e d G r a i n g e r I t e m : 4F744 - L u b r i c a n t G e a r 

5 1 1 3 0 3 - 0 0 MOBIL 1 SYNHETIC GEAR LUBRICSWr 

MATERIAL SAFETY DATA BULLETIN 

1 . FSUUUL'i' AND CCHPAMf TDSHHliflCXnCJS 

PRODOCr NA^E: MDBIL 1 SYNIHEnC GEAR LUBRICANT 

SUPPLIER: 
EXXQNWBIL OIL CORPORATION 
322S GALLCWS RD. 
FAIRFAX, VA 2 2 0 3 7 

24 - HCXJR HEALTH AND SAFETTlf EMERGENCY (CJiLL OOLLECT) : 6 0 9 - 7 3 7 - 4 4 1 1 
24 - HOUR TTiANSPORTWTQN EMERGENCy 
(PRIMRRY) CHEMTREC: 8 0 0 - 4 2 4 - 9 3 0 0 
(SEOOUnARY) : 2 8 1 - 8 3 4 - 3 2 9 6 

PRCDUCT AND TECHNICAL INFORMATION: 
8 0 0 - 6 6 2 - 4 5 2 5 
7 0 3 - 8 4 6 - 6 6 9 3 

^BDS FAX ON DE^!RND: 6 1 3 - 2 2 8 - 1 4 6 7 
OTHER MSDS INFORMATION: 8 5 6 - 2 2 4 - 4 6 4 4 

' 2 . oa iFos inxa i / iKFOi iHATia t i O N T R S S S H E N T S 

CHEMICAL NAMES AND SYNCMYMS: SYN. HYDROCARBCNS AND ADDITIVES 

GLOBALLY REPORTABLE MSDS INSREDIEMTS: 

SURTTANCE IBME APPRCX. WT% 

ALKARYLAMINE 1-5 

SEE S E C n r a J 8 R5R EXPOSURE LIMITS ( I F APPLICABI£) . 

' 3 . HAZARDS I D W n y i l X C D S S 

UNDER nof imL o a r o r n c K S O F U S E , T H I S P R C K X T I S N O T C O N S I D E R E D HAZARDOUS 

ACCORDING TO R E G U L A T O R Y GUIDELINES (SEE SECTION 15) . 

EMERGEMCY OVERVIEW: LIGHT AMBER LIQUID. 

DOT ERG N O . : NA 

POTENTIAL HEALTH EEFECIS: 
UNDER ICRMAL CCNDITICNS OF INIHCED USE, raiS PRCDOCT DOES NOT POSE A RISK 
TO HEALTH. EXCESSIVE EXPOSURE WiY RESULT IN EYE, SKIN OR RESPIRATORY 
IRRITATION. 
POR FURTHER HEALTH EFFECTS/TOXIOOLOGICAL DATA, SEE SECTICN 1 1 . 

4 . FISST AID MEASOSBS 

EYE CONTACT: 
FLUSH THOROOaiLy WTIH WATER. I F IRRITRTICN OCCURS, CALL A PHYSICIAN. 

SKIN O a n A C T : 
WASH CCNTACT AREAS WITH SOAP AND WATER. REMOVE AND CLEAN OIL SOAKED 
ClOIHING DAILY AND WASH AFFECTED AREA. (SEE SECTICN 16 - DUECTICK H U U R Y ) 

INHALATICM: 
J « T EXPECTED TO BE A PROBLEM. HOWEVER, I F RESPIRATORY IRRITATICN, 
P i m O f f S S , NAUSEA, CR UNCCSEaOUSNESS OCCURS DUE TO EXCESSIVE VAPOR CR MICT 
EXPOSURE, SEEK BtlEDIAIE MEDICAL ASSISDUJCE. I F BREAIHIHG HAS STOPPED, 
ASSIST VENTTLATIca} WITH A MECHANICAL DEVICE CJR MXnH-TO-M3UIH 
KESUSCITATICW. 

INGESTION: 
t o r EXPECTED TO BE A PROBUEM. SEEK MEDICSiL ATTENnCM I F DISOCMECKr OOCCRS. 
DO NOT INDUCE VOKETING. 

' 5 . FISE-FIUUTING HEASOBES 

EXTTNGUISHIN3 MEDIA: CARBON DIOXIDE, FOAM, CRY CHEMICAL AND WAKR EOG. 

SPECIAL FIRE FICairiNG PROCEDURES: 
WATER CR EDAM ^RY CRUSE EIWIHING. IBE WAIER TO KEEP FIRE EXPOSED dXTfUNESS 
CDQL. WAIER SPRAY VKX BE USED TO FLUSH SPILLS AWAY PRGM EXPOSURE. E5iEVElW 
RUMSFF FDCM FIRE O C N I K E J QR DILUTICN FRCM ENTERDG SIREAMS, SEWERS, CR 
DRiNKHG wsnrEx S U P P L Y . 

SPECIAL PRCrTECnvE EQUIPMENT: 
EDR FIRES IN ENCLOSED AREAS, FIRE E T S n E R S MUST USE SELF-OOOTAINED 

BREATHING APPARA3US. 

UNUSUAL FIRE AND EXPLOSICN HAZARDS: NONE. 

CCMBUSTiai PRODUCTS: 
FUMES, S^DKE, CARBCW MWQXIDE, SULFUR CKIDES, AUJEHYDES AND CHHER 
DECCMPOSmON PRODUCTS, IN THE CASE OF INCCMPISTE OOMBUSTICN. 
FLASH POINT C (F) : >149 (300) (ASIM D-93) . 

FLANMABLE U J H T S (APPRCK. % VOL. IN AIR) -
LEL: 0 .9% 
UEL: 7.0% 

NFPA HAZARD I D : 
HEALTH: 0 
FLAhWABILITY: 1 

with which it is associated. 

- 6 . ACXrmsnAL RE1[£ASE HEA50KBS 

NOTIFICATION PROCEDURES: 
REPORT SPII1£/REI£ASES AS REQUIRED TO APPRDPRIAIE AUIHCRTTIES. U . S . COAST 
GUARD AND EPA REGUUCTICNS REQUIRE IMMEDIATE REPCRTDC OF SPI I iS /REI£ASES 
THAT COULD KSiCH ANY WA3IRWAY INCUIIIN3 Pf l tRMlTl tMT DRY CREH<S. REPORT 
SPn i /RELEASE TO COAST GUARD NATICNAL RESPCNSE CEKTHl TOU. FREE NtWBER 
( 8 0 0 ) 4 2 4 - 8 8 0 2 . DJ CASE OF ACdDENT OR ROAD SPILL NOTIFY CHEMIREC 
(800) 424-9300 . 

PROCEDURES IF MATERIAL IS RELEASED OR SPILLED: 

LAND S P I L L : 
SHUT OFF SOURCE TRKHS IKSltnL SAFETY PRBCRLTICSC TJiKE MESSURES TO MINIMIZE 
IHE EFFECTS C2I GiOUND WATER. RECOVER BY PUMPING CJR OCMTAIN SPILLED 
MATERIAL WITH SAND CR OTHER SUTISBIE ABSCRHENT AND REM3VE MECHANICAIljY INTO 
0C27IAINERS. I P NECESSARY, DISPOSE OP ADSORBED RESIDUES AS DIRECTED IN 
SECTION 1 3 . 

WATER S P I L L : 
CENFINE THE SPILL n*lEDIATELY WITH K X J C . WARN OIHER SHIPS IN THE V l d N T T Y . 
NOTIFY PORT AND OIHER RELEVANT A U n C K I T I E S . REM3VE FRCM THE SURFACE BY 
S r a j M U G C& WITH SUITABLE ABSORBENTS. I P PERMITTED BY RBGUIATORY 
A u n c R m E S THE USE OF s u r r a a i ^ D I S P H ^ S A N T S SHOULD B E C O B I D E R E D WHERE 
RECXWMENDED IN LOCAL OIL S P I L L PROCEDURES. 

ENVTRDNMENTHL PRECAUTICNS: 
ESEVENT !®ISRI.AL FSOt B J I E R B B SEWERS, VEITER SOURCES CR IJ3W L Y U G AREAS; 
ADVISE THE RELEVANT A U n C R T n E S I F I T HAS, OR I F I T CCNDSMINAIES SOIL/ 
VBSEnSiTICN. 

PERSONAL PRECAUnCNS: SEE SECTICN 8 

- 7 . HANDLtNS ABD STOSAtS 

HANDLIM3: 
ND SPECIAL PRBCW7ITCNS ARE NECESSARY BEYCND lt»MAL GOOD HYGIENE PRACXICES. 
SEE SECnCN 8 ECK AEDITICNAL PERSONAL PROTBCnCN ADVICE MffiU HANDLING THIS 
PRCSXJC7T. 

STORAGE: 
KEEP CtWmiNERS CLOSED W a i HTT IN USE. DO NOT STORE IN OPEN CR UNLABELIS3 
OCNTAINERS. STORE AWAY FRCM STRONG OXIDIZING AffiNTS AND OOMBUSTIBLE 
MATERIALS. DO NOT STORE NEAR HEAT, SPARKS, FLAME OR STRONG OXIDANTS. 

SPECIAL PRECALTTICaiS: 
PREVENT SMALL SPILLS AND LEAKAtES TO AVOID S L I P HAZARD. 

EMPTY CONTAINER WARNIN3: 
EMPTY OKEADIERS RB3MN RESIDUE (LIQUID AND/CR VAPCR) AND CAN BE DAW3RCUS. 
DO NOT PRESSURIZE, CUT, WELD, BRAZE, p n t n t v DRILL, GRIND CR EXPOSE SUCH 
CCNIAINERS TO HEAT, E I J * E , SPARKS, SEAITC ELBCIRIdTY, CR OIHER SCJURCES OF 
I G N m C N ; THEY 1«Y EXPLCDE AND CAUSE DUURY OR DEATH. DO N3T ATHMPT TO 
R E F I I i CR CI£AN CCWIAINER SINCE RESIDUE I S DIFFICULT TO REMOVE. EMPTY ERLMS 
SHOULD BE CTMPLBIELY TRAINED, HaOPERLY BUNCSD AND PRCMPILY RBTCENED TO A 
DRIM RECONDrnCNER. ALL OCNTAINERS SHOULD BE DISPOSED OF IN AN 
ENVIRCNMENTALLY SAFE MANNER AND IN ACCORDANCE WITH GOVERNMENTAL 
RBGULATICWS. 

• 8 . BXFOSnRE COameOLS/PESSOMAL PSOIECnCN 

OCCUPATIONAL EXPOSURE LTMITS: 
WHEN MISTS/AEROSOLS CAN OCCUR, THE FOLLOWING ARE RE0CM4ENDED: 
5 M3/M3 (AS OIL MIST) - AOGIH THRESHOIXI L D O T VALUE (TLV) 
10 M3/M3 (AS OIL MIST) - AOSIH SHORT TERM EXPOSURE LIMIT (STEL) 
5 hG/M3 (AS O I L MIST) - OSHA PERMISSIBLE EXPOSURE LIMIT (PEL) 

VENTILAnCN: 
I F MISTS ARE OQJERATED, USE ADEQUATE VENTILAnON, LOCAL EXHAUST CR 
ENCLOSURES TO OCNIROL BELOW EXPOSURE LilMITS. 

RESPIRATORY PROTBCTICN: 
I P MlffTS ARE GHJERATED, AND/CR WHHJ VENnLATION I S NOT ADBQUATE, WEAR 
APPROVED RESPIRATOR. 

EYE PROTECTICN: 
I F EYE CENTACT I S UKELY, SAEETY GLASSES WITH SIDE SHIELDS CR CHEMICAL 
TYPE GOGGLES SHOULD BE WORN. 

SKIN PROTECTION: 
NOT NORMALLY REQUIRED. WHEN SPLASHING QR LIQUID CXSTCACT CAN OCCUR 
FREQUENTLY, WEAR OIL RESISTANT C2£rVES AND/CR OIHER PROIECTIVE d O I H D C . 
GOOD PERSONAL HYGIENE PRACTICES SHDUID ALWAYS BE POLLCTJED. 

• 9 . raiSICAL AMD CHSnCAL FBOFEKIIES 

TYPIC!^ PHYSICStfj HiOPtKl ' lES ARE GIVEN BELOW. OCNSULT PROUUCT DATA SHEEP FOR 
SPECIFIC E E I A I L S . 

APPEARANCE: LIQUID 

OOLiOR: L IOfT AMBER 

ODCR: MILD 

ODOR THRESHDLD-PPM: NE 

p H : NA • 

BOILING POINT C (F) : >316 (600) 

MELTING POINT C (F) : NA 

FLASH POINT C (F) : >149 (300) (ASTM D-93) 

USEPASF 

1337362 



FLAMMABILITY (SOLIDS) : NE 

AOTO PIAM^BILITY C (F) ; NA 

EXPLOSIVE PROPERTIES: NA 

OXIDIZING PROPERTIES: NA 

VAPOR PRESSURE-^W HG 20 C: < 0 . 1 

VAPOR DENSITY: > 2 . 0 . • 

EVTiPQRATION RATE: NE 

RELATIVE DENSITY, 1 5 / 4 C: 0 . 8 6 - 1 

SOLUBILITY I N WATER: NEGLIGIBLE 

PARTITICN OOEFFICHENT: > 3 . 5 

VISOOSITY AT 40 C, CST: 9 9 . 0 

v i s G o s i r y A T I O O C , C S T : 1 4 . 7 

POUR POINT C (F) : > - 4 0 ( -40) 

FREEZING POINT C (P) : NB 

VDLATII£ 0K3ANIC CTMPOUND: NE 

DMSO EXTRACH', I P - 3 4 6 (WT.%) : < 3 , K B . MINERAL OIL C»ILY 

NA=N0T APPLICABLE 
NE^NOT ESTABLISHED 
D=DEaCMPOSES 

FOR FURTHER TECHNICAL DffiCRMATICN, CENfflCT YOUR MARKETING REPRESHJTATIVE 

' 1 0 . STABILITY AND REACTIVITY 

STABILTTY (THERMAL, LIGHT, E T C . ) : STABLE. 

CCNDITICNS TO AMOID: EXTREME HEAT AND HIGH HERGY SOURCES OF l O n n C N . 

INCEMPATIBILITy (MATERIALS TO AVOID) : SIRCNG OXIDIZERS. 

HAZARDOUS DEOCMPOSPTICN PRCDUCTS: 
PRODUCT DOES NOT DECOMPOSE AT AMBIHfT TEMPERATURES. 
HAZARDOUS POLYMERIZATICN: WILL NOT OCCUR. 

' 1 1 . TOZIOOIiOaiCAI, DATA 

ACUTE TOXIOOLOGY: 

ORAL TOXICITY (RATS) : 
PKACTICALLY NCN-TQXIC (LD50: GREATER THAN 2 0 0 0 M3/KG) . 
BASED CN TESTING OF SIMILAR PRODUCTS AND/OR THE CCMPONaJTS. 

DERMAL TOXICITY (RABBITS) : 
PRACTICALLY NCN-TOXIC (LD50: GREATER THAN 2 0 0 0 hE/KG) . 
BASED CN TESTING OF SIMILAR PRCDUCTS AND/OR THE OCMPONENIS. 

INHALATICN TQXICITY (RATS) : 
PRACTICALLY NON-TOXIC (LC50: SWEATER THAN 5 M3/L) . 
BASED CN TESTIN3 OP SIMILAR PRODUCTS AND/OR THE CXMPCNENTS. 

EYE IRRITATICN (RABBITS) : 
PBACTICMiY NC»J-IRRnATIN3. (ERAIZE SC3CRE: OffifflHl THAN 6 BUT 15 CR LESS) . 
BASED CN TESTING OF SIMILAR PRCBOCTS AND/C2R THE COMPONENTS. 

SKLN IRRITATICaJ (RABBITS) : 
PRACTICaiiY NON-TRRTDVITNG. (EKIMARY TRRITATICN INDEX: GREATER THAN 0 . 5 BUT 
LESS THAN 3) . 
BASED CN TESTING OF SIMILAR PRODOCTS AND/OR THE OCMPONENTS. 

OTHER ACUTE TQXICnTY DATA: 
ALTKXEH AN ACUIE INHALATICN SIUDY WAS NOT PERECRMED WITH THIS PRCDOCT, A 
VARIETY OF MINERAL AND SYNIHBTIC O U S , SUCH AS TH3SE IN THIS PRCDOCT, HAVE 
BEEN TESTED. THESE SAMPLES HAD VLRmALLY NO EFFECT OIHER THAN A NONSPECIFIC 
INFLA^Mm^RY R E S P O N S E I N T H E LUNG TO T H E A E R O S O L I Z E D MINERAL O I L . THE 
PRESENCE OF A m n r V E S IN OIHER l E S I H ) ECRMUUfflCNS (IN APPRCKLMATELY THE 
SAME AMXNJS AS IN THE PRESENT ECRMIAnCN) DID NOT ALTER THE CBSERVED 
EFFECTS. 

SUBCHRCNIC TOXIOOLOGY {SU1»JARY) : 
NO SICaaFICANT ADVERSE EPFBCIS WERE EDCND IN STODIES USING REPEAIH) ESRMAL 
APEIilCATICNS OF SIMUAR ECSMJLATICNS TO THE SKIN OF LABORfilCEY ANIMALS ECR 
13 WEEKS AT DOSES SiaJIETCAinLY HLOIER THAN THOSE EXPECIED IX)EIN3 U X M U L 
DDXBIRIAL EXPOSURE. THE ANIMttS WERE EVALUAIED EXTENSIVELY ECR EFFECTS CF 
EXPOSURE (HEMATOLOGY, SERCM CHEMLSTOY, URINALYSIS, ORGAN WEICanS, 
MICROSOOPIC EXAMTNAnON OF TISSUES ETC.) . 

REPRODOCnVE TOXICXJLOGY (StMlftRY) : 
NO TERAIOSNIC EFTECTS WOULD BE HCPECTED FRCM EERMa. EXPOSURE, BASED CH 
LABORATORY DEVELOPMENTAL TOXICITY STUDIES OF MAJOR OCMPCSEMrS DJ THIS 
FORMULATION AND/OR MATERIALS OF SIMEIAR CCMPOSITION. 

CHRONIC TOXICDLOGY (SIB»IARY) : 
REPEATED AND/CR PRDL/CNS) EXPOSURE NHY CBUSE IRRTCVTICN TO THE SKIN, EYES 
CR RESPIRATCRY TRACT. OVEREXPOSURE TO OIL MIST Mff RESULT IN OIL DROPLET 
DEPOSITTCN AND/OR GRANULOMA PORMATTQN. 
FOR MINERAL BASE O I L S : BASE O l l S IN THIS PRODUCT ARE SEVERELY SOLVENT 
REFINED AND/CR SEVERELY HYDROTRBVTED. CHRONIC MOUSE SKIN PAINTING SIUDIES 
OF SEVERELY TREATED Ol l f i SH3WED NO EVIDENCE OF CARdNOtSNIC EFFECTS. THESE 
RESULTS ARE CCNETRMED CN A CCNTDJUING BASIS USING VARICXB SCREENDC ME:iHa3S 
SUCH AS M : X 3 I F I E D AMES TEST, I P - 3 4 6 , A N D / O R OIHER ANALYTICAL METHODS. 
EDR SYNIHETIC BASE OILS: THE BASE OIL£ IN THIS PRODUCT HAVE BEEN TESTED IN 
THE AMES ASSAY AND OIHBt ' I t S l S OP MUIBCSnCITY WITH NEGATIVE RESULTS. THESE 
BASE OILS ARE NOT EXPBCIH) TO BE CaRdNOGENIC WITH CHRCNIC EERMiL EXPOSURES 

s E N s r n z A T i C N (SUMMARY) : 

NOT EXPECTED TO BE SENSTTIZIIG BASED CN TESTS OF THIS PRUUUCT, CEMPCNENIS, 
OR SIMILAR PRODUCTS. 

' 1 2 . BSOIOSXCAL IMFOBMICnaH 

ENVIRDtMENIAL FATE AND EFESTTS: 

THIS PRCDOCT I S EXPECTED TO BE INHERENI1,Y BICDEISPDABLi. BIQACCEMILMTai I S 
UNLIKELY DCE TO THE VERY ICIW WATER SOUUBILITY OF THIS PRCDCXT, THSREECRE 
BIOAVAHABIUTY TO AQUATIC CRGANI»B I S MINIMA.. AVAnABTK BCCnaXICTTY 
DATA (LL50 >1000 MS/L) INDICATES THAT ADVERSE EFFECTS TO AQUATIC 
ORGANISMS ARE NOT EXPECTED FRCM THIS PRODUCT. WHEN RELEASED INTO THE 
ENVIRONMENT, ADSORPTICSI TO SEDIMENT AND SOIL WILL BE THE PREDOMINANT 
BEHAVICR. 

. 1 3 . DISPOSAL CCMSIBHtATICMS 

WASTE DISPOSAL: „ „ „ . . „ , . , ^ „ „ 
IKCDOCT I S SUITABIB EDR BURNING DJ AN ENCLOSED, CCNIROLIBD BURNER ECR PCEL 
VALUE SUCH BURNING MAY BE LIMITED PURSUANT TO THE RESOURCE QaBH^VAITCN 
AND RBCDVEKY ACT. IN AEDTTICN, THE raODOCT I S SUITABLE FER IWOCESSING BY AN 
APPROVED RBCrYCLINS FACILITY OR CAN BE DISPOSED OF AT AN APPROPRIATE 
GOVERNMHTT WASIE DISPOSAL FMTT.TTV USE CSP THESE MEIHCES I S SUBJECT TO USER 
OCMPLIANCE WITH APPLICABLE LAWS AND RBGULATICNS AND CXSBIDERATION OF 
PRODUCT CHARACIERISTICS AT TIME OP DISPOSAL. 

RCRA INFORMATION: _ „, „„ ̂ , 
THE UNUSED PRODUCT, IN OUR OPDJICN, I S NOT S P E d P I C A I i Y LISTED BY THE EPA 
AS A HAZARDOUS WASIE (40 CFR, PART 2 6 1 D ) , N S l I S I T ECRMULATED TO CENTAIN 
MATERIALS WHICH ARE LISTED HAZARDOUS WASTES. I T DOES NOT EXHTBIT THE 
HAZARDOUS CHARACIERISnCS OF IGNTDffillJTY, CERROSIVITY, CR REACTIVITY. THE 
UNUSED PROnKT I S NOT EDRMULATED WTIH SUBSTANCES COVERED BY THE TQXICITY 
CHARACTERISTIC liACHIriG PROCEDURE (TCLP) . fOKEVER, USED PRCKXT MAY BE 
REJSULATED. 

. 1 4 . TBANSEOKI IKFQEtMAXIOH 

USA IX3T: NOT REGULATED BY USA DOT. 

RID/ADR: NOT RBSULATED BY RID/ADR. 

D C : NOT REGULATED BY IMO. 

IATA: NOT REGULATED BY IATA. 

STATIC ACCIMJIATOR (50 PICCSIEKENS CR LESS) : YES 

. 1 5 . KBOOUVrORY INFQStaTICN 

US OSHA HAZARD COMMUNICATION STANDARD: 
WHEN USED ECR ITS INTENDED PURPOSES, THIS PRCDOCT I S NOT CLASSIETH) AS 
HAZARDOUS IN ACXI3RDANCE WITH OSKA 2 9 CER 1 9 1 0 . 1 2 0 0 . 

EU LABELING: 
PRODUCT I S NOT DAMEROUS AS DEFINED BY THE EUROPEAN UNION DANGEROUS 
SUBSTANCES/PREPARATiaNS DIRECTIVES. EU LABELING NOT REQUIRED. 

GOVERNMENTAL INVENTORY STATUS: 
ALL CCMPCNENTS OCMPLY WITH TSCA, EINECS/ELINCS, METI, AND DSL. 

U . S . SUPERFUND AMENDMENTS AND REAUIHCJRIZATIQN ACT (SARA) TITLE I I I : 
THIS PRQEUCT OCNTAINS NO "EXTREMELY HAZARDOUS SUBSTANCES". 

SflRA-(-31l/-312) REEOITABLE HAZAED-C»TBt3a!IES:-NEHE^— 

THIS PRCDOOT CENIAINS NO CHEMICALS SUBJECT TO THE SUPPLIER NOTIFICATICN 
RBQUIREMENrS OF SARA (313) TOXIC RELEASE PROGRAM. 
THE F O L I J O W I N G PRODUCT INGREDIENTS ARE CITED CW THE LISTS BELCW; 

CHEMICAL NAME CAS NUMBER 

NO REPCKTABLE INGa«EDIENTS 

REGULATORY L I S T S SEARCHED: 

l^ACGIH ALL 
2^A03IH A l 
3=A0GIH A2 
4=NTP CARC 
5=NTP SUS 
6=IARC 1 
7=IARC 2A 
8=IARC 2B 
9=0SHA CARC 
10=OSHA Z 
11=TSCA 4 
12=TSCA 5A2 
13=TSCA. 5E 
14=TSCA 6 
15=TSCA 12B 
16=CA P65 CARC 
17=CA P 6 5 REPRO 
18=CA. RTK 
19=FL RTK 
2 0 = I L RTK 
21=LA RTK • 
2 2 = « I 2 9 3 
23=MN RTK 
24=NJ RTK 
25=PA RTK 
26=RI RTK 

CODE KEY: 
CARDrCARCINOGEN 
SL]S=SUSPECTBD CALtdNOCSN 
REPRO=REPRCDUCTIVE 

. L I S T CTTATICNS 

' 1 6 . c n s a t mEQEHATicsi 

USE: GEAR OIL 

NOTE: 
PRCDWTS OF EXXCN MIBIL CERPCRATICN AND ITS AFFUJAIED CCMPAKLES ARE NOT 
PORMUIATED TO CJONTAIN PCBS. 
HEALTH S r a D I E S HAVE SHOWN THAT MANY HYERDCARBONS POSE POTENTIAL HUMAN 
HEALTH RISKS WHICH MAY VARY FRCM PER3CN TO PERSCN. INECK«TICN PROVIDED CN 
THIS MSDS REEIiECIB INTENEED USE. IKES PRCDXT SHOULD NOT BE USED FCR OIHER 
APPLICATICNS. IN ANY CASE, THE FOLLOWING ADVICE SHOULD BE OWSIDERED: 

INJECTION INJURY WARNIN3: 
I P PRODUCT I S INJECTED O n O CR UNDHl THE SKIN, CR INTO ANY PART CS' THE 
BCDY, REGARDLESS OF THE APPEARANCE CJF THE WOUND CR ITS SIZE, THE INDIVIDUAL 
SHOULD BE EVRLUATH) D*IEDIAIELY BY A PHYSICIAN AS A SURGICAL EMERC2NCY. 



EVEN raOUCT INITIAL SYMPIETG FRCM HIGH EMSSURE INOBCnCN MVY BE MINIMAL CR 
ABSENT, EARLY SURGICAL TREATMENT WITHm THE FIRST FEW HOURS MAY 
S i a n F I C A N T L Y REDUCE THE ULTIMATE EXTENT OF INJURY. 

INDUSTRIAL lABEL: 
UNDER tCRMAL C O E r n C N S CJF TNTENDED USE, THIS PRCDLCT DCSS NOT POSE A RISK 
TO HEALTH. EXCESSIVE EXPOSURE MAY RESULT IN EYE, SKIN CR RESPIRATORY 
IRRITATiaN. ALWAYS OBSERVE GOOD HYGIENE MEASURES. 
FIRST AID: 
WASH SKIN WITH SOAP AND WATER. EIDSH EYES WITH WATER. I F OVERCCME BY FEMES 
QR VAPC», RHCWE TO FRESH AIR. I F DJtSSTED DO NOT INDUCE VCMTTING. I F 
SYMPICMS PERSIST SEEK MEDICAL ASSISIANCE. READ AND UNDERSTAND THE fCDS 
BEFORE USING THIS PRODUCT. 

FDR INTERNAL USE ONLY: 
MHC: 1* 1* 1 * 1* 1* 
MPPEC: A 
TRN: 5 1 1 3 0 3 - 0 0 
CMCS97: 9 7 3 2 5 4 
REQ: US - MARKETING 
SAFE USE: L 
EHS APPROVAL DATE: 17OCT2001 

LEGALLY REQUIRED INFCRMATICH I S GIVEN IN ACEERDANCE WTIH APPLICABLE lAW. 
INECKffinCN GIVEN HEREIN I S CJFFERED IN OOCD FAITH AS ACCURKTE, BUT WTnCOT 
GUARAWIEE. CCNDriTCNS OF USE AND SUTIABIIJTY OP THE PRCKXT FtX. PARTICULAR 
USES ARE BEYOND OUR OQWrROL; ALL RISKS OP USE OF TOE PRODUCr ARE 
THEREEERE ASSUMED BY TKE USER AND WE EXHiESSLY DISCLAIM ALL WARRANTIES OF 
EVERY KIND AND NATURE, INCLUDING WARRANTIES OF MERCHANTABILITY AND 
FITNESS FDR A PARTICULAR PURPOSE IN RESPECT TO THE USE OR SUnABILITY OF 
THE PRODUCT. N0IHIN3 I S INTENDED AS A REOMffiNDATICN FDR USES WHICH 
INERIWE VALID EKTENIS CR AS EXIEMDING ANY LICENSE UNDER VALID PATHJTS. 
APEWOPRIATE WARNINGS AND SAFE HANDLING PRDCH3URES SOULD BE EWOVIDED TO 
HANDLERS AND USERS. USE CR RETRANSMISSICN OF THE TNEERimnCH OCNIAINED 
HEREIN IN ANY OTHER FORMAT THAN THE FORMAT AS PRESQTTED I S STRICTLY 
PRCXOBITED. MOBIL NEITHER REPRESENTS NCR WARRANTS THAT THE FORMAT, 
CCNIENT CR PROUUCT FERMULAS CCNIAINED IN THIS DOCCMENT CCMPLY WTIH THE lAWS 
OF ANY OIHER OOUNTRY EXCEPT THE UNITED SIATES OF AMERICA. 

a j P Y R I S l T 1996 MOBIL OJRPQRATICN, ALL R l O f l S RESERVED 



ITEM: 5WAS2 - Bat tery AA 1.Sv PkB 
PICK REO: 1 0 7 5 4 S 6 0 5 1 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: B0745 

This^MSDS^should^be^ .respective. prod.uct ..with, .which, .it .is ..a.ss.ocia.ted.. 
MAXBilAL SAF8TY DATA SHEET - B0745 

Asisociated Oraingar Itoa: 3WA32 - Battery AA 1.5v Fk8 

7YV47, 7YV48, 6XT34, 1M071, iw::72, 1WC73, 1WC74, 2V421, 2V422, 2V532, 2V533 
2V534, 4Wr07, 4WT08, 4Wr09, 4WTH, 5U076, 4LWD7, 41*03, 4LV99, 5U813, 3WA30 
3WA31, 3WA32, 3WA33, 3WA34, 2ZB21, 2V418, 2V948, 2V423, 2VS53, 2V821, 2V822 
2V823, 2V949, 5UD53, 50056, 5U057, 5UD61, 2V415, 3WA35, 3WA36, 3WU7, 3»R38 
3AJ!H8, 3AXH9 

RAYDVAC(R*) 

M A J E R I A L SAFETY DATA SHEET 

RAXOVAC OORPORATION 
6 0 1 RAYOVAC DRIVE 
MADISON WI 5 3 7 1 1 

PHCNE: 6 0 8 - 2 7 5 - 3 3 4 0 

PAX: 6 0 8 - 2 7 5 - 4 5 7 7 

HTTP://WWW. RAYOVAC. CCM 

1 . WE WXID LIKE TO INECRM OUR CLtriOMtRS THAT THESE BATTTBTPg ARE EXEMET 
ARTICLE AND ARE NDT SUBJECT TO THE 29 CTR 1 9 1 0 . 1 2 0 0 OSHA RBBOIREMENT CR TO 
THB CANADIAN WWHS RBaXtRBJanS AND THE aiEBTS ARE SUPPLIED AS A SHWICE TO 
YOO. FOR OTHER MSDSS AND RELATED INPORMATICN, V I S I T -
HTTP://WWW. RAYOVAC. OCM/TECHNICAL/MSDS. HIM. 

' 1 . liUStKUftCKTIW • 

PRODUCT NAME: ALKALINE BATTERIES - "NO MERCURY" FORMULA 

S I Z E S : ALL 

EMERCSNCY TELEmONE NUMBER: 800^424-9300 (24 HR, CHEMTREC) 

EHVIRCNMENTAL HEALTH Sf SAFETY INEDRMATICN: 608-275-2482 

EDITION DATE: 03/05/2007 

APPROVED BY: KEVIN J. DCMACK 

-2. 

INtSiEDIENr NAME 

MANGANESE DIOXIDE 

STEEL 

znc 
POIBSSIEM HYDROXIDB 

GRAPHITE 

BARIUM SULFATE. 

WATER, PAPHl, PLASTIC,-

CAS # % TLV* 

1 3 1 3 - 1 3 - 9 3 2 - 3 8 C 5 . 0 M3/M3 (TWA) 

7 4 3 9 - 8 9 - 6 19 - 23 

7 4 4 0 - 6 6 - 6 1 1 - 1 6 5 M3/M3 (200 , FEME, TtlK) 

1 3 1 0 - 5 8 - 3 5 - 9 NOT LISTED 

7 7 8 2 - 4 2 - 5 3 - S I S MPPCP 

7 7 2 7 - 4 3 - 7 <5 I S M3/M3 (TWA) 

OIHER BALANCE 

5 . y p a u m HAZARD DATA 

THRESHCJLD LIMIT VALUE (TLV) AND SOURCE: NA 

EFFECTS OF OVEREXPOSURE: 

NONE. ( I N FIRE CJR RUPTURE SITUATICN SEE SECTICN 2 AND SECTION 4) 

EMH?GENC:Y FIRST AID PROCEDURES: 

SKLN AND EYES: 
IN THE EVENT THAT BATTERY R i m U R E S , FLUSH EXPOSED SKIN WITH C30PI0US 
QUAwrrriES OF FLOWING LUKEWARM WATER FOR A MINIMCM OF 15 MINUTES, GET 
IMffiDIATE MEDICAL ATTENTICN FOR EYES. WASH SKIN WITH SOAP AND WATER. 
SWALLiOWING: 
T>r3g?TTr?j OF A BATTERY CAN EB HARi-SUL. CALL TKE IHATICESUJ CAFIiAL POISCN 
CENTER ( 8 0 0 - 2 2 2 - 1 2 2 2 ) , DAY CK NIOfT, POR ADVICE AND EDUiOW-UP. 

EOR MORE INFORMATION, V I S I T : 
HTTP: //WWW.NEMA. dRG/GOV/HLS/OCTMrTTEES/DRYBAT/ 

• 6 . B B A c n v n r D A T A 

STABLE CJR UNSTABLE: STABLE 

TNOCMPATIBILITY (MATERIALS TO AVOID) : NA 

HAZARDOUS DECCMPOSmON PRCDUCTS: NA 

DEGCMPOSmCN TEIPERATURE (0 DBG. F) : NA 

HAZARDOUS POLYMERIZATICN: WILL NDT OCCUR 

OONDlnCNS TD AVOID: AVOID ELECTRICAL SHORTING. 

- 7 . B P U i i OR I£AE FBOCHXIBES 

*SOORCE: OSHA 2 9 CFR 1 9 1 0 . 1 0 0 0 TABL£ Z - 1 3 - 0 1 - 2 0 0 7 

• 3 . FBYSIC3U, DATA 

BOELDC POINT e 7 6 0 fWHg (DBG. C) : NA 

VAPOR PRESSURE (MIHg @ 2 5 t B 3 . C) : NA 

VAPOR LENSi ry (AIR = 1) : NA 

DHJSITY (C3RAMS/CX;) : NA 

PERCHW VOIATIIJS BY VOLUME (%) : NA' 

EVAPORATION RATE (BUTYL ACETATE = 1) : NA 

PHYSICAL STATE: NA 

SOLUBILITY IN WATER (* BY HEIGHT) : NA 

pH: NA • 

APPEARANCE AND ODCR: GB3METRIC SOLID OBJECT 

PROCEDURES TO CCMTAIN AND CLEAN UP LEAKS CK S P I L L S : 
IN THE E V a i r CJP A BATTHDf RUPTURE, EREVENT SJCtN a S n a C T AND CULLECT ALL 
RELEASED MATERIAL IN A PLASTIC UNED METAL OCNIAINER. . 

REPCJRTING PROCEDURE: 
REPORT ALL SPILLS IN AOCCEDANCE WITH FEDERAL, SIKTE AND LOCAL REPORTING 
REQUIREMENTS. 

WASTE DISPOSAL METHOD: 
THESE BATTERIES CAN EE lANDFIUfD I F A U . OTHER FEDERAL, SIKTE AND LOCAL 
RE)3ULA3TCNS AKE CCMPLIHJ WITH. ECR AEDrnCNAL INPORMAnCN CN DISPOSAL CR 
RECYCLING OPTICNS, V I S I T : 
inTP://WWW.NEI«lA.ORG/GOV/EHS/C»MrTTEES/DRYBAT/ 

• 8 . FBOIBCnCN myOKMATICN 

RESPIRATORY PROTECTICN (SPECIFY TYPE) : NA 

VENTILATION: 
LOCAL EXHAUST: NA 
MECHANIC3UJ (C3QIERAL) : NA 
SPECIAL: NA 
OTHER: NA 

PROIECTTVE <2£IVES: NA 

EYE P R O T E C n a N : NA 

OIHER PROTECTIVE d O T H I N S : NA 

• 9 . SFEC3AL ESBCSUmXXB 

• 4 . F Q E & BXPLOSiaN HAZARD DATA 

FLASH POINT: NA 

PLAfWABLE LIMITS IN AIR (%) : NA 
LOWER (LEL) : NA 

, UPPER (UEL): NA 

EXnfEUISHING MEDIA: USE WATER, FOAM OR DRY POWDER, AS APPROPRIATE. 

AUro-IGNTTICN: liA 

SPECIAL FIRE F I C a m U G PRDCBXEES; 
AS WITH ANY FIRE, WEAR SEIiP-CJONIAINED BREAIHIH3 APPARATUS TO AVOID 
INHALATICN OF HAZARDOUS DECEMPOSITICN PRCJDOCTS (SEE SECTION 2 ) . 

SPECCAL FIRE EXPLOSICN HAZARDS: 
LIKE ANY SEALED OCNIAINER, BATIKKY CBLI£ MAY RUPTURE WHHJ EXPOSED TO 
EXCESSIVE HEAT; THIS CtXKD RESULT IN THE RELEASE OF EIAM«B1£ CR CERRCSIVE 
MATERIALS. 

mNDLING AND SIQRACS: 
SICRE IN A ERY PLACE. SLCRIN3 UNFACXMS3 cCTTfi TOCSIHER COULD RESUUT IN r^! t l . 
S H O R T H C AND HEAT B U n D - U P . 

TRANSPCRTATICN-SHIPPING: 
THESE ARE "BATTERIES, DRY" AND ARE NOT OCNSIDERED TO BE A "HAZARDOUS 
MATERIAL" PER THE EEPT. CJF TRANSPCRaKTKJN (USDOT) REGULATICNS CR "DSNISiDtlS 
GOCDS" PER THE INIERNATICNAL AIR TRANSPCRT ASS0CTA3ICN (IKIAJ RBGUUfl lOB. 
SKEEManS MOST CCMRLjr WITH THE CSSStfUi LXJIY CEACBE CF USDOT 49 CFR 1 7 2 . 1 0 2 
(A) (1) SPECIAL PROVISION 1 3 0 , "TO PREVENT SHORTING PCrTEMTIAL WHILE 

TRANSPORTING." 

— 1 0 . SABA 3 1 3 

NUi ' lP iCSnCN I S NOT RBQUIRHJ BECAUSE THESE PRCJDOCTS ARE ARTICI£(S) THAT DO 
NOT RELEASE A CEJVERED TOXIC CHHtlCAL UNDER THE NORMAL OCHDITICajS OF 
PRCJCESSING OR USE. 

NOTICE: 
THE INEORMATICN AND RBC»MHEJRTICWS SET EOEIH ARE MACE IN aOCB ESMTH AND ARE 
BELIEVED TO BE AOXRATE AT THE DATE OF IKEPARAnCN. RAYOVAC CORPCRATICN 
MAKES NO WARRANTY EXPRESSED <K IMPLIED. 

NA = NOT APPLICABLE 

HTTP://WWW
HTTP://WWW
http://WWW.NEMA
http://WWW.NEI�lA.ORG/GOV/EHS/C�MrTTEES/DRYBAT/


ITEM: 5ZN11 - Grease 2 NLGl Grade 
PICK_REQ: 1 0 7 5 4 3 6 0 5 1 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: A 8 3 0 0 

This MSDS should be attached or kept with the respective product with which it is associated. 
• muimiammmmuimiii^ mmmum*iiiiiuiiuui«iiiiiii\imMiiiimu\mimim\iiMinuiiHUiiuu\miimiimuMmmm 

MKtailAL SAFEIX DATA SBEBT - AB300 
Associa ted Qra inge r I temi S a n i - Qrease 2 SUU Orade 

EXXCN MCBIL 

PRCDOCT NAME: MOBILITH SHC 220 

REVISICW DATE: 05 AUG 2005 

MATERIAL SAFETY DATA SHEET 

mmmiiiiiimimuimmnmnumiimmimimmitmiiiiwimmtmmn 

• UEC'i'lUN 1 FSCOOCT AND CXMFANY IDBSmFICKCICIS 

PRCDOCT: 

PRODOCT MAMS: MOBILITK SHC 220 

PRODUCT DESC3tLinON: SYNIHETIC BASE STOCKS AND ADDITIVES 

PRODUCT CODE: 644021-00, 970409 

INIEHDED USE: CKEASE 

COMPANY IDENTIFICATION: 

SUPPLIER: 
EXXON MOBIL CCJRPCKATICSI 
3225 CSALLOWS RD. 
EAIREAX, VA. 22037 
USA 

24 HOUR HEALTH EMERCKNCY: 609-737-4411 

TRANSPCJRIATION B1ERC3HICY PHONE: 800-424-9300 

EXXON MOBIL TRANSPORTATICaJ NO.: 281-834-3296 

MSDS REQUESTS: 713-613-3661 

PRCDUCT TECHNICAL INFORMATION: 
800-662-4525 
800-947-9147 
MSDS INIHa^Br ADDRESS: 
HTTP://WWW. EXXCN. OCM 
HTTP: //WMW.MOBIL. CXM 

• SEdXOM 2 OOKFOSlnCN / mFORKATiail CN PUKIflJJJflnS 

REPCJRTABLE HAZARDOUS SUBSTANCE (S) CR OCMPLEX SUBSTANCE (S) : 

NAME CAS# OCMCENIRATICN* 

ZINC DIALKYL DITHI0PH0SPHA3E 68457-79-4 1 - 5 % 

* ALL CENCENTRAnONS ARE PERCajT BY WEKSir LJNLESS MATERIAL IS A GAS. 
(3AS 03NCINIRATICNS ARB IN PERdNT.BY VCJLUMB. 

- SECnCn 3 HAZARDS IDENTIFICAIION 

THIS MATERIAL IS NOT CENSIEERED TO ffi HAZARDOUS ACXDRDIIG TO RBSULAICRY 
GUIDELINES (SEE (M)SDS SECTICN 15) . 

POIHWIAL HEALTH EFFECTS; 
LCW OTEER OF TQXICITY. EXCESSIVE EXPCSURE MAY RESULT IN EYE, SKQI, CR 
RESPIBAIDRy IRRITAnCN. HIC31-PRESSURE INJECITCN UNDER SKIN MAY CAUSE 
SERIOUS DAMAGE. 

ENVIRCNMOnAL HAZARDS: 
HARMFUL ID AQUATIC CGGMnSB, MVY CAIBE I0N3-THiM ADVERSE EFEEdS IN THE 
AC3UATIC ENVIRCNMENT. 
NFPA HAZARD ID: 
HEALTH 0 
FL»M«BILITY 1 
REACTIVITY 0 

HMIS HAZARD ID: . 
HEALTH Q • 
FLAWMABiLrry i 
REACTIVITY 0 
NOTE: 
THIS MfOHOAL SKJULD NOT BE IFtFD FER ANY OIHER PURPOSE THAN THE LNTBEHJ 
USE IN SBCnCN 1 WITHOUT EXPERT ADVICE. HEAMH STODIES HAVE SHOW THAT 
CHSUCjaj KXPCJSUSE MAY CAUSE POIHOTAL HtMiN HEALflH RISKS WHICH MAY VARY 
FRCM PERSON TO PERSON. 

• SECHJON 4 ?IBST AH) MBASUBBS 

INHALATIQN: 
UNEHl ICRMAL CXKDrnCKS CF INIHCHJ EEE, THIS MATERIAL IS NOT EXPBCIH) TO 
BE AN INHALATICN HAZARD. 
SKIN OCNTACT: 
WASH COnSCT ARBiS WTIH SOAP AND WAIER. IF PRCDOCT IS INJBCIED INTO CR 
WDBi THE SKIN, CJR lOTD ANY RART CJF THB BCOY, REGAREIBSS OF THE APIEARANCE 
CJF THE VCOND CR ITS SIZE, THE INDIVIDaaL SHOULD BE EVALUAIH) BWaJIMELY BY 
A PHYSICIAN AS A SURGICAL H ÊRtSENOY. EVHJ THXSi IKITIAL SYMPICMS EKM HIGH 
PRESSDEE INJECnCN MAY BE MINIMAL.CR ABSENT, EARLY SURGICAL TREATMENT 
WnmN THE FIRSr FEW HOURS KRY SIGNrETC3ani.Y RHXJCE THE ULTDSUE EJaHTr OF 
INJURY, 

EYE CrNIACT: 
EUBH T K K « 3 I L Y ; WITH WAIER. I F IRRnATICN OCCURS, CST MEDICAL ASSISIANCE. 

miSSTICN: 
FIRST AID IS NSiMAIiY NOT REQUTRH). SEEK MEDICAL ATIHnTCK IP DISCCMECRT 
OCCURS. 

' SECTION 5 FIBB FmSmX} MEASQRB3 

EXTINGOISHING MEDIA: 

APIWOPRIATE EXTIN3UISHIM3 MEDIA: 
ESE VRIER FOG, Ft»M, DRY CHH4ICAL CR CAKBCN DIOXIDE (002) TO EXTINGUISH 
FLAMES. 

INAPPROPRIATE EXTINGUISHING MEDIA: STRAIGHT SIREA^E OP WATER 

FIRE FICamNG: 

FIRE PIC3ITING mSTRIXnCNS: 
EVACUATE AREA. PREVHJT RUNOFF ERCM FIRE CCNIRDL CR DILUTICN FRCM ENIHUN3 
STREAMS, SENBiS, OR HONKING WATER SUPPLY. FIREFICanERS SHOULD ESE STANDARD 
PROTECTIVE BQUHWENT AND IN ENOXJSED SPACES, SELF-OOWIAINED BREAIHIN3 
APPARATUS (SCBA) . USB WATER SPRAY TO OOQL FIRE EXPOSSJ SURFACES AND TO 
PRC7TEXT PERSC3WEL. 

HASUOXJUS CCMBUSTIQN PRCDUCTS: 
ALDHIYBES, DKXM>I£rE CEMBUSTICN PRODUCTS, OXIDES OF CARBCW, SMatE, FUME, 
SULFUR dXIUES 

FLAMIABILrrY PROPERTIES: 

FLASH POINT (MEmKJD) : 
>204 DEG. C (400 DBS. F) (EST. POR OIL, ASLM D-92 (OOC)) 

FLAhWABLE LIMITS (APPROXIMATE VOLUME % IN AIR) : 
LEL: N/D 
UEL: N/D 

AijroicsirncN TEMPERATURE: N/D 

- SECTION 6 AOdDBNIAL BWflAfiK KEASQBES 

NOTIFICATICN PSDCEDCJRES: 
IN THE EVOTT OF A SPILL CR AOdUOnAL RELEASE, NOTIFY REC£VANT AUIHORlTitS 
IN ACOORDANCE WTTH AUi AFFUCABIf RBGULATLCNS. U.S. REGULATICNS REQUIRE 
REPCRTDB RELEASES CP IHIS tBIHOAL TO THE ENVIRCNMENT MHCH EXOEED THE 
REPORTABLE QCKNTITY CR OIL SPILLS VHECH OJULD REACH ANY WAIHJWAY IN3XDIN3 
•nERMITTENT ERY CSiEEKS. THE NATICNAL RESPCNSE CtNltR CAN EE REACHED AT 
(800)424-8802. 

SPILL MANACSWENT: 

LAND SPILL: 
ALLCJW SPILLED MATERIAL TO SOLIDIFY AND SCRAPE UP WITH SHOVELS INTO A 
SUTTABLB CrWTAINER EDR RECYCLE CR DISPOSAL. 

WAIER SPILL: 
CXNFINE THE SPILL D«EDIATELY WITH B0CM5. STOP LEAK IP YOO CAN DO IT 
WTIKJUT RISK. SKIM FROM SURFACE. 

VKIER SPILL AND LAND S P H I . REOCTMSIDKnCNS ARE BASBO CN THE MOST LIKELY 
SPILL SCHJARIO ECR THIS MAIHOAL; HOWEVHl, CTOCSaPHIC CENDHTCNS, WIND, 
'UMPEKAIURE, (AND IN THE CASE QP A VBOER SPIUi) WAVE AND CURRENT DLRECTtCN 
AND SPEED MAY (SEAXLY INFLUENCE THE APPROPRIATE ACTICN TO BE TAKEN. 
EDR THIS REASCN, LOCAL EXPESXS SKXED BE CmSULOHJ. NOTE: LOCAL REGULATICNS 
MAY PRESCRIBB QR LIMIT ACTICN TO BE TAKHJ. 

OIVIROIManAL PRECALTTICMS: 
PREVENT ENTRY INTO WATERWAYS, SEWERS, BASEMENTS CJR CONFINED AREAS. 

. SECTKJH 7 HANDTiTirt AtJD SIOBAIS 

HANDLIN3: PREVENT SMALL SPILLS AND LEAKAGE TO AVOID SLIP HAZARD. 

STATIC ACCUMULATOR: THIS MATERIAL IS NOT A STATIC ACCEMULAICR. 

STCHAGE: DO NOT STCKE IN OPEN CR UNLABELL£D OCNTAINERS. 

•SBCTIDN 8 ESPOSOBE OailBQIf / EBtSCHAL ESOIBC T̂ION 

NOTE: 
UMITS/SIANDARDS SHOWN ECR GUIDANCE CNLY. EDLDOW APPLICAELE RBSULATICNS. 

BOGINEERING OONIRCJLS: 
THE IBVEL CJF PROIECnCN AND TYPES OF COtlTBCZS NECESSARy WUL VARY EElraJDING 
UPON PCriENTIAL EXPCJSURE CENDITTCNS. 
OCNIROL MEASURES TD CONSIDER: 
NO SPECIAL REQUIREMQTS ENDER CRDINARY OCNOITICNS OP ESE AND WITH AEB2UAIE 
VENTHAnON. 

PERSONAL PRCTECnCN: 
PERSCNAL EROTBCnVE EQUIFMan' SELECITCNS VARY BASSJ CN POTBTTIAL EXPOSURE 
OCNDITTONS SUCH AS APPLICATICNS, HANDLING m P C n i ^ S , CCtKBnRATICN AND 
VENTHATICW. INECRKKnCN CN THE SELBCTICN OP PROTBCTIVE BaunWENT FCR USE 
WITH THIS MATERIAL, AS PROVIDED BELOW, I S BASED UPON INTOIDED, NORhBL 
U5ACS. 

RESPIRATORY PROTECTION: 
I F ENGINEERING CXSTIROLS DO NOT MAINTAIN AIRBORNE CCNIAMINANr 
CENCENIRATICNS AT A I£VEL MUCH I S ADBQUATE TD ERCTIBCT WCRKHi HEALTH, AH 
AFPROVHJ RESPIRATOR hAY BB APPROPRIAIE. RESPIRATOR SELfXTICN, USE, AND 
MAINTENANCE MUST BE I N ACOORDANCE WTTH REGULATORY RBQUIRB4arTS, I F 
APPLICABLE. TYPES OF RESPIRATORS TO BE OSNSmBRED EUR T H I S MATERIAL 
INCLUDE: 
NO E^OTBCnCN I S ORDINARILY RBQULRnj UNEER N : S M A L CCNDITICNS OP USE AND 
WITH ADBQUATE V a U T I A T I C N . 

ECR H I S l AIRBCJRNE CEMCBnRATICNS, EtSB AN APEKIVED SUPPLTFTVAIR RESFIRAICR,. 

HTTP://WWW


OPERATED IN PCJSITTVE PRESSURE MTIR. SUPPUED AIR RESPIRATORS WITH AN ESCAPE 
BOTTl£ v m EE APPRCJPRIATE VHEN CKYCSI I£VELS ARE INAEBQtME, caSAmPCR 
WBRNIN3 PRPPaOTES ARE POCE, CK I F AIR PURIFYING FIIiLER CAPACITY/RATING ^RY 
BE JEXCEEDED. 

HAND PROTECTICN: 
ANY SPECIFIC GL£IVE INFCRMATICN PROVIEED I S BASEb CN FTHTiT.qHED LITERATURE 
AND CSiCJVB MANUETVCTURER DAIA. W S K O0NDITICN5 CPU CSEATLY EFFECT CiLOVE 
DURABUITY; INSPECT AND REPLACE W3RN CR DAMStS) CHJOVES. THE TYPES C2' GLWES 
1 0 BE CCNSIDERED FDR THIS rflOERIAL INCLUDE: 
NO PKOIBCTION I S ORDINARILY REQUIRED UNDHl NORMAL OCNDITICNS OF USE. 

EYE PROTECTION:_ . 
I F CENIACT I S UKELY, SAFETY C3LASSE5 WITH S H E SHIELDS ARE RECOWENEED. 

SKIN AND.BCDY PROTECTICN: 
ANY SPBOPIC CUOLHtNG INFQR^«TICN PROVIEH) I S BASED CN PUBLISHED LITERATORE 
CB MANUFACTURER DATA. THE TYPES OF OjOIHING TO BE CENSIDERH) FCR THIS 
MATERIAL INCLUDE: 
NO SKIN PROIBCTICN I S ORDINARILY REQULRED UNEER NKMVL CTNDrTICNS OF USE. 
IN AOOKDANCE WITH C3C3CO INDOSLRIAL HYGIHE HWCITCES, ERBCAUUCNS SHOULD BE 
TAKEN TO AVOID SKIN OajIACT. 

SPECTFIC HYGIENE MEASURES: 
ALWAYS OBSERVE GOOD PERSCNAL HYGIENE MEASURES, SUCH AS WASHING AFTER 
HANDLING THE MATHUAL AND BEFORE EATING, DRINKING, AND/OR SMOKING. 
ROUTINELY WASH WORK OiOTHING AND PROTECTIVE BQUIPMHn' TO RE^DVE 
(XNIRMINAKIB. DISCARD OCNTaMrNKTB) CIDIHIN3 W33 FDOWEAR THKT CKaCTT BE 
CLEANED. PRACTICE C3CXJD HOUSEKEEPING. 

HlVIRCNManAL OCNTROLS: SEE SECTIONS 6 , 7 , 1 2 , 1 3 . 

- SECraOH 9 lEYBICAIi AND CBEKICSU< FBQFBtTIBS 

TYPICAL PHYSICAL AND CHHtlCAL PRDPHtTIES ARE GIVEN BELOW. 
CONSULT THE SUPPLIER IN SECTICN 1 K K ADDITTCNAL DATA. 

(3ENERAL INIDRMATICN: 

PHYSICAL STATE: SOtilD 

PORM: SEMI-FLUID 

OOIiCR: RED 

ODCR: CHARACTERISTIC 

ODCR THRESHOLD: N / D 

IMPORTANT HEALTH, SAFETY, AND HlVIRCNManAL INPOHMAnCN: 

RELATIVE DHJSITY (AT 15 DEG. C) : 1 

FLASH POUW (MEiraOD) : 
>204 DBG. C (400 DEG. F) (EST. FOR O I L , ASTM D-92 (CXJC)) 

• FLM»1ABL£ LIMITS (APPROXIMATE TOLCME % IN AIR) : 
LEL: N/D 
UEL: N/D 

ALJTOIGNITICN TBIPERAIERE: N / D 

BOILING POINT / RANGE: >316 DBG. C (600 DBG. F) 

VAPCR DENSITY (AIR = 1) : N / D 

VAPCR PRESSURE: < 0 . 0 1 3 KPA ( 0 . 1 M « g ) AT 2 0 DBG. C 

EVAPORATION RATE (n-BUTYL ACETATE = 1) : N/D 

pH: N/A 

LOG PCW (n-OCTANOL/WATHt PARTITICN CXJEFFIC3ENT) : > 3 . S 

SCJLUBILITY I N WATER: NEGUC5IBLE 

VISOOSITY: 2 2 0 CST ( 2 2 0 l*12/SEC) AT 40 DBG. C 

OKEDIZING HaOPERTIES: SEE SECTIONS 3 , 1 5 , 1 6 . 

OIHER INEDRMATICN: 
EREEZIN3 POINT: N / D 
MELTING POINT: N / D 

NOTE: 
MOST PHYSICAL IKJPHCnES ABOVE ARE ECR THE OIL CCMPCNENT IN THE MATERIAL. 

• SBCnOH 10 STABIUTY AND BBaCl'lVlTY 

S T A B I L n Y : MATHUAL I S STABLE UNDER NORMAL CrNDITTCWS. 

CCNDITICNS TO AVOID: EXCESSIVE HEAT. HICSI ENERC3Y S00RC3S OF I C a n n C M . 

MATERIALS TO AVOID: SIRONG OXIDIZERS 

HAZARDOUS DBOOMPOSITICN PRCDUCTS: 
MATBRIAL DOES.NOT DECCMPOSE AT AMBiaJT TH^PERATURES. 

HAZARDCOS POLYMERIZATION: WILL NOT OCCUR. 

' '• eecnas i i lasuxsxxssx, rxaasxiaiix 
ACUTE T D X I d T Y : 

ROUTE OF EXPOSURE 

LNHALATLCN: 

TDXICrrY (RAT) : 
LCSO: >5000 M3/M3 

LRRTIATICN: NO END POIWr DATA. 

OONCLUSICN / RSARKS 

MENIMaiJY TCKIC. BASHJ CN ASSESSMOT OF 
THE CCMPCNENTS. 

NtTO.TcrrRrB H A 3 \ R D A T A M B I E M T / I C R M A L 
HANDLING TS1PERATURES. BASED ON 
ASSESSMENT OF THE CEMPCNHnS. 

TQXICrTY (RAT) : 
LD50: >2000 M3/KG 

SKIN: 

TCOCLdTY (RAEBIT): 
LDSO: >2000 M3/KG 

IRRITATICN (RAEBIT) : 
DA3A AVATTABTB. 

EYE: 

TRRTIAIICN (RABBIT) : 
DATA AVAILABLE. 

MLNDffilliY TOXIC. BASED CN TEST DATA EOR 
STRLKTURALLY SIMUAR MATERIALS. 

MQtmAUiY TCKIC. BASaO CN TEST DBIA FOR 
STRUCTURALLY SIMILAR MATERIALS. 

N B 3 J : C 3 I H L £ iKKl'TATICN TO SKIN KT A^BIENT 
T E M P H u a n a s s . B A S E D C N ASSESSMair CJF T H E 

COMPONENTS. 

MAY CAUSE MUD, S H a ! T - I A S n N S DISOCMEDRT 
TO EYES. BASED CN ASSESSMENT CJF THE 

CTMPCNENTS. 

OOaONIC/OIHER EPPECIS: 

OCNTAINS: -
SYNIHETIC BASE O I L S : 
NOT ESPBCTHJ TO CAUSE SICJNIFICSan' HEAU3H EEEBCTS UNDER CEKDITICKS CJF NOaftL 
BSE, BASHJ CN lABCJRMCEY STCDIES WTIH THE SMffi CK S M U A R MATERIALS. NOT 
MUTACffiNIC CK CSENCnOXIC. NOT SENSITIZING I N TEST ANIMALS AND HIB4ANS. 

AimrTIONAL INEtKMATICN I S AVAILABLE BY P.EQUEST. 

THE FDLLOWINS INGSJEDiaJTS ARE CITED CN THE LISTS BELCW: NCNE. 

REGUIATDRY U S T S SEARCHED: 
1 = NTP CARC 
2 = NTP SUS 
3 = lARC 1 
4 = lARC 2A 
5 = lARC 2B 
6 = OSHA CARC 

- BECnCM 12 EOOIDGICaii INFOBMATION 

THE INECCT1ATICM GIVEN I S BASHJ CN DA3A AVAUABLE FER THE MATHUAL, 
OOMPCWENTS OF THE MATERIAL, AND SIMELAR MATERIALS. 

MAY CAUSE LONG-TERM 

EOOIDXICITY: 

MATERIAL: 
EXPECTED TO BE HARMETJL TO AQUATIC CRC3ANI3S. 
ADVERSE EFFECTS IN THE AQUATIC HWIRCNMaJT. 

MOBILITY: 
BASE OIL CCMPCNENT: 
HCPBCTH5 TO PARTITICN TO SHJIMBH' AND WASIEWKLER SOLIDS. LOW SCTIlRTTiTTY 
AND FLOATS AND I S EXPECTED TO MIC3RATE FRCM WTOHl TO THE LAND. 

- B B C r a m 13 D I S P O S A L OaiBIDHiATIONS 

iKssnai: 

DISPOSAL REXXM4SIJATICNS BASED CN MOERIAL AS SUPPLIHJ. DISPOSAL MUST EE IN 
ACOKDANCE WITH CURRENT APPUCABLE i m S . AND REGULATICNS, AND MATERIAL 
CHARAOTERISnCS AT TIME OF DISPOSAL. 

DISPOSAL RECXXflENDATiaNS: 
ERCCCKT I S SUITABLE FCR BURNING IN AN HKLOSHJ r rWTBnuTr i BUEOIER FCR FUEL 
VaiDE CR DISPOSAL BY SUPERVISED DONERAITCN AT VHOf HIC3I TEMPERATURES TO 
EREVENT POEMAIICN CF UNCESIRABL£ OWBUSnCN PRCDCXTS. SUTTAHLB RDOIES CS' 
DISPOSAL ARE SUPERVISED INCLNERATICN OR AFEKJPRIATE LgCYOJNG MEIHX6 IN 
ACCERDAMIE WITH APPUCABI£ RBGULATICNS AND m l B U A L CHARAC^EKISnCS AT THE 
TIME OF DISPOSAL. 

REGULATORY DISPOSAL INFORMATION: 

RCRA DJEDRMATICN: 
TOE UNUSHD I R O X C r , IN CXK OPINICN, I S NOT SPECIFICALLY LJSIHJ BY THE EEA 
AS A HA2ARE0CE VB^SIE (40 CER, PART 261D) , NCR I S I T EORMUIAIED TO CTNTAIN 
MATERIALS WHICH ARE L I S I H } AS HASU3300S WASIE5. I T ECBS NOT EXHIBIT THE 
HA2ARLOUS CHARACIERISTICS OF ICanTABTTiTTY, d K R C J S m V I T Y CR REACTIVITY AND 
I S NOT PCRMUIAIED WITH OONTAMINANTS AS DETERMINED BY THE TOKICrrY 
CHARACHRISnC LEACHDC EROCIDURE (TCLP) . HOWEVHl, USED EWDOCT hSVY BE 
REGULATED. 

EMPTY (XNIAINER WARNING: 

PRECAUTICWARY LABEL TEST: 
EMPTY CEXnAINERS MAY RETAIN RESIDUE AND CAN BE OAN^SROUS. DO NOT 
PRESSURIZE, CUT, WELD, BRAZE, SOLDHl, DRILL, CSUND CR EXPOSE SLX3I 
OCNITmiERS TO HEAT, FTAME, SPARKS, SIATIC ELECTRICLTY, CR OIHER SOURCES CJF 
lanr icN; THEY VKT EXPDXE AND CAUSE INJURY CR psaH. DO NOT ATIEMPT TO 
KKI-'IIJ. CR CMAN CTNIAINgt SINCE RESIDUE I S D I F F I C m T TO REMOVE. BIETY IREMS 
SHOULD BE CEMPL£IELY TRAINED, EfiOPERLY BCN3D AND ERCMPHiY REIllraiH} TO A 
DRIW RBOCNDrnCNER. ALL CENTAINERS SHOULD BE DISPOSED OF I N AN 
aiVIRCNMSnALLY SAFE MANNER AND IN ACOCKDANCE WITH GOVSiNMHnAL 
REGULATIONS. 

. SBCTHCM 14 TBANSPCJEI INtfUKMATICH 

LAND (DOT) : NDT REGULATED FOR LAND TRANSPORT 

LAND (TDG) : NOT REGULATED ECK LAND TRANSPORT 

SEA (IMDG) : NOT REGULATED FOR SEA TRANSPORT AOOORDINS TO IMDG-CODE 

AIR (IAEA) : NOT REGULATED FOR TOR TRANSPORT 

• USUTIUH 15 BESCUaOBY INPOBiOTICM 

OSHA HAZARD CXM5UNICATI0N STANDARD: 
WEN GSHJ ECR P I S INHN).)H) PCRPCSRS, THIS M O B O A L I S NOT CIASSIFIHJ AS 
HAZARDOUS IN AOOORIANCE WITH CJSHA 2 9 CFR 1 9 1 0 . 1 2 0 0 . 

NATICNAL CHHtLCAL INVHnDRY U S T I N 3 : TSCA 

EPCRA: THIS MATERIAL CCNTAINS N0-EXTRB1ELY HAZARDOUS SUBSIANCXS. 

SARA ( 3 1 1 / 3 1 2 ) REFCRTABLE HAZARD CATEGORIBS: NCME. 

SARA (313) TOXIC RELEASE INVHirORY: 



CHEMICAL NAME CAS NEMBER ' TYPICAL VALUE 

ZINC DIALKYL DITHIOPHOSPHATE 68457-79-4 1 - 5 * 

THE' FOLLOWING INtKEDIENTS ARE CITED ON THE LISTS BELCW:* 

CHEMICAL NAME CAS NEMBER LIST CTTATICNS 

DIPHENYLAMINE 122-39-4 5, 9, 18 

ZINC DIALKYL DITHLOPHOSPHATE 68457-79-4 13 , 15 , 17 

ZINC NBODECANQATE 27253-29-8 15 

REGULATORY U S I S SEARCHED: 
1 = ACKLH ALL 
2 = ACJ3IH A l 
3 = AOGIH A2 
4 = OSHA Z 
5 = TSCA 4 
6 = TSCA 5A2 
7 = TSCA 5E 
8 = TSCA 6 
9 = TSCA 12B 
10 = CA P65 C3WC 
11= CA P65 REPRO 
12 = CA RTK 
13 = I L RTK 
14 = LA RTK 
15 = MI 2 9 3 
16 = MN RTK 
17 = NJ RTK 
18 = PA RTK 
19 = R I RTK 

OQDE KEY: 
CABC=CaRCINC3CgN 
REERD=REPRCDUCTIVE 

* EPA RBCHJILY ADDED NEW CHEMLCAL SUBSIANCTS TO ITS TSCA SECTICN 4 TEST 
RUL£S. PLEASE OCNIACT THE SUPPFiTER TO OCNFIRM WIEIHER THE INtKHJUNTS IN 
I H I S PRODUCT CURRENTLY APPEAR CN A -reCA 4 CE TSCA 12B U S T . 

• SECTION IS osBBt i sFosieenos 

N/D = NOT DETErattNED ' . 
N/A = NOT APPUCABLB 

THIS SAFETY DATA SHEET CCNTAINS THE POLLOWINS REVISIONS: 
NO REVISION INFORMATICN I S AVAIIABLE. 

THE I N E C R M A H C N A N D S B O O M S r C K T i a ^ OCNIAINED HEREIN ARE, TO THE BEST OF 
BQOCN I C B I L ' S KHOHLatS AND HRTiTFy, ACCURATE AND RELiIAEL£ AS OF THB DAIE 
ISSUED. YOU CAN OaHACT EXXCN VCEIh TO DBURE THAT THIS DOOWENT I S THSOST 
CURRBT AVAIIABLE FRCM EXXCN MCBIL. THE INECIMaTCN AND REO^MENnATLCNS ARE 
OFFHJHJ EDR THE EBER'S CENSIEEBATICN AND EXBMDBCTICN. I T I S THE USER'S 
RESPONSIBILITY TO SATISFY n S E L F THAT THE PRODUCT I S SUITABLE EDR THE 
DHENDHO LEE. I F BUYER REPACKACJFS THIS PRCXJUCT, I T I S THE USER'S 
RESPONSIBIUTY 'TO INSURE PROPER HEALTH, SAFETY AND OIHER NECESSARY 
INECRMATLCN I S DCLUEHJ WITH AND/CR CN THE CCNIAINER. APPROPRIAIE WARNIN3B 
AND SAFE-HANDLINS PROCEDURES SOULD EB PROVIDED TO HANElgiS AND CSERS. 
ALTERATION CJF THIS DOCXMHir I S SIRICTLY ERCHtBnED. EXCEET TO THE ESLSIT 
REQUIRED BY LAW, RE-KEUCKTICN CR REIRANSMLSSICN OF THIS DOOWENT, IN 
WHDLS CR IN PART, I S NOT P H M T I H J . THE TERM, "EXXCN M : B I L " I S USHJ EDR 
CONVENIENCE, AND MAY INCLUDE ANY CNE OR MORE OF EXXCN MOBIL CHEMICAL 
CCMPANY, EXXCN MOBIL CCRPOKATICN, CR ANY AE5TLIAIES IN WUCH THEY DIRECTLY 
OR DJDIRECTLy HOLD ANY INTEREST. 

INTERNAL OSE ONLY: 
MHC: 0 , 0 , 0 , 0 , 0 , 0 

PPEC: A 

DGN: SOIOOIIXUS (SS3335) 

OOPYRIGHT 2002 EXXCN MOBIL OORECKATICN, ALL RICMTS RESERVED 



ITEM: 2G590 = A n c h o r DrywaBB PSc 25 
PICK.REQ: 1 0 7 4 0 8 8 3 9 5 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: A 9 5 3 3 

This MSDS Should be attached or kept with the respective product with which it is associated 
HATEKIAL SAFETY DA3A SHmi - A9533 

Associated Grainger Item: 2GS90 - Anchor Drywall Pk 25 

2G496, 2G498, 2(S00, 2C3506, 2G516, 2(S18, 2GS20, 2<3522, 2G524, 2GS26, 2(S34 
2G536, 2GS42, 2(S46, 2GS50, 2G552, 2G554, 2G556, 2(558, 2G560, 2G562, 2<S64 
2G566, 2G568, 2GS70, 2G572, 2G574, 2G576, 2G578, 2G590, 2G592 

rrw RAMSET/RED HEAD 

MATERIAL SAFETY DATA SHEET 

THESE PRCEOCTS DO NOT MEET THE CRITERIA OF HAZARDOUS CHEMICALS AS DEFINED 
BY THE FEDERAL OOOOPATICNAL SAFETY AND HEALIH HAZARD CJCtMLNICAITCN STANDARD 
(29 CPR 1 9 1 0 . 1 2 0 0 ( C ) ) . THIS FORM I S BEING PROVIDED SOIiELY AS GENERAL 
INFORMAnON AND SHOULD NOT BE CDNSIRUED AS A DETERMLNATICN THAT THE 
PRaDUCT(S) ARE HA2aRD0US CHEMICAL(S) . 

MANUFACTURER: 
n W RAMSET/RED HEAD 
1300 NCKTH MICHAEL DRIVE 
WOOD DALE, ILLINOIS 6 0 1 9 1 

PHCNE NUMBHl: (630) 3 5 0 - 0 3 7 0 

DATE: AUGUST 1 , 2 0 0 5 

• GQISiAL mPQRHAmjN -

. EKCDOCT HJKHTIFICATICS 

PRODUCT NAME: 
MBIAL EASIENERS (OCNCREIE ANCHCRS, POWEH? ACIUAIHJ FASTENERS, GAS POWERHJ 
FASTENERS) AND MASONRY DRILL B I T S . 

FORMULA: N / A 

- TYPICAL CBBOCaii CXKPOSmON 

VARIOUS MEriALS, FERROUS AND NCN-FERROUS PLATIN3S 

OJATINtSS (OPTTCNAL) : SEE "ADDITICNAL OR MLSCELLANBCWS INEDRMATICN" 

• V O i S i a t l . DATA 

PHYSICAL STATE: SOLID 

APPEARANCE: VARIOUS SHAPES 

B0ILIN3 POINT: N / A 

MELTIN3 POINT: (SffiATER THAN 1400 DEG. F 

SOLUBILITY IN WATER: N/A 

pH: N/A 

SPBCTFIC C3!AVITY: 7 . 6 - 7 . 8 

VAPOR PRESSURE: N / A 

VAPOR DENSITY: N / A 

EVAPORATION RATE: N / A ' 

% VOLATILE BY VOLUME: N / A 

ODCK: NONE 

-FIBE AND EXPLOSION HAZABD DATA 

NOT APPUCABLE 

-BSACTIVIT7 DATA 

STABILITY: STABLE 

HAZARDOUS DEOCMPOSITICN PRCDUCTS: NCNE ANTICIPATED 

•JCEMPATIBLE (MATERIALS TO AVOID) : ACIDS 

PCJLYMERIZATICN: WILL NOT OCCUR 

. HEALIB HAZABD DATA 

HEALIH ETFECTS/SIQIS AND SYMPTtIG: NOT APPUCABLE 

USLEUJ R O U T E ( S ) OF ENIRY: SHARP METAL FASTENERS MAY CUT SKIN 

MEDICAL CCNDITIONS PCJSSIBLE AOaUWATED: NONE KNOWN 

CARCINCGEN DJEQRMATIQN: NONE KNOWN 

EYE CDNTACT: NOT.ANTICIPATED TO POSE A SIGNIFICANT EYE HAZARD. 

SKLN CjaJTACT: NOT AWTICTPATED TO POSE A S I O n P I C a N T SKLN HAZARD. 

INt3BTICJN: NOT ANITCIPAIED TO POSE A SIC3IIFICANT I N 3 E S T I C J N HAZARD. 

INHALAnCN: NOT CCNSIDHIED AN DJHAIATICN HAZARD. 

- CJOCDFATiUNAL EXPOSURE CDHIBOL MBASURES 

'If IT iTlFtf tttt t* tflf 1117 n R I I I I 

EYE PRCtTECTION: SAFETY GTAfWRS REGCM*IENDED 

SKIN PRDTECnCiN: C3L0VES RECWMaOJED 

I N C T S n C N : NEVER PLACE METAL FASTENERS INTO MOtJIH. 

tttt fI " It 

- S P I U . , I2AK AND DISFCJSAL TNEOBMAIION 

PROCEDURES TO FOLLOW I P MALERIAL I S RELEASED OR SPILLED: N/A 

WASTE DISPOSAL ME;LHDD(S) : 
ANY EXCESS EWJDtKT CAN BE RECYCLED ECR EUR3HHI USE CR DISPOSHJ BY MBJHXS 
WHICH ARE IN A0CXRDANC3: WITH LOCAL, STATE AND FEDERAL RBGULATICNS. 

- ADDmOMALi OR MISCEUANSODS INFOSMATIDK ' 

ODATINGS ARE APPLIED TO THE SURFACE OF METAL PRCDUCTS. THESE ARE UStRLLY 
CLASSIFIED AS H i U m j i ' l V E COATINGS CR LUHUCANIS. THE TYPICAL aOKTINSS ARE 
AS FOLLOWS: 

ZINC PLATING/CHRCMATE 
DYEING (COLOR IDENTIPICATICN) 

THE POSSIBLE PRESENCE CJF THESE OQATINGS CN METAL PRC5EUCTS SHOULD BE 
R E C n a j i a D VHEN EVAUBTIN3 POTENTIAL EMPLOYS; HEALTH HAZARDS AND EXPOSURES 
DURING NORMAL USE. 

METAL FASTENERS MSDS 



20000 page 6 

Section 14 -- TRANSPORT INFORMATION 

US Grounca (DOT) 
May be classecJ as Consumer Commodity, ORM-D 
UN1950, AEROSOLS, 2.1, LIMITED QUANTITY, {ERG#126) 

Canada (TDG) 
May be classed as Consumer Commodity, ORM-D 
UN1950, AEROSOLS, CLASS 2.1, LIMITED QUANTITY, (ERG#126) 

IMO 
May be shipped as Limited Quantity 
UN1950, AEROSOLS,, CLASS 2, LIMITED QUANTITY, EmS F-D, S-U 

Section 15 -- REGULATORY INFORMATION 

SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION 

CAS No. CHEMICAL/CO-MPOUND % by WT % Element 

Barium Compound 2 0.06 

CALIFORNIA PROPOSITION 65 
WARNING: This product contains a chemical known to the State of 

California to cause cancer. 
TSCA CERTIFICATION 

All chemicals in this product are listed, or are exempt f-rom listing, 
on the TSCA Inventory. 

Section 16 -- OTHER INFORMATION 

This product has been classified in accordance with the hazard criteria 
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains 
all of the information required by the CPR. 

The above information pertains to this product as currently formulated, 
and is based on the information available at this time. Addition of 
reducers or other additives to this product may substantially alter the 
composition and hazards of the product. Since conditions of use are 
outside our control, we make no warranties, express or implied, and assume 
no liability in connection with any use of this information. 



o 
MATERIAL SAFETY DATA SHEET-.LEXITE PS AEROSOL 

DATE OF ISSUE: 05/0772003 

Chemical Name & Synonyms: 

N/A 

Chemical Family: 

SOLVENT MIXTURE 

Manufacturer's Name: 

CHEMSEARCH DIV. OF NCH CORP. 

Address: 

BOX 152170 

IRVING, TX 75015 

Prepared By: 

L Boynton/Chemist 

SECTION I - GENERAL INFORMATION 

Trade Name & Synonyms: 

LEXITE PS AEROSOL "^ 

Formula Mijcture: X 

SUPERCEDES: 04/27/2000 

Product Code Number 

5185 

Emergency Phone Number 

800-424-9300 

SECTION II - HAZARDOUS INGREDIENTS 

THE HAZARDS PRESENTED BELOW ARE THOSE OF THE INDIVIDUAL COMPONENTS 

Chemical Name (Ingredients) 

ETHANOL 

METHANOL 

CARBON DIOXIDE 

N-HEXANE 

3-METHYL PENTANE 

2-METHYL PENTANE 

ISOPROPANOL 

$ CARC/FLAM/IRR 

Hazard 

$ 

FLAM/IRR 

ASPHYXIANT 

FLAM/IRR 

FLAM/IRR 

FLAM/IRR 

FLAM/IRR 

TLV 

1000 PPM 1 

200 PPM 1 

5000 PPM 1 

50 PPM 1 

500 PPM 1 

500 PPM 1 

400 PPM 1 

PEL 

1000 PPM 2 

200 PPM 2 

5000 PPM 2 

50 PPM 2 

N/E2. 

N/E2. 

400 PPM 2 

STEL 

N/E 

250 PPM 1 

N/E 

N/E 

1000 PPM 1 

1000 PPM 1 

N/E 

CAS# 

64-17-5 

67-56-1 

124-38-9 

110-54-3 

96-14-0 

107-83-5 

67-63-0 

SECTION III - PHYSICAL DATA 



Boiling Point (f); 

Vapor Pressure (MM HG): 

Vapor Density (Air=1): 

PH(g100% : 

% Volatile by Volume: 

H20 Solubility: 

155° 

3817.27 

1.5 

6.0 

100 

APPRECIABLE 

SECTION IV • 

Specific Gravity (H20=1): 

Color: 

Odor: 

Clarity 

Evaporation Rate (BU A/C=1): 

Viscosity: 

• FIRE AND EXPLOSION HAZARD 

0.744 

COLORLESS 

ALCOHOL 

TRANSPARENT 

128.12 

NON-VISCOUS 

Dry ChemicaliX Water Spray:X Other-

Flash Point: Flammable Limits: LEL: UEL: 

38°F / SETAFLASH PRODUCT MIXTURE 1.0% 19% 

Extinguishing Media: 

Foam:X Alcohol Foam:X C02:X 

Special Fire Fighting Procedures: 

FIREFIGHTERS SHOULD WEAR A SELF-CONTAINED BREATHING APPARATUS AND FULL PROTECTIVE GEAR. EXTINGUISHING MEDIA SHOULD BE 
CHOSEN BASED ON THE NATURE OF THE SURROUNDING FIRE, COOL FIRE-EXPOSED CONTAINERS WITH WATER SPRAY TO PREVENT 
BURSTING. 

Unusual Fire and Explosion Hazards: 

FLAME EXTENSION IS >30 INCHES. BURNBACK IS 6 INCHES. VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL TO DISTANT SOURCES OF 
IGNITION AND FLASHBACK. 



EYE CONTACT: MAY CAUSE IRRITATION SEEN AS REDNESS, STINGING AND TEARING. SKIN CONTACT; MAY CAUSE 
IRRITATION SEEN AS ITCHING AND REDNESS. PROLONGED OR REPEATED CONTACT MAY CAUSE DEFATTING AND 
DRYNESS OF THE SKIN. INHALATION: MAY CAUSE CENTRAL NERVOUS SYSTEM EFFECTS SUCH AS HEADACHE, 
DIZZINESS, DROWSINESS, WEAKNESS, UNCONCIOUSNESS, LOSS OF CONCENTRATION, LOSS OF APPETITE AND 
POSSIBLE ANESTHETIC EFFECTS FROM CENTRAL NERVOUS SYSTEM DEPRESSION. INGESTION: MAY CAUSE 
IRRITATION WITH POSSIBLE NAUSEA, VOMITING, DIARRHEA AND CENTRAL NERVOUS SYSTEM EFFECTS SIMILJI^R TO 
INHALATION. MAY CAUSE CHEMICAL PNEUMONITIS WHICH CAN CAUSE DAMAGE AND MAY BE FATAL. CONTAINS 
METHANOL WHICH MAY CAUSE BLINDNESS IF INGESTED. 

-Chronic (Long Term Exposure) 

LONG-TERM INGESTION OF ETHANOL MAY RESULT IN THE DEVELOPMENT OF PROGRESSIVE LIVER INJURY WITH 
FIBROSIS, SLEEP DISORDERS, HALLUCINATIONS, CONVULSIONS, ATAXIA AND PULMONARY CHANGES. 
ADDITIONALLY, REPEATED INGESTION BY PREGNANT WOMEN HAS BEEN SHOWN TO ADVERSELY AFFECT THE 
CENTRAL NERVOUS SYSTEM OF THE FETUS KNOWN AS FETAL ALCOHOL SYNDROME. lARC HAS ALSO DETERMINED 
THAT CHRONIC INGESTION OF ETHANOL CAN CAUSE CANCER OF THE LIVER. PROLONGED AND REPEATED 
INHALATION OF N-HEXANE HAS BEEN ASSOCIATED WITH IRREGULAR HEART RHYTHMS AND POTENTIAL CARDIAC 
ARREST. HIGH CONCENTRATIONS MAY CAUSE PERIPHERAL AND CENTRAL NERVOUS SYSTEM TOXICITY IN HUMANS. 
PERIPHERAL NERVE DAMAGE MAY BE EVIDENCED BY LOSS OR IMPAIRMENT OF MOTOR FUNCTION AND/OR LOSS OF 
SENSATION IN THE ARMS AND LEGS. MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE ARE PRE-EXISTING 
RESPIRATORY AND SKIN CONDITIONS SUCH AS ASTHMA, EMPHYSEMA AND DERMATITIS; PRE-EXISTING HEART AND 
LIVER CONDITIONS. TARGET ORGANS: CENTRAL AND PERIPHERAL NERVOUS SYSTEMS, EYES, HEART, LIVER, 
REPRODUCTIVE AND RESPIRATORY SYSTEMS. 

Primary Routes of Entry: lnhalation;X Ingestion; Absorption: 

Emergency and First Aid Procedures: 

-Inhalation: 

REMOVE FROM AREA TO FRESH AIR. SEEK MEDICAL ATTENTION IF RESPIRATORY IRRITATION OCCURS OR IF 
BREATHING BECOMES DIFFICULT. 

-Eye Contact: 

RINSE THE EYES WITH WATER. REMOVE ANY CONTACT LENSES AND CONTINUE FLUSHING WITH PLENTY OF WATER 
FOR SEVERAL MINUTES. SEEK MEDICAL ATTENTION IF IRRITATION DEVELOPS. 

-Skin Contact: 

WASH AFFECTED AREAS WITH PLENTY OF SOAP AND WATER FOR SEVERAL MINUTES. SEEK MEDICAL ATTENTION IF 
IRRITATION DEVELOPS. 

-Ingestion: 



GIVE 3 TO 4 GLASSES OF WATER, BUT DO NOT INDUCE VOMITING. IF VOMITING OCCURS, GIVE FLUIDS AGAIN. GET 
IMMEDIATE MEDICAL ATTENTION. DO NOT GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS OR CONVULSING 
PERSON. 

-Notes to Physician: 

INGESTION AND SUBSEQUENT VOMITING OF THIS PRODUCT CAN LEAD TO ASPIRATION OF THE PRODUCT INTO THE 
LUNGS WHICH CAN CAUSE DAMAGE AND MAY BE FATAL DEPENDING ON THE AMOUNT INGESTED AND RETAINED AS 
WELL AS THE TOXICITY OF THE PRODUCT, GASTRIC LAVAGE SHOULD BE CONSIDERED. KEEP PATIENT'S HEAD 
BELOW HIPS TO PREVENT PULMONARY ASPIRATION. IF COMATOSE, A CUFFED ENDOTRACHAEL TUBE WILL PREVENT 
ASPIRATION. 

SECTION VI - TOXICITY INFORMATION 

Product Contains Chemicals Listed as Carcinogen or Potential Carcinogen By: 

lARC: Yes NTP: No OSHA: No ACGIH: No OTHER: No 

VOC CONTENT: 94.9% BY WEIGHT; 296 GRAMS PER CAN 

ETHANOL 
ORL-HMN LDLo: 1400 MG/KG 3. 
ORL-RAT LD50: 7060 MG/KG 3. 
IHL-RAT LCSO: 20,000 PPM/10H 3. 
SKN-RBT-SDT: 20 MG/24H MODERATE 3. 
EYE-RBT-SDT: 500 MG/24H MILD 3. 

lARC HAS DETERMINED THAT ETHANOL IS A CARCINOGEN AFFECTING THE LIVER BASED ON CHRONIC EXPOSURE 
THROUGH HUMAN CONSUMPTION VIA THE DRINKING OF ALCOHOLIC BEVERAGES OVER AN EXTENDED PERIOD OF 
TIME. 4. 

METHANOL 
ORL-RAT LD50: 5628 MG/KG 3. 
IHL-RAT LCSO: 64,000 PPM/4H 3. 
SKN-RBT LD50:15,800 MG/KG 3. 
SKN-RBT-SDT: 20 MG/24 H MODERATE 3. 
EYE-RBT-SDT: 100 MG/24 H MODERATE 3. 

OVEREXPOSURE TO THIS MATERIAL (OR TO ITS COMPONENTS) HAS BEEN SUGGESTED AS 
A CAUSE OF CENTRAL NERVOUS SYSTEM DAMAGE IN LABORATORY ANIMALS AND VISUAL 
IMPAIRMENT IN HUMANS. 5. 
METHANOL HAS CAUSED BIRTH DEFECTS IN LABORATORY ANIMALS. BUT ONLY WHEN 



METHANOL HAS CAUSED BIRTH DEFECTS IN LABORATORY ANIMALS, BUT ONLY WHEN 
INHALED AT EXTREMELY HIGH VAPOR CONCENTRATIONS. THE RELEVANCE OF THIS 
FINDING TO HUMANS IS UNCERTAIN. 5. 

ISOPROPANOL 
ORL-HMN LDLo: 3570 MG/KG 3. 
ORL-RAT LD50: S045 MG/KG 3. 
IHL-RAT LCSO: 16000 PPM/8H 3. 
SKN-RBT LDSO: 12800 MG/KG 3. 
SKN-RBT-SDT: 500 MG MILD 3. 
EYE-RBT-SDT: 10 MG MODERATE 3. 

N-HEXANE 
ORL-RAT LDSO: 25 G/KG 3. 
IHL-RAT LCSO: 48000 PPM/4H 3. 
IHL-HMN TCLo: 190 PPM/8W 3. 
EYE-RBT-SDT: 10 MG MILD 3. 

THIS MATERIAL MAY ADVERSELY AFFECT THE MALE REPRODUCTIVE SYSTEM BASED ON TESTING IN LABORATORY 
ANIMALS. 5. 

3-METHYL PENTANE 
NO TOXICITY DATA AVAILABLE 

2-METHYL PENTANE 
ORL-RAT TDLo: 10 G/KG/4W-I 3. 

CARBON DIOXIDE 
IHL-RAT TCLo: 10000 PPM/24(S)-30 DAYS CONTINUOUS 5. 
IHL-HMN LCLo: 9 PPM/5M 5. 

SECTION Vll - REACTIVITY DATA 

Stability: Stable;X Unstable; 

Conditions to Avoid: AVOID HfEAT, HOT 
SURFACES, SPARKS AND OPEN 
FLAMES. 

Incompatibility (Materials to Avoid): 



STRONG OXIDIZING AGENTS SUCH AS CHLORINE BLEACH AND CONCENTRATED HYDROGEN PEROXIDE; REDUCING 
AGENTS SUCH AS SODIUM THIOSULFATE; ACETYL CHLORIDE, BASES, METALS, METAL CARBIDE AND METAL SALTS. 

Hazardous Decomposition Products: 

OXIDES OF CARBON. 

Hazardous Polymerization: May Occur; Will Not Occur;X 

Conditions to Avoid: N/A 

SECTION Vlll • SPILL OR LEAK PROCEDURES 

Steps to be Taken if Material is Released or Spilled: 

DUE TO THE NATURE OF THE AEROSOL PACKAGING, A LARGE SPILL IS UNLIKELY. FOR A SMALL SPILL, WEAR 
APPROPRIATE PF^OTECTIVE CLOTHING, ELIMINATE ALL SOURCES OF IGNITION AND VENTILATE THE AREA. ABSORB 
WITH AN INERT MATERIAL AND TRANSFER ALL MATERIAL INTO A PROPERLY LABELED CONTAINER FOR DISPOSAL. 
USE CARE AS SPILLS MAY BE SLIPPERY. 

Waste Disposal Method(s): 

DISPOSE OF IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS. TYPICAL DISPOSAL IS TO WRAP 
THE EMPTY AEROSOL CONTAINER IN SEVERAL LAYERS OF NEWSPAPER AND DISPOSE OF IN THE TRASH. AEROSOL 
RECYCLING PROGRAMS ARE AVAILABLE IN MANY AREAS. DO NOT PUNCTURE OR INCINERATE THIS CONTAINER. 

Neutralizing Agent: 

N/A 

SECTION IX - SPECIAL PROTECTION INFORMATION 

Required Ventilation: 

LOCAL VENTILATION IS RECOMMENDED TO CONTROL EXPOSURE FROM OPERATIONS THAT CAN GENERATE 
EXCESSIVE LEVELS OF MISTS. LOCAL VENTILATION IS PREFERRED, BECAUSE IT PREVENTS DISPERSION INTO WORK 
AREAS BY CONTROLLING IT AT ITS SOURCE. 

Respiratory Protection: 

RESPIRATORS SHOULD BE SELECTED BY AND USED UNDER THE DIRECTION OF A TRAINED HEALTH AND SAFETY 
PROFESSIONAL FOLLOWING REQUIREMENTS FOUND IN OSHA'S RESPIRATOR STANDARD (29 CFR 1910.134) AND 
ANSI'S STANDARD FOR RESPIRATORY PROTECTION (Z88.2-1992). FOR CONCENTRATIONS ABOVE THE TLV AND/OR 
PEL BUT LESS THAN 10 TIMES THESE LIMITS, A NIOSH APPROVED HALF-FACEPIECE RESPIRATOR EQUIPPED WITH 
APPROPRIATE CHEMICAL CARTRIDGES MAY BE USED. FOR CONCENTRATIONS GREATER THAN 10 TIMES THE TLV 
AND/OR PFI r.ON.Slll TTHF NIO.SH RF.SPIRATOR nPCKSION I ORIC FOUND IN PHRI ICATION NO 87-11R OR AN.SI 788 7-



AND/OR PEL CONSULT THE NIOSH RESPIRATOR DECISION LOGIC FOUND IN PUBLICATION NO. 87-116 OR ANSI Z88.2-
1992. 

Glove Protection: 

NEOPRENE OR NITRILE RUBBER GLOVES IF REPEATED OR PROLONGED SKIN CONTACT IS LIKELY. ENSURE 
COMPLIANCE WITH OSHA'S PERSONAL PROTECTIVE EQUIPMENT (PPE) STANDARD FOR HAND PROTECTION, 29 CFR 
1910.138. 

Eye Protection: 

SAFETY GLASSES IF THE METHOD OF APPLICATION PRESENTS THE LIKELIHOOD OF EYE CONTACT. ENSURE 
COMPLIANCE WITH OSHA'S PERSONAL PROTECTIVE EQUIPMENT (PPE) STANDARD FOR EYE AND FACE PROTECTION, 
29 CFR 1910.133. 

Other Protection: 

WEAR GENERAL-DUTY WORK CLOTHES AND SHOES. 

SECTION X - STORAGE AND HANDLING INFORMATION 

Storage Temperature: lndoors:X Outdoors; Heated: Refrigerated: 

Minimum Temperature:32 °F Maximum Temperature;90 °F 

Precautions to be taken in Handling and Storing: 

USE WITH CAUTION AROUND HEAT, SPARKS, PILOT LIGHTS, STATIC ELECTRICITY AND OPEN FLAME. 

Other Precautions: 

KEEP OUT OF REACH OF CHILDREN. READ THE ENTIRE LABEL BEFORE USING THE PRODUCT. FOLLOW THE LABEL 
DIRECTIONS. 

SECTION XI - REGULATORY INFORMATION 

Chemical Name CAS Number Upper % Limit 

METHANOL 67-56-1 5 

N-HEXANE 110-54-3 15 

ISOPROPANOL 67-63-0 10 

Those Ingredients listed above are subject to the reporting requirements of 313 of Title III& of the Superfund Amendments and 
Reauthorization Act of 1986 and 40 CFR part 372. 



PLEASE CALL 1-800-527-9919 FOR ADDITIONAL INFORMATION IF YOU ARE A CALIFORNIA CUSTOMER. 

THIS MSDS IS NOT INTENDED FOR USERS IN THE STATE OF CALIFORNIA 

SECTION XII - REFERENCES 

1. THRESHOLD LIMIT VALUES FOR CHEMICAL SUBSTANCES AND PHYSICAL AGENTS AND BIOLOGICAL EXPOSURE 
INDICES, ACGIH, 2002. 2. OSHA PEL. 3. REGISTRY OF TOXIC EFFECTS OF CHEMICAL SUBSTANCES, CCINFOWeb, 2003. 
4. lARC. 5. VENDOR'S MSDS. ALL THE COMPONENTS OF THIS PRODUCT ARE IN COMPLIANCE WITH THE TOXIC 
SUBSTANCES CONTROL ACT (TSCA) AND ARE EITHER LISTED ON THE TSCA INVENTORY OR OTHERWISE EXEMPTED 
FROM LISTING. IRR:IRRITANT, FLAM/FLAMM:FLAMMABLE, COMB:COMBUSTIBLE, CORR:CORROSIVE 
CARC:CARCINOGENIC, TOX:TOXIC, N/A:NOT APPLICABLE, N/E:NOT ESTABLISHED, COC:CLEVELAND OPEN CUP, 
PMCC:PENSKY-MARTIN CLOSED CUP, TCC:TAGLIABUE CLOSED CUP, LEL:LOWER EXPLOSION LIMIT, UELUPPER 
EXPLOSION LIMIT, NFPA:NATIONAL FIRE PROTECTION ASSOCIATION, IARC:INTERNATIONAL AGENCY FOR THE 
RESEARCH ON CANCER, NTP:NATIONAL TOXICOLOGY PROGRAM, OSHA:OCCUPATIONAL SAFETY & HEALTH 
ADMINISTRATION, ACGIH:AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS, TLV:THRESHOLD 
LIMIT VALUE, PEL:PERMISSIBLE EXPOSURE LIMIT, STEL:SHORT-TERM EXPOSURE UMIT, MLD:MILD, 
MOD:MODERATE, SEV:SEVERE, MUT:MUTAGENIC, ASPHYX:ASPHYXIANT, PNOS:PARTICULATES (INSOLUBLE) NOT 
OTHERWISE SPECIFIED, SDT:STANDARD DRAIZE TEST, ORL:ORAL, IHL:INHALATION, HMN:HUMAN 

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA CONSIDERED ACCURATE IN LIGHT OF CURRENT 
FORMULATION.HOWEVER, NO WARRANTY IS EXPRESSED OR IMPLIED REGARDING THE ACCURACY OF THESE DATA 
OR THE RESULTS TO BE OBTAINED FROM THE USE THEREOF. 

CHEMSEARCH DIV. OF NCH CORP. assumes no responsibility for personal injury or property damage caused by the use, 
storage, or disposal of the product in a manner not recommended on the product label. Users assume all risl<s associated with 
such unrecommended use,storage or disposal ofthe product." 



MATERIAL SAFETY DATA SHEET 
20000 
02 00 

Section 1 -- PRODUCT AND COMPANY IDENTIFICATION 

PRODUCT NUMBER DATE OF PREPARATION HMIS CODES 
Health 2 

20000 04-OCT-07 Flammability 4 
Reactivity 0 

PRODUCT NAME 
TRI-FLOW™ Superior Lubricant with PTFE 

MANUFACTURER'S NAME 
THE SHERWIN-WILLIAMS COMPANY 
Consumer Group - Industrial 
Cleveland, OH 44115 

TELEPHONE NUMBERS and WEBSITES 
Regulatory Information 

(216) 566-2902 www.paintdocs.com 
Medical Emergency 

(216) 566-2917 
Transportation Emergency for Chemical Emergency ONLY (spill, leak, 

(800) 424-9300 fire, exposure, or accident) 

Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS 
% by WT CAS No. INGREDIENT UNITS VAPOR PRESSURE 

10 74-98-6 Propane 
ACGIH TLV 2500 ppm 760 mm 

10 

24 

41 

OSHA PEL 1000 ppm 
106-

64742-

64742-

64741-

64742-

34590-

628-

-97-

-47-

-52-

-97-

-65-

-94-

-63-

-8 

-8 

-5 

-5 

-0 

-8 

-7 

Butane 
ACGIH TLV 
OSHA PEL 

Heavy Aliphatic 
ACGIH TLV 
OSHA PEL 

800 
800 

ppm 
ppm 

Solvent 
Not Available 
Not Available 

Heavy Naphthenic Petroleum Oil 
ACGIH TLV 
OSHA PEL 

Naphthenic Oil 
ACGIH TLV 
OSHA PEL 

5 
5 

5 

mg/m3 as 
mg/m3 as 

mg/m3 as 
Not Available 

Heavy Paraffinic Oil 
ACGIH TLV 
OSHA PEL 

5 
5 

mg/m3 as 
mg/m3 as 

2-Methoxymethylethoxypropanol 
ACGIH TLV 
ACGIH TLV 
OSHA PEL 
OSHA PEL 

Amyl Acetate 
ACGIH TLV 
OSHA PEL 

100 
150 
100 
150 

100 
100 

Mist 
Mist 

Mist 

Mist 
Mist 

ppm (Skin) 
ppm (Skin) STEL 
ppm (Skin) 
ppm (Skin) STEL 

ppm 
ppm 

760 mm 

1.53 mm 

0.4 mm 

4 mm 

Continued on page 2 
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EYES 
SKIN 

INHALATION 
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Section 3 -- HAZARDS IDENTIFICATION 

ROUTES OF EXPOSURE 
INHALATION of vapor or spray mist. 
EYE or SKIN contact with the product, vapor or spray mist. 

EFFECTS OF OVEREXPOSURE 
Irritation. 
Prolonged or repeated exposure may cause irritation. 
Irritation of the upper respiratory system. 

May cause nervous system depression. Extreme overexposure may result in 
unconsciousness and possibly death. 
SIGNS AND SYMPTOMS OF OVEREXPOSURE 

Headache, dizziness, nausea, and loss of coordination are indications of 
excessive exposure to vapors or spray mists. 

Redness and itching or burning sensation may indicate eye or excessive 
skin exposure. 
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE 

None generally recognized. 
CANCER INFORMATION 
For complete discussion of toxicology data refer to Section 11. 

Section 4 -- FIRST AID MEASURES 

EYES: Flush eyes with large amounts of water for 15 minutes. 
Get medical attention. 

SKIN: Wash affected area thoroughly with soap and water. 
Remove contaminated clothing and launder before re-use. 

INHALATION: If affected, remove from exposure. Restore breathing. 
Keep warm and quiet. 

INGESTION: Do not induce vomiting. 
Get medical attention immediately. 

Section 5 -- FIRE FIGHTING MEASURES 

FLASH POINT LEL UEL 
Propellant < 0 F 0.6 14.0 

EXTINGUISHING MEDIA 
Carbon Dioxide, Dry Chemical, Foam 

UNUSUAL FIRE AND EXPLOSION HAZARDS 
Containers may explode when exposed to extreme heat. 
Application to hot surfaces requires special precautions. 
During emergency conditions overexposure to decomposition products may 

cause a health hazard. Symptoms may not be immediately apparent. Obtain 
medical attention. 
SPECIAL FIRE FIGHTING PROCEDURES 

Full protective equipment including self-contained breathing apparatus 
should be used. 

Water spray may be ineffective. If water is used, fog nozzles are 
preferable. Water may be used to cool closed containers to prevent 
pressure build-up and possible autoignition or explosion when exposed to 
extreme heat. 

Continued on page 3 
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Section 6 -- ACCIDENTAL RELEASE MEASURES 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 
Remove all sources of ignition. Ventilate the area. 
Remove with inert absorbent. 

Section 7 -- HANDLING AND STORAGE 

STORAGE CATEGORY 
Not Available 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE 
Keep away from heat, sparks, and open flame. Vapors will accumulate 

readily and may ignite explosively. 
During use and until all vapors are gone: Keep area ventilated - Do not 

smoke - Extinguish all flames, pilot lights, and heaters - Turn off stoves, 
electric tools and appliances, and any other sources of ignition. 

Consult NFPA Code. Use approved Bonding and Grounding procedures. 
Contents under pressure. Do not puncture, incinerate, or expose to 

temperature above 12OF. Heat from sunlight, radiators, stoves, hot water, 
and other heat sources could cause container to burst. Do not take 
internally. Keep out of the reach of children. 

Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION 

PRECAUTIONS TO BE TAKEN IN USE 
Use only with adequate ventilation. 
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist. 
Wash hands after using. 

VENTILATION 
Local exhaust preferable. General exhaust acceptable if the exposure to 

materials in Section 2 is maintained below applicable exposure limits. 
Refer to OSHA Standards 1910.94, 1910.107, 1910.108. 
RESPIRATORY PROTECTION 

If personal exposure cannot be controlled below applicable limits by 
ventilation, wear a properly fitted organic vapor/particulate respirator 
approved by NIOSH/MSHA for protection against materials in Section 2. 
PROTECTIVE GLOVES 

None required for normal application of aerosol products where minimal 
skin contact is expected. For long or repeated contact, wear chemical 
resistant gloves. 
EYE PROTECTION 

Wear safety spectacles with unperforated sideshields. 
OTHER PRECAUTIONS 

Intentional misuse by deliberately concentrating and inhaling the 
contents can be harmful or fatal. 

Continued on page 4 
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Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES 

PRODUCT WEIGHT 
SPECIFIC GRAVITY 
BOILING POINT 
MELTING POINT 
VOLATILE VOLUME 
EVAPORATION RATE 
VAPOR DENSITY 
SOLUBILITY IN WATER 
VOLATILE ORGANIC COMPOUNDS 

Volatile Weight 48.20% 

lb/gal 778 g/1 

<-18 260 C 

6.50 
0.78 
<0 - 500 F 
Not Available 
56 % 
Faster than ether 
Heavier than air 
N.A. 
(VOC Theoretical - As Packaged) 
Less Water and Federally Exempt Solvents 

Section 10 -- STABILITY AND REACTIVITY 

STABILITY -- Stable 
CONDITIONS TO AVOID 

None known. 
INCOMPATIBILITY 

None known. 
HAZARDOUS DECOMPOSITION PRODUCTS 

By fire: Carbon Dioxide, Carbon Monoxide 
HAZARDOUS POLYMERIZATION 

Will not occur 

Section 11 TOXICOLOGICAL INFORMATION 

CHRONIC HEALTH HAZARDS 
No ingredient in this product is an lARC, NTP or OSHA listed carcinogen. 
Reports have associated repeated and prolonged overexposure to solvents 

with permanent brain and nervous system damage. 

TOXICOLOGY DATA 

Continued on page 5 
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CAS No. Ingredient Name 

74-98-6 

106-97-8 

64742-47-8 

64742-52-5 

64741-97-5 

64742-65-0 

34590-94-8 

628-63-7 

Propane 
LCSO RAT 4HR 
LD5 0 RAT 

Butane 
LCSO RAT 4HR 
LDSO RAT 

Heavy Aliphatic Solvent 
LCSO RAT 4HR 
LDSO RAT 

Hea-vy Naphthenic Petroleum Oil 
LCSO RAT 4HR 
LDSO RAT 

Naphthenic Oil 
LCSO RAT 4HR 
LDSO RAT 

Heavy Paraffinic Oil 
LCSO RAT 4HR 
LDSO RAT 

2-Methoxymethylethoxypropanol 
LCSO RAT 4HR 
LDSO RAT 

Amyl Acetate 
LCSO RAT 4HR 
LDSO RAT 

Not Available 
Not Available 

Not Available 
Not Available 

Not Available 
Not Available 

Not Available 
Not Available 

Not Available 
Not Available 

Not Available 
Not Available 

Not Available 
513 5 mg/kg 

Not Available 
6500 mg/kg 

Section 12 -- ECOLOGICAL INFORMATION 

ECOTOXICOLOGICAL INFORMATION 
No data available. 

Section 13 -- DISPOSAL CONSIDERATIONS 

WASTE DISPOSAL METHOD 
Waste from this product may be hazardous as defined under the Resource 

Conservation and Recovery Act (RCRA) 40 CFR 261. 
Waste must be tested for ignitability to determine the applicable EPA 

hazardous waste numbers. 
Do not incinerate. Depressurize container. Dispose of in accordance 

with Federal, State/Provincial, and Local regulations regarding pollution. 

Continued on page 6 
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MATERIAL SAFETY DATA SHEET: SILA-CHEM AEROSOL 

(OOOOOO-OOOOOO- - 5603) 

Section I - General Information 
Q 

Date of Issue: 
3/,18/2004 12:00:00 AM 

Chemical Name & Synonyms: 
N/A 

Chemical Family: 
HYDROCARBON/SILOXANE BLEND 

Manufacturer Name: 
CHEMSEARCH DIV. OF NCH CORP. 

Manufacturer Address: 
BOX 152170 
IRVING, TX 75015 

f-

Prepared By: Product Code Number: 
C Williamson/Chemist 5603 

Supercedes: 
6/18/2001 12:00:00 AM 

Trade Name & Synonyms: 
SILA-eHEM-A€ROSOL 

Formula is a mixture: [V] 

Emergency Phone Number: 
800-424-9300 

Section II - Hazardous Ingredients 
THE HA2LARDS PRESENTED BELOW ARE THOSE OF THE INDIVIDUAL COMPONENTS 

Chemical Name (Ingredients) Hazard 
N-HEXANE FLAM/IRR 
3-METHYLPENTANE FLAM/IRR 
2-METHYLPENTANE FLAM/IRR 
PROPANE FLAM/ASPHX 
ISOBUTANE FLAM/IRR 

Section III -

TLV 
50 PPM 1 
500PPM 1 
500PPM1 
2500PPM1 
N/E 

Physical 

PEL STEL 
50 PPM 2 N/E 
N/E 2. 1000PPM1 
N/E 2. 1000PPM 1 
1000PPM 2 N/E 
N/E N/E 

Data 

-

CAS# 
110-54-3 
96-14-0 
107-83-5 
74-98-6 
75-28-5 

Boiling Point (°F): 143° 

Vapor Pressure (mm Hg): 35-65psi 

Vapor Density (Air=1): 3 

pH @ 100% : N/A 

% Volatile by Volume: 92.2 

H2O Solubility: NEGLIGIBLE 

Specific Gravity (HjOsI): 0.745 

Color: COLORLESS 

Odor: SOLVENT 

Clarity: TRANSPARENT 

Evaporation Rate (BuAc=1): 8.6 

Viscosity: NON-VISCOUS 

Section IV - Fire and Explosion Hazard 
Flash Point: <31''F Method Used: T.C.C, 

Flammable Limits: N-HEXANE UEL: 7.5% 
LEL: 1.1% Aerosol Level (NFPA 30B): N/A 

Extinguishing Media: 
[V] Foam [ ] Alcohol Foam [V] C02 
[V] Dry Chemical [V] Water Spray [ ] Other 

NFPA 704 Hazard Rating: 

4-Extreme 
3-High 
2-Moderate 
1-Slight 
0-lnsignificant 

Health: 1 
Flammability: 4 

Instability: 0 
Special: 

Special Fire Fighting Procedures: 
FIREFIGHTERS SHOULD WEAR A SELF-CONTAINED BREATHING APPARATUS AND FULL PROTECTIVE GEAR. COOL FIRE-
EXPOSED CONTAINERS WITH WATER SPRAY TO PREVENT BURSTING. 
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Unusual Fire and Explosion Hazards: 
VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL TO DISTANT SOURCES OF IGNITION AND FLASHBACK. PRODUCT MAY 
PRODUCE A FLOATING FIRE HAZARD AS LIQUID FLOATS ON WATER'. THE USE OF WATER SPRAY (FOG) WHILE EFFECTIVE, MAY 
CAUSE FROTHING AND FOAMING. NEVER USE A WATER JET AS THIS WILL JUST SPREAD THE FIRE. FLAME EXTENSION IS 30 
INCHES, BURNBACK IS 3 INCHES. 

Section V - Health and Hazard Data 
Threshold Limit Value: 
NOT ESTABLISHED FOR MIXTURE. SEE SECTION II. 

Effects of Overexposure: 

Acute: (Short Term Exposure) 
EYE CONTACT; MAY CAUSE IRRITATION SEEN AS TEARING AND REDNESS. SKIN CONTACT: MAY CAUSE IRRITATION SEEN AS 
ITCHING AND REDNESS. PROLONGED OR REPEATED CONTACT MAY CAUSE DEFATTING AND DRYING OF THE SKIN. 
INHALATION: AT HIGH VAPOR CONCENTRATIONS, INHALATION MAY CAUSE CENTRAL NERVOUS SYSTEM DEPRESSION SEEN AS 
HEADACHE, DIZZINESS, LIGHTHEADEDNESS, NAUSEA AND LOSS OF COORDINATION. CONTINUED INHALATION MAY CAUSE 
UNCONSCIOUSNESS AND DEATH. INGESTION; MAY CAUSE CHEMICAL PNEUMONITIS WHICH CAN CAUSE DAMAGE AND MAY BE 
FATAL. 

Chronic: (Long Term Exposure) 
PROLONGED AND REPEATED INHALATION HAS BEEN ASSOCIATED WITH IRREGULA.R HEART RHYTHMS AND POTENTIAL 
CARDIAC ARREST. HIGH CONCENTRATIONS MAY CAUSE PERIPHERAL AND CENTRAL NERVOUS SYSTEM TOXICITY IN HUMANS. 
PERIPHERAL NERVE DAMAGE MAY BE EVIDENCED BY LOSS OR IMPAIRMENT OF MOTOR FUNCTION AND/OR LOSS OF 
SENSATION IN THE ARMS AND LEGS. MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE ARE PRE-EXISTING RESPIRATORY 
AND SKIN CONDITIONS SUCH AS ASTHMA, EMPHYSEMA AND DERMATITIS. TARGET ORGANS: CENTRAL AND PERIPHERAL 
NERVOUS SYSTEM, HEART, REPRODUCTIVE SYSTEM. 

Primary Routes of Entry 
[V] Inhalation [ ] Ingestion [ ] Absorption 

Emergency First Aid Procedures: 

Inhalation: 
REMOVE FROM THE AREA TO FRESH AIR. IF NOT BREATHING, CLEAR THE AIRWAY AND START MOUTH TO MOUTH ARTIFICIAL 
RESPIRATION. GET IMMEDIATE MEDICAL ATTENTION. 

Eye Contact: 
RINSE THE EYES WITH WATER. REMOVE ANY CONTACT LENSES AND CONTINUE FLUSHING WITH PLENTY OF WATER FOR 
SEVERAL MINUTES. SEEK MEDICAL ATTENTION IF IRRITATION DEVELOPS. 

Skin Contact: 
WASH AFFECTED AREAS WITH PLENTY OF SOAP AND WATER FOR SEVERAL MINUTES. SEEK MEDICAL ATTENTION IF 
IRRITATION DEVELOPS. 

Ingestion: 
GIVE 3 TO 4 GLASSES OF WATER, BUT DO NOT INDUCE VOMITING. IF VOMITING OCCURS, GIVE FLUIDS AGAIN. SEEK MEDICAL 
ATTENTION IF DISCOMFORT OCCURS. 

Notes to Physician: 
INGESTION AND SUBSEQUENT VOMITING OF THIS PRODUCT CAN LEAD TO ASPIRATION OF THE PRODUCT INTO THE LUNGS 
WHICH CAN CAUSE DAMAGE AND MAY BE FATAL. LIGHT HYDROCARBONS LIKE THIS ONE HAVE BEEN ASSOCIATED WITH 
CARDIAC SENSITIZATION IN ABUSE SITUATIONS. HYPOXIA OR THE INJECTION OF ADRENALINE-LIKE SUBSTANCES ENHANCES 
THESE EFFECTS. 

Section VI ° Toxicity Information 
Product Contains Chemicals Listed as Carcinogen or Potential Carcinogen By: 

[ ] IARC [JNTP [JOSHA [ ] ACGIH [ ] Other 
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N-HEXANE 
' ORL-RAT LD50: 25 GM/KG 4. 
IHL-HMN TCLo: 190 PPM/8W4. 
EYE-RBT-SDT; 10 MG MILD 4. 

THIS MATERIAL MAY ADVERSELY AFFECT THE MALE REPRODUCTIVE SYSTEM BASED ON TESTING IN LABORATORY ANIMALS, 3. 

3-METHYLPENTANE 
NO TOXICITY DATA AVAILABLE 

2-METHYLPENTANE 
ORL-RAT TDLo: 10 GM/KG/4W-I 4. 

PROPANE/ISOBUTANE MIXTURE 
NO APPARENT ILL EFFECTS IN BRE.ATHING CONCENTRATIONS OF 5% FOR 2 HOURS. 3, 
CAUSES DROWSINESS IN SHORT TIME IN CONCENTRATIONS OF 1%, 3. 

Section Vll - Reactivity Data 
stability Hazardous Polymerization 

[V] Stable [ ] Unstable [V] Will not occur [ ] May occur 

Conditions io Avoid: Conditions to Avoid: 
AVOID HEAT, HOT SURFACES, SPARKS AND OPEN N/A 
FLAMES. 

Incompatibility (Materials to Avoid): 
STRONG OXIDIZING AGENTS SUCH AS CHLORINE BLEACH AND CONCENTRATED HYDROGEN PEROXIDE. 

Hazardous Decomposition Products; 
OXIDES OF CARBON AND VARIOUS HYDROCARBONS. 

Section Vlll - Spill Or Leak Procedures 
steps to be Taken if Material is Released or Spilled: 
ELIMINATE ALL SOURCES OF IGNITION. ISOLATE AND VENTILATE THE AREA. WEAR APPROPRIATE PROTECTIVE CLOTHING. USE 
CARE AS SPILLS MAY BE SLIPPERY. DIKE AND CONTAIN SPILL ABSORB WITH AN INERT MATERIAL AND TRANSFER ALL 
MATERIAL INTO A PROPERLY LABELED CONTAINER FOR DISPOSAL. PREVENT PRODUCT FROM CONTAMINATING SOIL OR FROM 
ENTERING SEWAGE AND DRAINAGE SYSTEMS AND BODIES OF WATER. FLUSH AREA WITH WATER. 

Waste Disposal Method(s): 
DISPOSE OF IN ACCORDANCE WITH ALL FEDERAL, STATE, AND LOCAL REGULATIONS, TYPICAL DISPOSAL IS TO WRAP THE 
EMPTY AEROSOL CONTAINER IN SERVERAL LAYERS OF NEWSPAPER AND DISPOSE OF IN THE TRASH, AEROSOL RECYCLING 
PROGRAMS ARE AVAILABLE IN MANY AREAS. DO NOT PUNCTURE OR INCINERATE THIS CONTAINER. 

Neutralizing Agent: 
N/A 

Section IX - Special Protection Information 
Required Ventilation: 
LOCAL VENTILATION IS RECOMMENDED TO CONTROL EXPOSURE FROM OPERATIONS THAT CAN GENERATE MISTS OR 
VAPORS. 

Respiratory Protection: 
A NIOSH/MSHA APPROVED RESPIRATOR IN POORLY VENTILATED AREAS AND/OR FOR EXPOSURE ABOVE THE ACGIH TLV OR 
OSHA PEL OR WHERE MISTING EXISTS. 

Glove Protection: 
NEOPRENE OR NITRILE RUBBER GLOVES IF REPEATED OR PROLONGED SKIN CONTACT IS LIKELY. 

Eye Protection: 
SAFETY GLASSES IF THE METHOD OF USE PRESENTS THE LIKELIHOOD OF EYE CONTACT, 

Other Protection: 
WEAR GENERAL-DUTY WORK CLOTHES AND SHOES, 

Section X - Storage and Handling Information 
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» storage Temperature Storage Conditions 
Max:110°F Min: 40°F [V] Indoors [ ] Outdoors [ ] Heated [ ] Refrigerated 

Precautions to be Taken in Handling and Storing: 
USE WITH CAUTION AROUND HEAT, SPARKS, PILOT LIGHTS, STATIC ELECTRICITY AND OPEN FLAME. DO NOT PRESSURIZE, 
CUT, WELD, SOLDER, DRILL, GRIND OR EXPOSE EMPTY CONTAINERS TO HEAT, HOT SURFACES, SPARKS OR OPEN FLAMES. 

Other Precautions: 
KEEP OUT OF REACH OF CHILDREN. READ THE ENTIRE LABEL BEFORE USING THE PRODUCT. EMPTY CONTAINERS MAY 
CONTAIN PRODUCT RESIDUES WHICH MAY EXHIBIT THE HAZARDS OF THE PRODUCT. 

Section XI - Regulatory Information 
Chemical Name CAS Number Upper % Limit 
N-HEXANE 110-54-3 15 

Those Ingredients listed above are subject to the reporting requirements of 313 of Title III ofthe Superfund Amendments and Reauthorization 
Act of 1986 and 40 CFR part 372. 

Please call 1-800-527-9919 for additional information ifyou are a California customer. This MSDS is not intended for users in the state of 
California. 

Section XII - References 
1. THRESHOLD LIMIT VALUES FOR CHEMICAL SUBSTANCES AND PHYSICAL AGENTS AND BIOLOGICAL EXPOSURE INDICES, 
ACGIH, 2001. 2. OSHA PEL. 3. VENDOR'S MSDS. 4. REGISTRY OF TOXIC EFFECTS OF CHEMICAL SUBSTANCES, CCINFODisc, 2001. 
ALL COMPONENTS IN THIS PRODUCT CAN BE FOUND IN THE CURRENT TSCA INVENTORY. IRR:IRRITANT, 
FLAM/FLAMM:FLAMMABLE, COMB;COMBUSTIBLE, CORR;CORROSIVE CARC;CARCINOGENIC, TOX:TOXIC, N/A:NOT APPLICABLE, 
N/E:NOT ESTABLISHED, COC;CLEVELAND OPEN CUP, PMCC:PENSKY-MARTIN CLOSED CUP, TCC:TAGLIABUE CLOSED CUP, 
LEL;LOWER EXPLOSION LIMIT, UELUPPER EXPLOSION LIMIT, NFPA:NATIONAL FIRE PROTECTION ASSOCIATION, 
IARC:INTERNATIONAL AGENCY FOR THE RESEARCH ON CANCER, NTP:NATIONAL TOXICOLOGY PROGRAM, 
OSHA:OCCUPATIONAL SAFETY & HEALTH ADMINISTRATION, ACGIH:AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL 
HYGIENISTS, TLV.THRESHOLD LIMIT VALUE, PEL;PERMISSIBLE EXPOSURE LIMIT, STEL:SHORT-TERM EXPOSURE LIMIT, 
MLD;MILD, MOD;MODERATE, SEV:SEVERE, MUT:MUTAGENIC, ASPHYX;ASPHYXIANT, PNOS;PARTICULATES (INSOLUBLE) NOT 
OTHERWISE SPECIFIED, SDT:STANDARD DRAIZE TEST, ORLORAL, IHL.INHALATION, HMN:HUMAN 

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA CONSIDERED ACCURATE IN LIGHT OF CURRENT FORMULATION. 
HOWEVER, NO WARRANTY IS EXPRESSED OR IMPLIED REGARDING THE ACCURACY OF THE DATA OR THE RESULTS TO BE 
OBTAINED FROM THE USE THEREOF. 

CHEMSEARCH DIV. OF NCH CORP. assumes no responsibility for personal injury or property damage caused by the use, storage, or disposal 
ofthe product in a manner not recommended on the product label. Users assume all risks associated with such unrecommended use, storage, 
or disposal of the product. 

©2006 NCH Corporation All rights reserved. 



ITEM: 1MRB8 - L i t h i u m Crease 15 Oz 350 Temp Rang 
PICK REQ: 1072248919 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: A9998 

This MSDS Should be attached or kept with the respective product with which it is associated. 
IffiffffggMMffffffff llll II llll Hint {Ml iJ IMt fnTftinrfffffffffffffl 
tOTESIAL SAFBTV EAIA SEBEI - A9998 

A s s o c i a t e d G r a i n g e r I t e m : UIRB8 - L i t h i u m G r e a s e I S Oz 3 5 0 Temp " " " j 

TUESDAY, FEBRUARY 2 7 , 2007 

MSDS 
MATEJUAL SAEETY OAlA SHEET 

• I . BASIC BCOSHailON 

MANUEACniRER: RADIAKK SPECIALTY OOMPANY 

ADDRESS: 6 0 0 RADIA3QR ROAD 
CITY, ST Z I P : INDIAN TRAIL, NC 28079 
COUWreY: 

OCaTTACT: RCBERT GEER 

INPOKMATICH TRTiKPHCNE NtWBHl: 7 0 4 - 6 8 8 - 3 4 3 0 

EMEKSNCY CDNTACT: ROdOr MXNTAIN POISCN OCNTROL CENTER 

EMERGENClf TELEPHONE NUMBER: 3 0 3 - 6 2 3 - 5 7 1 6 

EMERGENCY RESTOICTICNS: 

PRCaXJCT NAME: LIQUID ViRENCH INDUSTOIAL WHITE LITHHW C3REASE 

MSDS N O . : PL611 

ISSUE DATE: 01/04/2007 

SUPERSEDES DATE: NOT AWmjfflLE 

EMERGENCY OVERVIEW: 

• 3 3 . w i 3 ^ s s s i D ^ n s T c a n o s 

DANGER: 
HARMFUL OR FATAL I F SWALLCWED. VAPCR HARMFUL. EYE AND SKIN IRRITAOT. 

OSNTENTS.UNDER PRESSURE. 

LEVEL 1 AEROSOL 

OSHA RB3UM30RY STATUS:' 
• n o s MATERIAL I S OCNSIDHaBD HAZARDOUS BY THE OSHA HAZARD OCM«NICATICH 

STANDARD (29 CER 1 9 1 0 . 1 2 0 0 ) . 

POTENTIAL HEALTH EFFECTS: 

ROUTE(S) OF EWIRY: ABSCEPTICaJ, INHALATION, AND IKffiSTICN. 

HEALIH HAZARDS (ACUTE AND CHRCNIC): 
EXCESSIVE DJffiSTICN TOY CRUSE SICMACH IRRTraTICN, NAUSEA, VCMTTDC OiN 
CAIBE LIVER DA^B«3E AND AFFECT THE.KHajEYS ADVERSELY. 

SIGSJS AND SYMPTOMS: 

EYE CCSnaCT: IRRITANT. PRDIiCMGED CajTACr MAY CADSE OONJUNCnVITIS . 

SKIN CCNTACT: IRRITANT. DEEKnTNS OF TISSUE, DERMATITIS MAY OCCUR. 
INHALATION: . . 
IRRITANT.TO MUCDUS MH1BRANES. REPEATED EXPOSURE MAY CAUSE NARCOSIS. . 
MGESTICN: 
HARMFUL CR FATAL I F SWALLOWED. MVY O a B E BURNS TO MXHH, IHRCftT & SICMftOJ. 

MEDICAL CONDrTiaNS GBERALLY AOatAVRTED BY EXPOSURE: 
raoums) EXPOSURE A B O V E T H E O S H A P E S M I S S I B U ; B O C S U R E L I M I T v s a cxMPLiavTE 
EXISTING LIVER AND KnajEY DISEASES. 

OTHER HEALTH VBVSNINSS: 
ASPIRATION OF V M T U S INID TOE LUNGS CSW C!«JBE H J E l K W r n S . tMECH CRN BE 
EA33tti. 

POTENTIAL HWIRCNMENTAL EFEECTS: NOT AVAILABLE 

CHEMIOVL NAME 

C3«BCIN DIOXIDE 

ESTER OIL 

LITHIUM CSffiASE 

PETOOLEUM DISTILLATE, 
HYDROTREATED MIDDLE 

PEHiOLEUM LUBRICATING 
OIL BASE STOCK 

TEnRACHLOROETHYiaiE 

m . ccHFOsmoN/iNroBMRrECN O N T S S S S Z W I S 

CAS ND. % RAN3E TRAEE SBCSET 

124-38-9 1.0 - 5 .0 

PROPRIETARY 1.0 - S.O 

PRQPRIEa?«Y 10.0 - 30 .0 

64742-46-7 1.0 - 5 .0 

64742-18-3 0 . 1 

127-18-4 

- IV. PISST AID MEASURES 

1.0 

60.0 - 100.0 

EMERGENCY AND FIRST AID PROCEDURES: 

EYE a a J I A C T : 
FliJSH EYES WITO CLEAN WATER FOR 20 MINOTES WHII£ LIFTING EYELIDS. <3ST 
PRCMPT MEDICMi ATTajTICN. 

SKIN o a n a c T : 

il i\ ttUHH i\ ti i\ JT il Ji Tl Tl M fl }\ i\ IIII i\ i\ i\ i\ \\ tt \%\\ H i\ ii \\ H \\ 11 
'ff iT#tW II IT I f TTff n ft IT IT t t # f r t T t r n f T i T H I* ft H if UTiTrfl II iTi i ITTT .... _ ^ > _ _^^_ 

WA3J SKIN WITO SOAP AND WAISl THCRDUCSILy. I F ADVERSE EETBCTS PERSIST, ( S T 
HiCMPT MEDICAL ATIHWIQN. RHOVE AND ISQtAlE CCNDiMniAIED d O I H Q B . MUNEER 
CONERMINATED CLOTHING BEFORE REUSE. 

INHALATION: 
M3VE VICTIM TO FRESH AIR. I F BRESOHINS BBOCMES DIFFICULT, AEMINISIHl CKYI3N 
AND GET PRCMPT MEDICAL ATTHJTICN. I F BREATHING STOPS, GIVE ARTIFICIAL 
RESPIRATICN AND GET PRCMPT MEDICAL ATTENTICN. 

INGESTICN: 

DO NCfT INDUCE VOMrTING! 

CALL POISOJ CONTROL CENTER, PHYSICIAN, OR HOSPITAL MERGENCY ROCM 
Il*!EDIKrELY. ASPIHATiai OF waOTUS D U O TOE UJS3S <33St O a B E ENBUMDNinS, 
WHICH CAN BE FATAL. 

N3IE TO PHYSICIANS: N / E 

- V. FISE FIGBTIMS MEASDBES 

SUTraBI£ EXTINGUISHING MS3IA: WKTSl FOG, FORM, OVRBCN DICSIDB, ERY CHSGCAL 

UNSUITABLE EXTINGUISHING MEDIA: 
DO NOT tJEE FCRCED WRIER SIRERM AS TOIS <XfJiD CSUSE THE FIRE TO SPRERD. 

PRCaXICIB OF CCMBUSnCN: 
PRODUCT OF CCMBUSTICH ARE: 
CARBCN DICKIDB, C»RBCN M3CIXIDE, IHDSGENE AND CHLORINE. FUMES, WEUIING, 
AND HIGH TEMPERATURES INDUCE DECCMPOSmON. 
IN THE PRESHJCE OF WATER: HYDROCHDORIC ACID. 

WEAR S E L F - C a n a i N H 3 POSITIVE PRESSURE BREAIHINS APPARATUS AND FROIBCTIVE 
CUXIHES. USE SHIEID TO HOIBCT ERCM RUPTORINS AND VaiTINS OCNDUNERS. « r 
ELEVATED TEMPERATURES OENTRINERS MAY VHJT, RUPTURE QR BURST, EVEN 
V I C U N n i Y . VAPORS OF THIS PECEUCT Wtf PRESENT A FOTURE HBttaH H R a « D IN 
pocRLY v a n r u o s ) t s s n s . V K £ L I B E R A T E C E R R O S I V E H Y T R O O D X R I C A C I D C R T C K I C 

PHOSGaiE FIMES. 

• V I . AOCZDansu. R E E ^ A S E H S R S O B E S 

PERSONAL PRECAOTiaJS: 
FSiSCHS ICT WBARINS PBUiULTlVE B Q u n M O n ' SKXJU} EB B g l f i n m ERCM AREA, OF 
S P H i UNTIL CLEAN-UP HAS BEEN CCMPLETED. 

ENVTRONMENEAL PRECAOTICNS: 
IREVHW RUN-OFF TO SEWERS, SIREiMS, CR CHHER BCDIES CF VBOHl. I F HIBl-OFF 
OCCURS, NOTIFY PROPER ADUKSTTIES AS REQOIRBD THAT A S P I I i HAS OCCURED. RUN 
OFF TO SEWHl MAY C3?EATE FIRE QR EXPLOSICN HAZARD. 

METOODS FOR CCNTAINMBWr: 
DIKE OR CCNIAIN S P I L L AND ABSORB WITH INERT MATERIALS (SRND, SRWDUST, 
ABSORBENT SWEEPING OWPOONDS, RAGS, ETC) . 

METHODS FOR CLEANUP: 
USING A NCN-ME^StLIC SCOOP, PLACE OCNTAMINRIS} tffilBilAL D n o AN APPROVED 
CHEMICAL WASTE CCNBMNER. WHERE P O S S I B I £ , VACOOM SPILLH5 LIQUID TO 
RECOVER MATERIAL. 

OIHER INFORMATION: N / A 

- v n . HANDIJlEi AND BTORAtS 

HANDLING P R E C R O T i a B : 

HANDLIM3: 
USE WITH AEBaCME VENTIIjaTCN AND PRDPHl PROIECITVE B a U U W a i r . DO NDT IBE 
NEAR FIRE, SPARKS, CR EIAME. DO NOT PUMJIURE CR I N d N H W I E CCNIMNSl . AVOID 
CCtnRCT WTIH EYES. KKiSD EfiOU2CS3 CR REFERRED EREKIHItG OF V2VPCRS. I F 
EXPOSURE MAY OR DOES EXCEED OCCUPATICNAL EXPOSURE LIMITS, I B E A NIOSH 
APHOVED RESPIRKiaR TO PREVHW OVER-EXPOSURE. AVOID OaJIRCT WITO EYES. KEEP 
AWAY ERCM CHIUIREN AND ANDftLS. 

STORAGE PRECAUTiaJS: 
SICRE IN O X X J , W E L L v m n L A U D A R E A B E I O W 120 o a s . p AMVY FRCM H E A T , F I R E , 
SPARKS QR FLAME. 

CHEMICRLNAMB 

TEIRAaiICRCEIHYIH«E 

LITHICM G i E i S E 

CaRBCN DinXTDR 

PBIRCLEtM b l S T H I A I E , 
HYEROTSEATEB MIDDLE 

E S I H l OIL 

O S A PEL 

2 5 PEM 

MOT AVATTflBI£ 

N/AV . 

5 VEfva 

N/D 

PBIROLECM LUBRICATING N / E 
O I L BASE SlUCK 

AOGIH TliV OTHER U M I T S 

25 PEM NOT A V A I U B I f 

NOTAVAIIAEI£ HOTAVAIUBIf ' 

5 0 0 0 PIM NOT AVAILABI£ 

5 VD/Va NOT AVAHAHIB 

N/E 

N/D NOT AVAIIAEl£ 

NOT AVAHABIf 

HTOINEERING CCNIRQL5: 
SEE SECTION 2 FOR APPUCABU! EXPOSURE U M I T S . M R I N n a H ADEQUATE 
VHJTILATICN. AVOID BRERTOINS VAPCRS. IN R E S I R I d S ) AREAS, USE APPROVED 
CHEMICAL F n n S % 5 D E S I Q i a } TO RB^OVE VKSCSt.. IN CCNFINS) AREAS, USE APPR0VS3 
AIR LINE TYPE RESPIRATOR CR HOCO. A SELF-OCNEAINED BREATHING APPARATUS I S 
RBQUIRHJ POR VAPOR COJCEWTRAnCNS ABOVE TLV L I M I T S . 

PERSCNAL PROTKCriVE BQUIIMH/T: 
SEE SECTICN 2 FCR A P P U ( a B I £ EXPOSURE LIMITS. ECR E R C U K S } EXPOSURE WEAR 
PROTECTIVE SAFETY GLASSES, GIOVES, AND APRCN. 



• IX. PHYSICAL SND CHHaCAL PBOPlgTTBS '• 

BOILING POINT: >200 DEG. F 

MELTING POINT: N/A 

BOILING RANSE: N/D 

FREEZING POINr: N/D 

SOLUBILITY IN WATER: INSOUBLE 

EVAPCRATICN RAIE (BUTYL ACETATE = 1) : >1.0 

PLASH POINT: >2b0 DBG. F 

FLASH POINT MEIHOD: TCC 

ODCR THRESHDU): N/D 

APPEARANCE AND ODOR: OPAQUE DENSE YELLOW SUSPOBICN WITH SWEET ODOR 

VAPOR DQISITY (AIR = 1) : 5.83 

VAPCR PRESSURE IVMHg.) : N/D 

pH RANGE: N,/A 

PARTITTCN OOEFETCIHTT: N / D 

DEOOMPOSmaj T E M P : N/D 

AUTO-IGNinCN TEMP: N/D 

LOWER E3CPL0SIVE LIMIT: N / D 
UPPER EXPLOSIVE L D H T : N/D 

SPECIFIC GJavITY (H20 = 1) : 1 . 6 1 

OTHER INPORMATICM: 
VOC OOWTENT: 2 5 * 

- X. STRnTTiTTY AND RERCTIVITY 

STABILITY: STABLE 

ooNDrncNs "lo AVOID: 
AVOID HEAT, SPARKS, AND FLRMES. AVOID INCCMPATIBLE MATERIALS. 

INCOMPATIBI£ MATBRIALS: 
AVOID CtWraCT WITO METALS SUCH AS AUMDCM POWDERS, MUSESItM POWDHffi, 
POTASSIUM, SODIUM, AND ZINC PCMDER. AVOID CCNTACT WITO AMINES, SIRCNG 
BASES, AND OXIDIZERS. 

HAZARDOUS DEOCMPOSITICN PRODUCTS: 
tNEER EIRE CCNDmCNS ŜVY DCLUEE CBRBCH DICKIDB, CSiRBCN MaOXIEE, PH3SC3ENE 
AND C H X R D E . EUIMES, WEIDIN3, AND HIOl TEMEHJATURES INDUCE EEOrMPOSITICN. 
IN TOE PRESENCE OF WATER: 
HYDROCHLORIC ACID. 

POSSIBILITY OF HAZARDOUS RERCTiaJS: WILL NOT OCCUR 

• Z E . TOZICOUXilCAL INEQSiaTION 

N/D 

• z n . Bcmooicsui mraRMUicN 
N/D 

- ZCri. DISFOSAL OCNSIIIERAIICNS 

DISPOSRL: 
TOIS CaroONER r©Y B E R E C Y O H ) I N A H O S O L RECYCLING CENURS WHHJ EMETY. 
BEECEE 0FFHUN3 PER RBCYCUNS, EMETY THE CRN BY USING THE ERCDOCr AOXRDDC 
TO THE LRBEL. 

DO NOT PUNCTURE! 

I P FBC3CLIN3 I S NOT AVAIIABLE, WRAP THE aWDUMER AND DISCARD IN THE TRRSl . 
DISPOSE OP UNUSED PRCDUCT IN AOCERDRNCB WITO Al i i LOCAL, SERIB GOVERIWENr 
AND FEDERAL LAWS AND REGULATICNS. 

• Z IV . ISAlSfaST mFORHASIOH 

SHIFPIN3 NAME: NOT A V A I U B I E 

DOT HAZARD CLASS: NOT AVAIIABLE 

DOT SUBSIDIARY HAZARD CLASS: NOT AVAILABLE 

UN/NR*: NOT AVAUABLE 

MSDS PACK (MXIP: NOT AVATTABLR 

TRANSPCaJTATICN INPORMATICN: 
DOT HAZARD CLASS: ORM-D 
SHIPPING NAME: OCMSUMER OCMflODrTY 

THE DOT DESCRIETICN I S PROVIDED TO ASSIST IN THE PROPER S H I P P I N 3 
CLRSSIFICATICN CF THIS PRCDUCT AND WUT NOT BE SOITfiBU! ECR TNTHOBUTCNRL 
AND AIR SHIPPING PURPOSES. 

ICRO/IAIA (US) : 
UN NUMBER: UN1950 
S H I P P n C NAMB: AEROSOLS 
CLASS: 2 . 1 

INIEFNATIONRL: 
ICRD/IATA: 
ON NUMBER: DM19S0 
SHIPPIN3 NAME: AEROSOLS 
CLASS: 2.1 

IMDG: 
UN NUMBER: UN1950 
SKIPPING NAME: AERDSOIB 
CLASS: 2 
EMS: F-D, S-U 

— ZV. BBSOIAIORY INFQBttRTICN 

USA TSCA: ALL CHEMICALS USED ARE LISTED CSJ TOE TSCA INVENICRY. 

CERCLA RQ: 1000 I B S 

SARA 3 0 2 : NOT USTED AS A EXTRBIELY HAZAKDCUS SUBSTANCE 

SARA 3 1 1 / 3 1 2 HAZARD CLASS: ACUIE, CHRCNIC 

SARA 313 REPCanSfflLE: SEE SECTICN 2 FOR SARA REPORTABLE CHHOCALS. 

PROPOSITION 65 WARNING: „,„,™„, 
THIS PRODOCr CCNTAINS A C3IEMICAL KNOWN TO THE SEATE OF C3\LIPCRNIA 
TO C3aUSE CANCER, BIKIH DEEBCTS AND CJIHHJ REPRCCOCTTVE HARM. 

NEW JERSEY RICaiT-TD-KHOW: TBTRAOaXKOBIHYLENE 

- Z V I . t?WW< TSfCS^SSSSi 

CHBUCAL STATE: 
(X) U Q O I D 
( ) GAS 
( ) S O U D 

CHEMICAL TYPE: 
( ) PURE 
(X) MIXTURE 

HAZARD CATE)30RY: 
(X) ACUTE 
(X) CHRONIC 
( ) FIRE 
(X) FRESSURE 
( ) REACTIVE 

NFPA: 
HEALTO 1 
FIRE 1 
REACTIVITY 0 
SPECIAL 

HEALTH 1 
FLAMMABILITY 1 
PHYSICAL HAZARD 0 
PERS. PROTECTICN C 

ADDITICNAL MANUFACTroRER WARNINGS: 

DO NOT IBED IN CENETNED AREA WITSOOr PRCSBR VENTIIATICN. CCKmCT LENSES 
MAY CAUSE FURTHER DAMAGE IN CASE OF SPIASH lOTO EYE. 

KEEP AWAY ERCM CHILDREN AND ANIMALS! 

N / E : NOT ESEABUSHED 
N / D : NOT DETERMINED 
N / A : NOT APPUCABLE 
N / A V : N O T AVAILABLE 

ADDITICNAL PRODUCT INFCRMATICN: _ 
WKTTj; RADIMGR SPECIALTY OWPANY BEUEVES THIS E M A I S ACCURATE AS CP THE 
REVISION DATE, WE MAKE ND WARRANTY WITH RESPECT TO TOE DATA AND WE 
EXPRESSLY DISCLAIM ALL L I A B I U T y ECR RHJANCE TOHJBaj. THE DA33V I S (SFH!HD 
SOLELY K S . INFCBMKrlCN, INVESnGBtTlCN, AND VffilFICSCTICN. VARIOUS (XWSlKENr 
AGENCIES MAY HAVE SPECIFIC RB3ULATICNS RBGARDIN3 THE TRflNSPORTATICN, 
HANDLING, STORAGE, USE, OR DISPOSAL OF THIS PRCDOCT WHICH MAY NOT BE 
COVERED BY THIS MSDS. THE USER I S RESPONSIBLE EOR FULL OCMPLIANCE. 



ORDER: 1 0 7 2 2 4 ^ 1 1 9 1 MRB8 - LB th ium Grease 15 o z 3 5 0 T e m p RaJ89iAT: 1MRB8 

HAZARD MATERIAL WARNING SHEET (HAZMAT) 

When shipment is complete, retain for daily Hazmat audit 
• t t t i t i i t i i l<«««I i i l«<< l<<<g i t t i« l< f« t l i l< i t« t i t (« t i i t««( t l«« tU««<( (« t l f ( t« (< l t l l i i t i i i ( i i t i l l i l i » t t«« t> t t«*« l iH i l t« i i i l t ( ( l< t l t t iH f i tH« i i i<« i««»K"" "»«««»<""> 'Mt lM 

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * 
GRAINGER SHIPPING INFORMATION 
STOCK # 
MSDS # 
FREIGHT CODE 
DOT PROPER SHIP NAMB 

1MRB8 
A9998 
0800 
CONSOMER COMMODITY, ORM-D 

UPS RESTRICTIONS 

HAZARDOUS CLASS NUMBER 
UN ID # 
PACKING GROUP 
SHIPPING LABEL 

LIMITED QUANTITY 
CARTON INSTRUCTIONS 
DOT/UPS EXEMPTION NO. 
COMMENTS 
SHIPPING-PAPERS 

ORM-D 

Consximer CommocJity ORM-D 

YES 
CAN REPACK IN GRAINGER S CARTON 

HA.ZAJ'DOUS MATERIAL. DO NOT SKIP AIRi i 

PLACARD OFFERED ? YES ( ) NO ( ) PLEASE MARK DNE 

4r****4'**'***it***«***********'*********«**4:****|*******«******«**********'4r***4:***** 



ITEM: 3WA32 - B a t t e r y AA 1.5V PkB 

PICK REQ: 1067825179 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: B0745 

This MSDS should be attached or kept with the respective product with which it is associated. 
#Ji J I l j iJ S l j t t i j l t l i l i t Jl i l i l f l i t IJ 

n t t t t l T TTTTTrtftt ItTTlt t t t i TTtT t t ' 

MRIESIAL SAFETY DAXA ""tfl-̂l' - B0745 
T IT Tl ff ff tt 11 Ht t tt 11 t t 4 II l l tt 11 t l t i f i 

II 11 11 II II II lr II 

Associa ted Gra inger I tem: 3WA32 - Ba t t e ry AA l .Sv.PkS 

7YV47, 7YV48, 63034, 1WC71, 1WC72, 1WC73, 1WC74, 2V421, 2V422, 2V532, 2VS33 
2V534, 4Wr07, 4Wr08, 4VJT09, 4Wni, 5U076, 4IW07, 4LW13, 4LV99, 5U813, 3WA30 
3WA31, 3VR32, 3VBU3, 3WU4, 2ZB21, 2V418, 2V948, 2V423, 2V553, 2V82I, 2V822 
2V823, 2V949, SU053, 5U056, SU057, 5U061, 2V415, 3WA35, 3WA36, 3WR37, 3W08 

RAYOVAC (R*) 

MATERIAL SAFETY DATA. SHEET 

RAYOVAC CX5RPC5RATICN 
6 0 1 RAYOVAC DRIVE 
MADISCW WI 5 3 7 1 1 

PHONE: 6 0 8 - 2 7 5 - 3 3 4 0 

EAX: 6 0 8 - 2 7 5 - 4 5 7 7 

HTTP:/AWW. RAYOVAC. CCM 

1 . WE MX]I£> U K E TO INFCRM OUR OUSKMERS THJir THESE BiOTIRIES ARE EXEMPT 
ARTICLES AND ARE nOT SUBJECT TO THE 29 CFR 1 9 1 0 . 1 2 0 0 OSHA RECUIRH4ENT, CR TO 
THE CSVNADIAN WHMIS REQUIRHIENIB AND THE S l t K l i i ARE SUPPLIED AS A SHWICE TD 
YOU. FOR OIHER ^SSDSS AND RELATHi INPORMATICN, V I S I T -
HTTP:/AWW. RAYCJVAC. C O M / T E C H J I C A L / M S D S . HIM. 

' 1. iiuaii'nricKnasi 
PRCDUCT SAME: ALKAUNE BA3TERI1S - "NO MERCURY" FORMULA 

SIZES: ALL 

EMERGENCY TELEPHONE NUMBER: 8 0 0 - 4 2 4 - 9 3 0 0 (24 HR, CHEMIREC) 

ENVIRCNMENIAL HEALTH & SAFETY INFCRMATiaN: 6 0 8 - 2 7 5 - 2 4 8 2 

EDITTCN DAIE: 0 3 / 0 5 / 2 0 0 7 . 

APPR0VH3 BY: KEVIN J . DCMACK 

11 M .1 •• 11 1. •• •• .1 •• 11 I I I I U I I .1 11 I I I I 11 

####ff##H n It tl II ( IMMMff 
wwaT.TH HAZARD DAIA 

THRESHOLD LIMIT V3VIJUE (TLV) AND SOURCE: NA 

EFEECTS OF OVEREXPOSURE: 
NONE. ( IN FIRE OR RUPTURE SITUATICai SEE SECTICal 2 AND SEC^TCN 4) 

EMEKGENCY FIRST AID PROCEDURES: 

SKEN AND EYES: 
IN THE EVENT THAT BATTERY RUPTURES, FLUSH EXPOSED SKIN WITH COPIOUS 
QUANTrriES OP FLOWING LJ]KE»!AKM ViRTEE. EOR A MINIMUM OF 15 MINUTES. ( 3 T 
IfWEDIATE MEDICAL ATTENTICaj EOR EYES. WASH SKIN WITH SOAP AND WATER. 

SHALICMINQ: 
u rasncN OP A EKTIIKY CJVN BE HARMFUL, caii. TOE NATICKAL c3\prrAL POISCN 
CENTER (800-222-1222) , DAY CJR NICafT, ECR ADVICE AND EOLLCW-UP. 

EOR M3RE INEtSaWTICN, VISIT: 
HTTP: //WWW.NEMA.ORG/G0V/HiS/crMOTIEES/DRYBAT/ 

. ( , REACTIVITY DATA 

STABLE OR UNSTABLE: STABLE 

INOCMPATIBILrrY (MATERIAI£ TO AVOID) : NA 

HAZARDOUS DECCMPOSITICIN PRCDUCTS: NA 

__I^SDEffiQSITB2I_IIMPE8KEUEE_(0J3ES^E)-;-Jffi^ 

HAZARDOUS POLYMERIZBTTCN: WILL NOT OCCUR 

OCNDinONS TO AVOID: AVOID ELECTRICAL SHORTING. 

- 2 . 

INGSEDIHn' NAME 

MANGANESE DIOODE 

STEEL 

ZMC 

POTASSIUM HYDRC2CIDE 

(awPHTTE . 

BARIUM SULFATE 

CAS # % TLV* 

1313-13-9 3 2 - 3 8 C5.0 M3/M3 (TWA) 

7439-89-6 19 - 23 . . . - . • 

7 4 4 0 - 6 6 - 6 1 1 - 1 6 5 M3/M3 ( Z « ) , EIWE, TOA) 

1 3 1 0 - 5 8 - 3 5 - 9 NOT LISTED 

7 7 8 2 - 4 2 - 5 3 - 5 15 MPPCF 

7 7 2 7 - 4 3 - 7 <5 15 M3/M3 (TWA) 

WATER, PAPER, PLASTIC, OTHER BAIANCE 

•SOURCE: OSHA 29 CER 1 9 1 0 . 1 0 0 0 TABLE Z - 1 3 - 0 1 - 2 0 0 7 

r 3 . PHYSICAL DATA 

BOILING POINT @ 7 6 0 m H g (DBG. C) : NA 

VAPOR PRESSURE (l^lHg ® 2 5 DEG. C) : NA 

VAPOR DEMSITY (AIR = 1) : NA . 

DENSITY (OJAMS/CC) : NA 

PERCENT VOLATIIi BY VOLUME (%) : NA 

EVAPQRATICaj RATE (BUTYL ACETATE = 1) : NA 

PHYSICAL STATE: NA ' 

SOLUBILTTY IN WATER (% BY WEICaH') : NA 

. p H : NA 

APPEARANCE AND ODOR: GECMBIRIC SOLID OBJECT 

• 7 . SFHiL OR I£AK PBOCHXIRES 

PROCEDURES TO CCHTAIN AND CLEAN UP LEAKS OR S P I L I £ : 
IN THE EVENT OF A BATTHCY RUPTURE, EREVENT SKIN CENIACr AND CDLLBCT ALL 
RELEASED MATERIAL IN A PLASTIC LINED METAL CXSTIAIMER. 

REPORTTNf? PROfFEffn?F • 
REPCET A l i S P I I i S ra'AOCaaSSNOE WITH EEDH!AL, SIKTE AND LOCAL REECRTIHG 
REQUIREMENTS. 

WASIE DISEOSAL METIHOD* 
THESE BATTERIES CAN B E ' I A N D E T L L H ) I F AU, OIHER EHIERAL, S I S I E AND LOCStt, 
RBGULATICNS ARE OCMPLtED WTIH.' ECR ADDITICNAL INECRMAITCN CN DISPOSAL CR 
RECYCLING OPTICHS, V I S I T : 
HTTP://WWW.NEMA.CRO/GOV/EHS/COMtmEES/DRYBAT/ 

. 8 . PROTECTICN mFQEHATICN 

RESPIRAIDRY PRCTECTiaN (SPECIFY TYPE) : NA 

VENTILATICal: 
LOCAL EXHAUST: NA 
MECHANICAL (CSENERAL) : NA 
SPECIAL: NA 
OTHER: NA 

PROTECTIVE ( J L O V E S : NA 

EYE PROTECTICN: NA 

OTHER PROTECTIVE CLOTHING: NA 

' 9 . SFBC3AL VSSOJTnXISS 

- 4 . FISE & EXPLOSION HAZARD DAXA 

FLASH POINT: NA 

FIJtfWABLE LIMITS I N AIR (%) : NA 
LOWER (LEL) : NA 
UPPER (UEL) : NA 

EXTTNGUISKING MEDIA: USE WATER, PQfM OB. DRY POWDER, AS APPROPRIATE. 

A i n O - I O J I T I O N : NA 

SPECIAL FIRE FICafTING PROCEDURES: 
AS WITH ANY FIRE, WEAR SELF-OONIAINED BREATHING APPARATUS TD AVOID 
mHAIiOTaN OP HAZARDOUS DEOaffiOSrTICH .HiODOCTS (SEE SECTION 2) . 

SPECIAL FIRE EXPLOSION HAZARDS: 
LIKE ANY SEALED OCNIAINER, BATTERY rm.T.g MAY RUPTURE WHHJ EXPOSED TO 

• EXCESSIVE HEAT; THIS OXJLD RESULT IN THE REUASE OF EMMftBLE C3R CCRROSIVE 
MATERIALS. 

HANDLING AND STORAGE: 
STORE IN A IRY PLACE. SICRING UNPACKAGED C E U £ TOGb'lHER C0UIi3 RESULT IN CTTJi 
SHQRTDC AND HEAT BUIL£»-UP. 

TRANSPCRIATICN-SHIPPING: 
THESE ARE "BATTERIES, ERY" AND ARE NOT CCNSIDERED TD BE A "HAZARDOUS 
MAISOAL" PER THE DEET. OF TRANSPCETBTICN (USDOT) FEHUIATICNS CR "DAM2RCIUS 
GOODS" PHI THE INTHJNBTICNAL AIR TRANSPORT ASSOdATICN (lAIJi) REGULATICNS. 
EHIEMnnS MUST CTMPLY WITH THE (SJH?AL DOTY CIAUSE CF C S X T 49 CER 1 7 2 . 1 0 2 
(A) (1) SPECIAL PROVISION 1 3 0 , "TO PREVENT SHORTING PCfTan iAL WHILE 

TRANSPCRTTNG." 

. 1 0 . SARA 3 1 3 

IdTIETCATICH I S MOT RBauiRED BECAUSE THESE PRCDUCTS ARE A R n C l £ ( S ) THAT DO 
NOT REUEASE A COVERED TOXIC CHQIICAL UNDER THE NORMAL CONDITICNS OF 
PROCESSING OR USE. 

NOTICE: 
THE DffCRMATICN AND REOJWafDATICNS S T EOOH ARE MATE IN OOCD FAITH AND ARE 
BEUEVH) TO BE ACCURKTE AT THE U O E CP HiEPARATICK. RAXOWAC OSttCSUaTCH 
MAKES ND WARRANTY EXPRESSED Cm IMPLIED. 

NA = NOT APPLICABLE 

http://WWW.NEMA.ORG/G0V/HiS/crMOTIEES/DRYBAT/
HTTP://WWW.NEMA.CRO/GOV/EHS/COMtmEES/DRYBAT/


ITEM: 3WA35 - Battery AAA 1.5v PkB 
PICK REQ: 1 0 6 7 8 2 5 1 7 9 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: B 0 7 4 5 

This MSDS should be attached or kept wi th the respective product with which i t is associated; 
tfttftll IHI IIII If IIIIII ttftffff#ttff II nil till IIIIIIIIII fttf####^ftt#^t»M^H^^^^l«Btt###fttt#ff#fttt^ttttfff^^tf^^ — - i - » . i» - . . ~ _ , » . w » . , . w - w 
TttTirtrtrtr trtfrrirtTrririfTrtT tf TTTT it if tttrrr irtTirTrTrTrTttitrtt it 1111 tl tl t) trTrtTll Tf l l H l l tl ft HII tr IT IT tt TfTttr IT ff irff ff fftT 
MAXERIAL SAFETY DAXA SHEET - B074S 
A s s o c i a t e d G r a i n g e r I t e m : 3WA33 - B a t t e r y AAA l . S v P k 8 

7YV47, 7YV48, 6XT34, 1WC71, 1WC72, 1WC73, 1WC74, 2V421 , 2V422, 2V532, 2V533 
2V534, 4Wr07, 4Wr08, 4Wr09, 4WT11, 5U)76, 4LW07, 4LW13, 4LV99; 5U813, 3WA30 
3WA31, 3WA32, 3WA33, 3MA34, 2ff i21, 2V418, 2V348, 2V423, 2V553, 2V821 , 2V822 
2V823, 2V949, 5U0S3, 5U056, 50057, 5U061, 2V41S, 3WA35, 3WA36, 3WA37, 3WA38 

RAYOVAC (R*) 

MAIERIAL SAEETY DAJa SHEET 

RAYOVAC OaaORATICN 
6 0 1 RAYOVAC DRIVE 
MADISCaJ WI 5 3 7 1 1 

PHCNE: 6 0 8 - 2 7 5 - 3 3 4 0 

FAX: 6 0 8 - 2 7 5 - 4 5 7 7 

HTTP://WWW. RAYOVAC. OCM 

1 . VE WCOID LIKE TD INECRM (XR CU5ICMERS THAT THESE BATIHnES ARE EXEMPT 
A F n C t E S AND ARE n j T SUBJECT TO THE 29 CER 1 9 1 0 . 1 2 0 0 C6HA RBQOIREMan', CR TD 
THE CjajADIflN WHMLS FB^HREMENTS AND THE SHEETS ARE SUPPUH3 AS A SHCVICE TO 
YOU. POR CJIHER MSDSS AND RELATHD LNFORMAITCN, V I S I T -
Hrn ' : / /WWW. RAYOVAC. OCM/TECHNICAL/MSDS. HIM. 

' 1 . m a n i F i a v i i E N 

FHCDUCr NAME: ALKALINE BATTERIES - "HO MERCDRY" EDEMULA 

SIZES: ALL 

EMERC3ENCY lELEIHONE NUMBER: 8 0 0 - 4 2 4 - 9 3 0 0 (24 HR, CHEMIREC) 

ENVIRCNMEHTAL HEALTH & SAFETY DJEDRMATICH: 6 0 8 - 2 7 5 - 2 4 8 2 

E D i n c a j DATE: 0 3 / 0 5 / 2 0 0 7 ' 

APPROVED-BY: KEVIN J . DCMACaC 

EBAU& HAZARD DATA 

THRESH0U3 UMTT VALUE (TLV) AND SOURCE: NA 

EFFECTS OF OVEREXPOSURE: 
NCNE. ( IN FIRE QR RUPTURE SITUATIC2J SEE SECTICN 2 AND SECTICN 4) 

EWESIffiNCY FIRST AID PRCX3DDRES: 

SKIN AND EYES: 
IN THE EVENT THAT BATTERY RUPTURES, FUISH EXPOSED SKIN WITH COPIOUS 
CXJANTITIES OF FLOWING LUKEWARM WATER FCR A MINIMUM OF 15 MTNUTES. CSBT 
IMylEDIATE MEDICSUi ATTENTICM FOR EYES. WASH SKLN WITH SOAP AND WATER. 

SWALLOWING: 
IN3ESTICN OF A BATraKY C m BE HAKMEUL. CALL THE NATICNAL CAPITAL POISON 
CENTER ( 8 0 0 - 2 2 2 - 1 2 2 2 ) , DAY C3R N l O i r , FCR ADVICE AND EOLIiCW-UP. 

FOR MORE INPORMATICN, V I S I T : 
HrTP://MWW.NEMA.0RG/G0V/EHS/0C»1ITIEES/DRYBAT/ 

. S . SBACTIVITY DAXA 

STABLE OR INSTABLE: STABLE 

DJCCMPATIBILITY (MATERIALS TO AVOID) : NA 

HAZARDOUS DECOMPOSITION PRDDCKTIS: NA 

DEOCMPOSITICN TEMPERATURE (0 DBG. F) : NA 

HAZARDOUS POLYMERIZATICN: WILL NCTT OCCUR 

OaNDITICNS TO AVOID: AVOID ELECTRICAL SHDRTINS. 

- 7 . SPILL OR l£AK PROCaXIRBS 

CAS « 

C5.0 M3/M3 (TWA) 

n c s H J i B n s —•• 
% TLV* 

1 3 1 3 - 1 3 - 9 32 - 3 8 

7 4 3 9 - 8 9 - 6 1 9 - 2 3 -

7 4 4 0 - 6 6 - 6 1 1 - 1 6 5 M3/M3 (ZnD, EIWB, TWl) 

1 3 1 0 - 5 8 - 3 5 - 9 NOT L I S T S ) 

7 7 8 2 - 4 2 - 5 3 - 5 15 MPPCF 

7 7 2 7 - 4 3 - 7 <5 15 M3/M3 (TWA) 

INtSJEDIEOT NAME 

MAN3ANESE DIOXIDE 

STEEL 

zmc 

POIASSILM HYDRCKIDE 

OWPHITE • 

BARIUM SULFATE . 

WATER, PAPER, PLASTIC, OTHER BALANCE 

•SOURCE: OSHA 29 CFR 1 9 1 0 . 1 0 0 0 TABLE Z - 1 3 - 0 1 - 2 0 0 7 

'—•- — 3 . PHYSICAL DATA 

B0ILIN3 POINT @ 7 6 0 t9Wg (DEG. C) : NA 

VAPOR PRESSURE (Mflig @ 2 5 DBG. C) : NA 

VAPOR DENSITY (AIR = 1) : NA 

DENSITY (GRAMS/CC) : NA 

PERCENT VOLATUE BY VC3LUME (%) : NA 

EVAPORATICN RATE (BUTYL ACEIAIE = 1) : NA 

PHYSICAL STATE: NA 

SOLUBILITY IN WATER (% BY WEIOIT) : NA 

J « : NA 

APPEARANCE AND C3DC3R: (fflOMBIRIC SOLID OBJECT 

PROCEDURES TD CCNIAIN AND CLEAN UP LEAKS OR SPTT.TiS: 
D i THE EVHJT OF A BATTERY RUPTURE, PREVENT SKLN C E N B O ' AND r n r j n T ALL 
RELEASED MATERIAL IN A PLASTIC LINH> MEIAL OCNTAINEE. 

REPCKT ALL S P H I B I N ' A C X X E D R N C E WITH FffiHiAL, STATE AHD LOCAL REP0KTIN3 
RBQOIREMENrS. 

WASTE DISPOSAL METHOD: 
THESE BATTHOES t X S BE lANDETUfD I F AU, OIHSL FEDH!AL, STATE AND I O O U J 
RBGUIAnCNS ARE CCMELIHJ WITH. ECR AEDITICNAL INFC»1«TICN CN DISPOSAL CR 
RECYCLING OPTIONS, V I S I T : 
HTTP://WWW .NEMA. O R G / G O V / E H S / C C P M I T T E E S / D R Y B A T / 

8 . FBOTBCIICN INFQSHATIOM 

RESPIRATORY PROTECnCN (SPECIFY TYPE) : NA 

VENTILATICN: 
LOCAL EXHAUST: NA 
MECHANICAL (GHIERAL) : NA 
SPECIAL: NA 
OTHER: NA 

PROTECTIVE GLOVES: NA 

EYE PROTECTICN: NA 

OTHER PROTBCnVE d O T H I N S : NA' 

. 9 . SFBCXAL FBECSURTCaB 

FLASH POINT: NA 

- 4 . F ISE « EXPLOSICN HAZARD DAXA 

FLA^WABLE LIMITS I N AIR {%) : NA 
liCMER (LEL) : NA 
UPPER (UEL) : NA 

EKTOBUISHENG MEDIA: USE WAIER, PQSM C3R DRY POWDER, AS APPROPRIATE. 

AOTD-IQJrnON: NA 

SPECIAL FIRE F i a m U G . P R O C E D U R E S : • 
AS WITH ANY FIRE, WEAR SELF-CONTAINED BREATHING APPARATUS TO AVOID 
INHALATICN OF HAZARDOUS DECOMPOSITICN PRODUCTS (SEE SECTICaJ 2 ) . 

SPECIAL FIRE EXPLOSICN HAZARDS: 
LIKE ANY SEALED. aaTEAINER, BATTERY CELLS MAY RUPTURE WHEN EXPOSED TO 
EXCESSIVE HEAT; THIS COXD BKULT IN THE RECEASE OF FLBM«BI£ CR CCRROSIVE 
MATERIALS. 

HANDLING AND STORACS: 
SICRE IN A ERY PLACE. STCRIN3 UNPACSCKXD C E U £ TDGEIHHl COULD RB5UIT IN CELL 
SHCRTING AND HEAT BUI I i ) -UP . 

TRANSPCRTATICN-SHIPPIN3: 
THESE ARB "BAITHIIES , IKY" AND ARE NOT CONSIDERED TD BE A "HAZARDOUS 
^KIH^IAL" PHI THE EEPT. OP TRANSPCR3KTICN (USDOT) RBSULATICNS CR "DAKSRDUS 
OOCDS" PER THE INIERNATIONAL AIR TRANSPORT ASSOCIAnCN (lAIJO REEUIATICtB. 
SHUMHnS MOST COMPLY WITH THE GENERAL DOTY O A I E E OP USDOT 4 9 CTR 172 .102 
(A) (1) SPECIAL PROVISION 1 3 0 , "TO PREVHTT SHDETING POIHTTIAL WHILE 

TRANSPCKTING. " 

• 1 0 . SASA 3 1 3 

NSTIETCSCTICN I S NCfT REQUIRH) BEOttBE THESE PRCDCXTS ARE A E n C i £ ( S ) TSSa DO 
N3T RELEASE A COVERED TOXIC CHEMICAL UNDER THE NORMAL CXWDITTCajS OF 
PROCESSING OR USE. 

NOTICE: 
THE DJECRMATICN AND RBOMIENnAnCNS SET ECR3H ARE MfflE DJ GOCD EJUTO AND ARE 
BELIEVED TO BE ACTURATE AT THE I M E CJF PREPARAITCN. RAYCJVAC CTSiPCRATICN 
MAKES NO WARRANTY EXPRESSED CR IMPLIED. 

NA = NOT APPLIC3VBLE 

HTTP://WWW
HTTP://WWW


ITEM: 4WT07 • B a t t e r y 1.5 V D P k l 2 
PICK_REO: 1067825179 MATERIAL SAFETY DATA SHEET (MSDS) MSDS: B0745 

This MSDS should be attached or kept with the respective product with which it is associated.. 
# 4t4f ii fl If U H ii H IIII H ii If if tl H it-H##4t#-H#4HS Hj l i l i l i l f l Jll l l l iHlfJlHlftlJ Slli frtt It tl It tlffitHWtt'tt'ilttHilfl'ttttffttttTTtttt'tt'tHtWWTttttttll^ttttttt'ttiHHrwTi 

HATTOIAL SAFETY DATA SHEET - B0745 

A s s o c i a t e d O r a i n g e r I t e m : 4wr07 - B a t t e r y 1 . 5 V D P k i a 

7YV47, 7YV48, 6XT34, IVKT?!, 1WC72, 1WC73, 1WC74, 2V421, 2V422, 2V532, 2V533 
2V534, 4WT07, 4Wr08, 4Wr09, 4WT11, 5U076, 4LW07; 4 1 * 0 3 , 4LV99, 5U813, 3WA30 
3WA31, 3WA32, 3WA33, 3V©34, 2ZB21, 2V418, 2V948, 2V423, 2V553, 2V821, 2V822 
2V823, 2V949, 5Cro53, 5U056, 5U0S7, 5U061, 2V415, 3WA35, 3WA36, 3WA37, 3VBa8 
RAYOVAC (R*) 

MATERIAL SAFETY DAm. SHEET 

RAYOVAC CORPORATICN 
6 0 1 RAYOVAC DRIVE 
MADISON WI 5 3 7 1 1 

PHCNE: 6 0 8 - 2 7 5 - 3 3 4 0 

FAX: 6 0 8 - 2 7 5 - 4 5 7 7 

HTTP://WWW. RAYOVAC. OOM 

1 . WE W3UU3 LIKE TO INECEM OUR CUSTCMH^S THAT THESE BATTERIES ARE EXEMPT 
A R T I O i S AND ARE NCTT SUBJECT TO THE 29 CTR 1 9 1 0 . 1 2 0 0 OSHA REQUIRBiENr, CR TO 
THE CANADIAN WHMIS FEQUIREMENrS AND IHE SHEETS ARE SUPPLIH) AS A SERVICE TO 
YOO. EOR OTHER MSDSS AND RELATED INPORMATICN, V I S I T : 
HTTP://WWW. RAYOVAC. CJOM/TECHNICAL/MSDS. HIM. 

' 1 . n jWi ' IF lCAIICN 

PPCCUCT NAME: AIJCALmE BATTERIES - 'MO MERCURY" EORMULA 

S I Z E S : ALL 

EMERGENCY TELEPHC2ffi NUMBER: 8 0 0 - 4 2 4 - 9 3 0 0 (24 HR, CHEMIREC) 

ENVIRONMENTAL HEALTH & SAFETY INFORMAnON: 6 0 8 - 2 7 5 - 2 4 8 2 

EDITICN DALE: 0 3 / 0 5 / 2 0 0 7 

APPROVED BY: KEVIN J . DCMACK 

• 2 . 

UXSEDIENT NAME 

MANGANESE DIOXIDE 

^'i't.!i.:ii 

ZINC 

POTASSIUM HYDROXIpE 

GRAPHITE 

BARIUM SULFATE 

CAS # 

CS.O M3/M3 (TWA) 

% TLV* 

1313-13-9 3 2 - 3 8 

7439-89-6 1 9 - 2 3 

7440-66-6 1 1 - 1 6 5 ^G/M3 (SiO, FUME, TWA) 

1310-58-3 5 - 9 NOT LISTED 

7782-42-S 3 - 5 IS MPPCF 

7727-43-7 <5 15 M3/M3 (TWA) 

WATER, PAPER, PLASTIC, OTHER BALANCE 

•SOURCE: OSHA 29 CFR 1910.1000 TABI£ Z-1 3-01-2007 

HEALTH HAZABD DAXA 

THRESHOLD UMTT VALUE (TLV) AND SOURCE: NA 

EFFECTS OF OVEREXPOSURE: 
NONE. ( IN FIRE OR RUETURE SITUATICM SEE SECTICJN 2 AND SECTICN 4) 

EMERCSTCY FIRST AID PRCXUXJRES: 

SKEN AND EYES: 
IN THE EVENT THAT BATTERY RUPTURES, FLUSH EXPOSED SKIN WITH COPICXJS 
g l A N l T I ' l E S OF FLOWING LUKEWARM WATHl FCR A MINIMUM OF 15 MINUIES. GSt 
IMMEDIATE MEDICAL ATTENTICN EDR EYES. WASH SKIN WITH SOAP AND WATER. 

SWALIOWHTC: 
m a S T I C N CF A BATIERY C3SN BE HARMEUL. CKLL. THE NATICNAL CAPITAL POISCN 
CENTER ( 8 0 0 - 2 2 2 - 1 2 2 2 ) , DAY OR NIOTT, FCR ADVICE AND POLLCW-UP. 

FOR MORE INPORMATICN, V I S I T : 
HTTP: / /WWW.NaiA.ORG/GOV/EHS/aMtrnEES/DRYBAT/ 

' 6 . REACTIVITY DAXA 

STABLE QR UNSTABLE: STABLE 

INCTMPATIBILITY (MATERIALS TD AVOID) : NA 

HAZARDOUS DEOCMPOSITICN PRODUCTS: NA 

DEOCMPOSITICN T a l P H » T U R E (0 DBG. F) : NA 

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR 

CCNDITICNS TO AVOID: AVOID ELECTRICAL SHQiOTNG. 

- 7 . S P H I I OR I £ A K F R O C S X I S B S 

PROCEDURES TO CENTAIN AND CLEAN UP LEAKS QR S P I L L S : 
IN THE EVENT OF A BSTIHJY RUPTURE, EREVENT SKIN CCNiaCT AND CDLUICT ALL 
REIEASED MATERIAL IN A PLASTIC LINED METAL CXWIAINER. 

S n O E AND lOCRL REPORTING 
REPORTING PROCEDURE: 
REPQBT ALL S P I I I £ IN AOXRDANCE WITH FHKRAL, 
RBQUIRH1EWIS. 

WASTE DISPOSAL MBIHSD: 
THESE BATTERIES CMJ BE IANDETLIH3 I F ALL CtTHHl EHJERAL, STATE AND LOCAL 
REGULATICNS ARE CTMPLIH) WITH. EO? AEDITICNAL nJEORNKTICN CN DISPOSAL CR 
RECYCLING OPTIONS, V I S I T : . , 
HTTP: //WWW.NEMA. C3RG/<30V/EHS/CI»MnTEES/DRYBAT/ 

' 8 . PSOIBCmCN INFOSMAIION 

'• '• 3 . raYSICAL DAXA 

BOILING POINT © 7 6 0 KMHg (DBG. C) : NA 

VAPOR PRESSURE (Mfllg e 2 5 DBG. C) : NA 

VAPCJR DHJSITY (AIR = 1) : NA 

DHBITY (S»MS/CC) : NA 

PERCENT VOIATILE BY VOLUME (%) : NA 

EVAPORATICN RATE (BUTYL ACETATE = 1) : NA 

PHYSICAL STATE: NA 

SOLUBILITY IN WATER (% BY WBIOfT) : NA 

pH: NA 

APPEARANCE AND ODOR: GECMBTRIC SOLID OBJECT 

' 4 . F I S E & EZFLOSION HAZARD DAXA 

EIASH POINT: NA 

FLANWABLE LIMITS I N A I R (%) : NA 
LOWER (LEL) : NA 
UPPER (UEL) : NA . 

EXTIN3UISHING MEDIA: USE WATER, PQAM OR DRY POWDER, AS APPROPRIATE. 

AUro-IGNITIQN: NA 

SPECIAL FIRE ETSITINGPEOCHXIRES: • . 
AS WITH ANY FIRE, WEAR SELF-CONTAINED BREA3HIN3 APPARATUS TO ASIOID 
INHAIATICN OF HAZARDCOS DECOMPOSnTCSJ PRODUCTS (SEE SECTICN 2 ) . 

SPECIAL FIRE EXPLOSICN HAZARDS: 
LIKE ANY SEATrKD OCNXAINER, BATTERY CELLS MAY RUPTURE WHHJ EXPOSED TO 
EXCESSIVE H B C ; THIS COULD RESULT IN THE RHEASE OF EIAM«BL£ CR CCRROSIVE 
MATERIALS. 

RESPIRATORY PROTECTICN (SPECIFy TYPE) : NA 

VENTILATION: 
LOCAL EXHAUST: NA 
MECHANICAL (GENERAL) : NA 
SPECIAL: NA 
OTHER: NA 

PRCTBCnVE CaXIVES: NA 

EYE PROTECTICai: NA 

OTHER PROTBCTIVE C I O I H I N 3 : NA 

. 9 . SPEC3AL FBECAUTUIMS 

HANDLING AND STORAiai: 
SIOEE IN A tRY PLACE. SICRING LNPACK^^D CELIB TOGETHER tXXSH RESULT IN CELL 
SHCRTING AND HEAT BUIIX>-UP. 

TRANSPCRTATICN-SHIPPING: 
THESE ARE "BATTERIES, ERY" AND ARE NOT CCNSTDKRKD TO BB A "HAZARDOUS 
^BVIH!IAL" PER THE DEPT. OF TRA>ePCR3KnCN (USDOT) R B S m A T i a e CR "DAWSSOUS 
GOODS" PER THE QnEaOOTCNAL AIR TRANSPCRT AS9CCIATICN (IA3A) RBGULKTICie. 
SHUMHTIS MUST CCMPLY WTIH THE CSNH!AL DUTY CIAUSE CP UaXJT 4 9 CIR 1 7 2 . 1 0 2 
(A) (1) SPECIAL PROVISION 1 3 0 , "TO PREVENT SHCRTING POTENTIAL WHILE 

TRANSPCRTING." 

. 1 0 . SABA 3 1 3 

NOTIFICMTCN I S NOT REQOIRHD BBCSaJSE THESE IRCDOCTS ARE A R n C I £ ( S ) THAT DO 
NOT RELEASE A COVERED TOXIC CHEMICAL UNDER THB NORMAL OONDrnCHS OF 
PROCESSING CJR USE. 

NOTICE: 
THE INPORMATICN AND RBCTMIENDRTICNS SET FCR3H ARE MADE IN GOCD FMTH AND ARE 
BEUEVH) TO BE ACTURATE AT THE EftTE OF PREPARAITCN. RASOWUO C D R P C R A H C N 
MAKES NO WARRANTY EXPRESSED C S IMPLIED. 

NA = NOT APPLICABLE 

HTTP://WWW
HTTP://WWW
http://WWW.NaiA.ORG/GOV/EHS/aMtrnEES/DRYBAT/
http://WWW.NEMA


ITEM: 5HY54 > Lub r i can t MoBy 11 Oz 
PICK REO: 1065481821 MATERIAL SAFETY DATA SHEET (MSDS) MSDS:B3189 

This MSDS should be attached or kept with the respective product with which it Is.asspciated, 
MATERIAL SAFETY DATA SHEET - B3189 

Associated Grainger Item: 3BY54 - Lubricant Moly 11 Oz 

LPS(R*) 

MATERIAL SAFETY DATA SHEET 

LPS CHAINMATE CHAIN & WIRE ROPE LUBRICANT (AEROSOL) 

REVISICN: 3 

REVISICN DATE: 03/14/2008 

SUPERCEDES: 12/27/2005 

- SECTION 1 - IDENTIFICAXICN 

PRODUCT NAME: LPS CHAINMATE CHAIN & WIRE ROPE LUBRICANT (AEROSOL) 

PART NUNBER: 02416, C02416 

CHEMICAL NAME: ALIPHATIC AND C3XYGENATED HYDRCCAKBCN MDCTORE 

PRCJDUCT USE: 
A SPRAY LUERICANT DESiaiED TO PENETIRATE CHAINS AND WIRE ROPES, DISPLACE 
MDISIURE AND PROVIEE I O C lASTDC LUBRICMTCN UNDER m t 3 i UXDB AND HLMID 
OONDITIQNS. 

MANUEACTORER INEORlyEVTICN: 
LPS LABORATORIES 
4 6 4 7 HOai KMELL RD. 
TUCKER, GA, 30084 
USA 

TEL: 1 7 7 0 - 2 4 3 - 8 8 8 0 

EMERGENCY TELEPHONE NUMBER: l - B O O - 4 2 4 - 9 3 0 0 CHH^TREC: 
OUTSIDE U . S . : (703) 5 2 7 - 3 8 8 7 

EAX: 1 7 7 0 - 2 4 3 - 8 8 9 9 

WEBSITE: HTTP://WWW.LPSLABS.OCM 

PLAIN LANGUAGE HAZARD SUMMARY: 
MATERIAL SAFETY DATA SHEETS CAN BE CXWFOSING. EEDERAL AND STATE LAWS 
REQUIRE US TO INCLUDE A OiEAT DEAL OF TBCHNICja. INFCRMATICN THAT PRCBABLY 
WCN'T HELP IHE NCN-PROEESSICNAL. LPS INCUTDES THIS "PIAIN LANGUAGE HAZARD 
SUNMARY" TO ADERESS THE (JUESTTCNS AND CONCERNS OF THE AVERAGE WC3RKER. 
I F YCU HAVE ADDITTCWAL HEALTH, SAFETY CR PRCDOCT (JUESITCKS, DON'T HESITATE 
TO CALL US AT 8 0 0 / 2 4 1 - 8 3 3 4 ^ 

WORKKR TOXICITY • 
U S CHADWAIE CHAIN & WIRE ROPE LUBRICANT I S A M3LY-ECKnFIE0 LUBRICSaJT 
DESIGNED TD PENBISA3E CH7UNS AND WIRE ROPES, DISPIACE M3ISIURE AND IRDVIDE 
ICNG LASTING LUBRICAITCK UNEER KLCSi LOADS AND HCMLD CCNDITICtB. I T CCNIAINS 
ISCHEXANE AND ISOPROPYL ALCOHOL WHICH CAN BE IRRITATING TO SKIN AT A 
M I N I M : M AND I F HANDIflD IMPROPERLY CSN BE DAN3EBCIUS. WE S t U S S T YOU WEAR 
C3XIVES AND ATOID EXTHCIHl EXPOSURE TO UNPROIBCIED SKIN. DON'T GET PT IN 
YOUR EYES ( IT S T D C S ) , CR BRESOH LARGE AMXJMIS OF THE VAPCR, ( I T WILL DRY 
OUT YC5UR NASAL PASSAGES AND I F YOU BREATHE LARCE AMDUNTS IN POCRLY 
VENTHAIH) AREAS I T CAN WWE YOU DIZZYAND EVEN SICK) . DCN'T SPRAY LPS 
C H A H W A I E CHAIN & WIRE ROPE LUBRICANT FCR EXTHCED PERICES WTnOOT ADEQUATE 
VENTILMTCN. I F YOU'RE GOING TO PERECRM WORK INVOLVING A LOT OF PRCDUCT IN 
A POCRLY VENmAIED AREA, USE OF A RESPIRATCR CR EVEN A gEr j r .mjmTTJgn 
BREATHING APPARATUS MAY BE NECESSARY. EDR MORE EXPOSURE AND FIRST AID 
INPOEMfiTICM, REFER TO MSDS SECTIONS 2 , 8 AND 1 1 . 

FLAW1ABILITY: 
LPS CHADMME CHAIN & WIRE RC5PE LUBRICKNT I S EXTREMELY EtAM«BIE, HAVING A 
FLASH POINT BELOW ( - 1 1 DES. C) . DO NOT SPRAY ONTO LIVE ELECTRICAL 
EiaOIEMENr CR IN CR AKCXMD IGNTTICN SOURCES. STCRE PRCDOCT AWAY ERCM HEAT 
SOURCES. ALSO, DCJN'T SPRAY THE PRQDOCT ONTO RED-HOT METAL SURFACES. 

DISPOSAL: 
LPS CHADMAIE CHAIN & WIRE ROPE LUBRICaWT NORMALLY CJiNNOT BE S P I I i E D , BUT 
I F THE AEROeoti CPU I S EROPPH) ERCM SEVERAL EEET CR CRDSHEE I T MAY DISCHARffi 
I T S CONTENTS. A SINGLE AEROSOL CAN OF LPS CHADMATE CHAIN & WIRE ROPE 
LUBRICANT CCNTAINS LESS THAN CNE PINT OF MATERIAL AND MUCH CJF THIS WILL 
EVAPORATE QUICKLY. I F A SPILL OCCURS, THE TWO (3REAIEST CONCERNS ARE 
FLAf*RBILITYOF THE ET^ST ERYIN3 VAPCRS AND SLIPPERINESS CJF WALKIN3 SUREACES 
IN THE AFFEdED AREA. NCTIFY IHE PROPER ENVTRCNMENTOL AND SAFETY PER3CNNEL 
AT YOUR CCMPANY BICStT AWAY. A B a S B S P I U H ) MATERIAL WITH A SUITABLE SOLID 
LIKE SAND CR "KTITY LITTER" AND PIACE INTO AN APPROPRIATE WASTE CONTAINER. 
I F AN AEROSOL CBN CJF LPS CHADMOE CHAIN & WIRE ROPE LUBRICSan' DCES NOT 
SPRAY AND HAS M3iE THAN AN INCH OF tRTERIAL INSIDE, I T WILL BE CCNSIDERH3 
A EIAMftBLE HAZARDOUS WASTE UNIHl U . S . EPA GUIDELINES. SEE SECTICN 13 ECR 
MORE DETAILS. 

• SECnOH 2 - HAZARDS IDBITIFICAIION 

THIS MATERIAL I S CCNSIDERED HAZARDOUS BY THE OSHA HAZARD QMCNICATICN 
STANDARD (29 CFR 1910 .1200) . THIS PRCDUCT HAS BEEN CIASSIFTED IN ACXCRDANCE 
WITH THE HAZARD CRTIHUA OF THE CCNIROLLED PRCEtCTS RBGUIATLCNS AND THE 
MSDS CTNTAINS ALL THE INPORMATICN REQUIRED BY THE CENTROLLH) PRODUCTS 
REGULATICNS. 

EMERC3ENCY OVERVIEW: 

AEROSOL: 

DANGER: 
EXTREMELY EIAMIABIB. AESD9QL CENTENIS UNDER PRESSURE. HARMFUL CR FPOXL I F 

SWALLOWED. 

PRIMARY ROOTE(S) OF ENIRY: SKEN AND EYE OCNIACT. INHAIAnc» l . 

PCrraWTIAL ACUTE HEALTH EFFECTS: 

EYES: IRRITATING TO EYES 

SKIN: REPEATED EXPOSURE MAY CAUSE SKIN DRYNESS OR CRACKING. 

INHALATION: 
EXCESSIVE INHALATICN OF VAPCRS CAN C3VUSE IRRITATICN OF THE RESPIRATCRY 
TRACT, NAUSEA, DIZZINESS OR HEADACHE. 

INGESTION: , 
PRCDUCT HAS A LOW ORDER OF ACUTE ORAL TOXICITY, BUT IMJtbTlCN OF LARGE! 
QUANTITIES MAY CAUSE NAUSEA, VCMTTING, AND GASIROINIESITNAL IRRTIKnCN. 
MAY CAUSE INJURY I F ASPIRATED INTO LUN3S. 

POraNTIAL CHRONIC HEALTH EFFECTS: 

CARCINOtSNIC EFFECTS: 
NTP: NO 
OSHA: ND 
AOGIH: NO 

MUEAC3ENIC EFFECTS: NCNE 

TERATOCTNIC EFFECTS: 
THIS FKHRIAL (OR CCMPCNENT) HAS BEEN SHOWN TO CAUSE HARM TO THE FETUS IN 
lABCRAICRY ANDBL SIUDIES. HARM TO THE FETUS OCCURS CNLY AT EXPOSURE LEVELS 
THAT HARM THE PREOffiNT ANIMAL. THE RELEVANCE OF THESE FTNDDCS TO HDMANS I S 
UNCERTAIN. 

TARCST ORGANS: 
PEOLOWSI) AND REPEATED EXPOSURE TO N-HEXANE MAY CAUSE PERIPHERAL 
NEUROPATHY BY E»a®GING PERIPHERAL NERVE TISSUE (THAT OP THE ARMS AND LEGS) 
AND RESULT IN MUSC31IAR WEAKNESS AND LOSS OP SENSATTCJN. PROLCNGED AND 
RKPEfili'HJ INHAIATIC3N CF HUM LEVELS OF MIXED ISOMERS OF HEXANE RESULTED IN 
KUNEY T^tflPiS IN MALE RATS. THE EFFECTS OBSERVED ARE THE SAME AS THOSE SEEN 
IN MALE RATS EXPOSED TO OIHER HYEROCARBCNS. THE MECHANISI EW WHICH THESE 
CHEMICA1£ CAUSE TKE CHARACTHilSnC KIENEY TCIXIC3TY I S UNIC30E TO THE MALE 
RAT AND THE KUNEY EFFECTS ARE NOT EXPECTED TD OCCUR IN KfN. BREMHUK 
ISOEROPANDL VAPCRS HAS CAUSED EAMAGE TO THE LINING CJF THE MIDDLE EAR IN 
HCPERlMaJTAL ANIMALS. THE RELEVANCE C!F THIS FINDING TO HUMANS I S UNCERTAIN. 
OVEREXPOSURE TO THIS MATERIAL (CR ITS CCMPCNENTS) HAS BEIN SUQCSSTEE A S A 
CAIBE OF THE EDUXWDJG EFTECIS IN lABCRATORY ANIMAI5: LIVER ABM3RMALITTES, 
KIENEY DAMAGE. 

MEDICAL CONDITTCNS AGSUWTOED BY EXPOSURE: 
PERSONS WITH PRE-EXISTING (INTRAL NERVOUS SYSTEM (CNS) DISEASE, 
NEUROLOGICAL CCNDITICNS, SKLN DISCKDERS, CHRCNIC RESPIRATORY DISEASES, 
C» IMPAIRED LIVER CBI KIENEY PUNCTTCN SHOULB AVOID EXPOSURE. 

SIGNS AND SYMPTOMS: 
STINGING IN EYES. REPEATED CR PRCICN3ED SKIN CCNIACr CAN CAUEE REI»IESS, 
IRRi ra iTCN, AND SCALING OF THE SKIN (DERMATITTS) ."BREATHING OF HI<31 VAPCR 
CTNCHnRATICNS MAY CAUSE HEADACHES, STOPCR, IRRITAnCH OF 1HRQBT AND EYES, 
AND KIDNEY EFPBCTS. 

- SECTICN 3 - ooHFOsrnaN / INFQSMAXICN ON I N S E D I B I I S 

INCTEDTENT NAME 

PETROLEUM OIL 

PROPANE/ISCBOTANE BLEND 

2-MEnSYLPENTANE 

3-MEmiYLPENTANE 

2 , 3 - D I M E T H Y I B U T A N E 

2 , 2 - D I M E : I H Y L B O T A N E 

I S O P R O P A N O L 

n-HEXANE 

PETROLEUM OIL 

CASRN 

6 4 7 4 2 - 0 1 - 4 

6 8 4 7 6 - 8 5 - 7 

1 0 7 - 8 3 - 5 

9 6 - 1 4 - 0 

7 9 - 2 9 - 8 

7 5 - 8 3 - 2 

6 7 - 6 3 - 0 

1 1 0 - 5 4 - 3 

6 4 7 4 1 - 8 8 - 4 

WEIQir PERCENT 

40 - 50% 

15 - 20% 

10 - 20% 

5 - 10% 

5 - 10% 

1 - 5 % 

1 - 5 % 

1 - 2 % 

1 - 2 % 

-SECII iaH.4 - FIRST AID MBASDEES 

EYES: 
CHECK ECR AND REMOVE O H m C T LB6BES. I F naOTATICN OR REENESS DEVELOPS, 
FLUSH EYES WITH CDQL, CLfKN, LOW PRESSURE WAIHl FOR AT I£AST 1 5 MENtTIES. 
H3II5 EYELIDS APART TO ENSURE CCMPLEIE IRRIGATICN OF THE EYE AND EYELID 
TISSUE. DO NOT USE EYE OINIMENI. SEEK MEDICAL A r T S J n C N U*!EDIATELY. 

SKIN: 
REMOVE CEHOMINKrED SiCES AND CLOTHINQ. diEAN AFFECIS) AREA THCROUCSILY 
WITH MTTn SOAP AND VBOER. DO NOT USE OINIMENIS. SEEK MEDICAL ATTENITCN 
I P I R R I T A n C N PERSISTS. 

INHALATIC»I: 
IMMEDIATELY MOVE VICTIM TO FRESH A I R . I F VICTIM I S NOT BREATHDG, 
DMEDIATELY BEGIN RESCUE BREATHING. I F HEART HAS STOPPED, IMMEDIATELY 
BEGIN CaRDIOPULMONARY RESUSCrEAnCN (CPR) . I F BREATHING I S DIFFICULT, 
SEEK MEDICAL ATTENTlCaj I M E D I A I E L Y . 

INGESTTCJN: 
DO NOT INDUCE VCMTTING UNLESS DIRECTED TO DO SO BY MEDICAL PERSONNEL. 
NEVER GIVE ANYTHING BY MOOTH TO AN UN0CNSCTC3US PERSCN. I F SPQNTANBOUS 
WWnTNG I S ABOOT TO OCCUR, ELACB VICTIM'S HEAD BEIOW KNEES. I P VICTIM I S 
DROWSY OR UNCENSCTOOS, PIACE CN THE I£ET SIDE WTIH HEAD DCMN. DO NOT LEAVE 
VICTIM UNATTENDED. SEEK MEDICAL ATTENITCN IMMEDIATELY. 

' SBcnoH 5 - yutu F I G B T H C MBASOSES 

FLASH POINT: 
TCC CLOSED CUP: <-17 DBS. C (-0 DEG. F) BULK LIQUID 
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FLAMMABLE LIMITS: 
LOWER: 0 .4% 
UPPEE.: 7 .0% 

Aif to i c a r r n a j T E M P E R A T U R E : 306 D B G . C ( 5 8 2 . 8 D B G . F ) 

PRC23UCTS OF CCKBUSnCH: CARBON MONOXIDE AND CARBON DIOXIDE. 

GENERAL FIRE HAZARDS: 
THIS ITEM IS A KEOILY FIANMABIE AEROSOL. HIGH HEAT WILL CAUSE EXPIOSIVE 

RUPTTJRE OF CONTAINERS AND THE RAPID SPREAD OP FIRE. 

ETREFIOnTNG MEDIA: 

SMALL FIRE: USE DRY CHEMICAL POWDER. 

LARGE FIRE: 
USE WAIER SPRAY, FOG CR EQAM. CDQL CCNIAINING VESSELS WITH VBHSl. JET IN 

ORDER TO PREVENT PRESSURE BUII£)-UP, AUTO I Q H T I C N CR EXPIOSICNS. 

SENSITIVITY TO IMPACT: NONE. 

SENSITIVITY TO STATIC DISCHARGE: SEE SBCTICNS 6 , 7 , B AND 1 5 . 

PROTECTICN CLOTHING (FIRE) : 
WEAR PROTECTIVE CIOIHIN3 AND EQUHMENT SUTERBLE ECR THE SUHRCUNDING FIRE, 
INCLUDING HEIMET, FACE MASK, AND SELF-CONTAINED BREATHING APPARATUS. 

• SECTION 6 - ACXnSENTAL RELEASE MBASDRES 

O C N T A I N M E N R P R O C E D U R E S : 

S M A L L S P I L L A N D L E A K : 
K L I T M D W I E I G N I T T C N S O U R C E S . ABSCRB W I T H A N I N E R T M A T E R I A L AND D I S P O S E O F 
P R O P E R L Y . 

I A R C T ; S P I L L A N D L E A K : 
E L T M T N A I E I G S M C N S C O R C E S , SECURE T H E A R E A AND C T W I R Q L A C C E S S . D I K E EAR 
AHEAD O F A L L O U D S P I L I TO ENSURE C E M P I B I E C D L L B C N C N . P I C K U P F R E E L I Q U I D 
F D R D I S P O S A L U S I N 3 ABSCRBENT P A D S , S A N D , C K O I H E R I N E R T NCN-CCMBUSTEBLE 
ABSORBENT M A T E P I A L S . P I A C E I N T O A P P R O P R I A T E W A S I E C C N T A I N E R S F C R UCCER 
D I S P O S A L . 

CLEAN-UP PROCEDURES: 
WEAR APPROPRIATE PERSCNAL PROIECITVE EQUHMENT (RESPIRAICRY PROIBCTICN, 
SOLVENT RESISTANT C3COVBS) . ABSCRB SPILL WITH AN INERT l«IERIAL SUCH AS 
CLAY, VERMICULITE CJR DIATO(«CBOUS EARTH. PIACE SLURRY IN AN APPROVED 
CHEMICAL WASIE CCNBilNER PCE DISEOSAL. WASH SPILL AREA WTIH DBIHSSNT AND 
WAIER. BEFCRE DISCHARGING RINSE WATER TO SANITARY SEWER SYSIIM, CENSULT 
lOCAL RBGULATICNS. 

EVACUATION PROCEDURES: 
VBITHATE AREA OF lEAK CR SPILL. 
AWAY. 

KEEP UNNECESSARY AND UNPROTECTHJ PEOPLE 

SPECIAL PROCEDURES: 
REM3VB ALL SCORCES OF IGNITTCN. VENITLAIE AREA. WEAR APPROPRIAIE PROTECTIVE 
EQUIPMENT DURING CLEANUP. 

• SECTION 7 - HANDLING AND STORAGE 

HANDLING: 
DO NOT SPRAY INID OR AROUND KaHTICN SOURCES. A F U R HANDLIN3, AUCVYS WASH 
HANDS THCRCCGHLY WITH SOAP AND WATHJ. USE CNLY WITH ADBQUATE VENTHATICN. 
AVOID BREA3HING VAPORS CJR SPRAY MISTS. 

STCHAGE: 
KEEP CCNTAINER CLOSED AND IN A COOL, WELL-VENTILATED AREA. AVOID ALL 
SOURCES OF IGNTTICN (SPARK CR FLAME) . STORE BEIOW 120 DBG. F . STORE 
AEROSOLS AS LEVEIJ 3 AEROSOL (NFPA 30B) . 

PRECAirnCJNS TO BE TAKEN IN HANDLING AND STORAGE: 
S K « E ALL m r S H M S m D R Y , W E I J > V E N T I I A I E D A R E A , A V O I D B R E A T H I N G VTtfORS. 
(3?0UND AND BOND OCNEAINERS BEFORE TRANSFERRING MATERIALS. 

- SECTION 8 - EXFOSDSE 

IN(2?EDIENTS 

PETROLEUM OIL 

PROPANE/ISCBOTAHE BLEND 

2-METHYLPENTANE* 

3-MEnHYLPENEANE* 

2 , 3 -DTMETHYLBUIANE* 

2 , 2 -DIMETHYIBUEaNE* 

ISOPROPANOL* 

n-HEXANE* 

PE7IR0LEUM OIL 

OCMIROI^ / PERSONAL PROTBCnON ' 

CASRN 

6 4 7 4 2 - 0 1 - 4 

6 8 4 7 6 - 8 5 - 7 

1 0 7 - 8 3 - 5 

9 6 - 1 4 - 0 

7 9 - 2 9 - 8 

7 5 - 8 3 - 2 

6 7 - 6 3 - 0 

1 1 0 - 5 4 - 3 

6 4 7 4 1 - 8 8 - 4 

IHC3(H3IHnS 

PETROLEUM 
OIL 

PROPANE/ 
ISCJaUTANB 
BLEND 

2-MEIHYL-
PENIANE* 

3-MBIHYl,-
PENTANE* 

2 , 3 -
DIMETIHYL-

OSHA TWA- OSHA SIEL ACGIH-TLV AOGIH-SIEL NIOEH REL 
PEL 

NOT NOT NDT NOT NOT 
ESIABLISHED ESIABLIEHED ESKBLISHED ESIBBLISHED E S K B -

LISHED 

1000 PEM NOT 1000 PEM NOT 350 M3/M3 
ESTABLISHED ESTABLISHED 

500 PIW 1000 PIM SOO PIM 1000 PiM 100 PEM 

500 PEM • 1000 PIM 5 0 0 PIM 1000 PIM 100 PIM 

500 PEM 1000 PEM SOO PIM 1000 PIM 100 PIM 

BUTANE* 

2,2- 500 PEM 1000 PEM 500 PIM 1000 PIM 100 PIM 
DIME:IHYL-
BUTANE* 

ISOHCPANX* 

n-HEXANE* • 

PETROLEUM NOT 

OIL 

400 PPM NOT 200 PPM 1000 PEM 400 PEM 
ESTABLISHED 

500 PIM NOT 50 PIM 
ESTABLISHED 

NOT 50 PEM 
E S I S L B L I S H E D 

NOT NOT NOT NOT 
ESTABLISHED ESDfflLISHED ESTABLISHED ESISHLISHED ESBffl-

*NCTB: EXPOSURE (SIDELINES PROVIDED BY SUPPLIER. 

ENGINEERING MEASURES: 
PROVHIE UXXL EXHAUST VENTHATICN CR OTHER EN3INEERIIE CCMIROrfl TO KEEP 
THE AIRBORNE CTNCENIRATICNS OF VAPCRS BELOW THEIR RESPECITVB OCCUPATICNAL 
EXPOSURE LIMITS. 

PERSONAL PRCrTECnVE EQUIPMENT: 

EYE PROTECTICN: 
SAFETY CSASSES WITH S U S SHIELDS CXSfftJRi.in«3 TC APFKOIRIAIE SBGUlAnCNS. 
EYE WASH FOUNTAIN AND EMERGENCY SHOWER FACILITIES ARE RBCXMMENDED. 

HAND PROTECTION: 
NORMALLY NO HAND PROTECTICN I S REQUIRED; HOWEVER, I F PRODUCT WILL BE 
SPRAYED FCR AN EXTENDH) PHUCD, "OVERSPRAY" ONTO SKIN MAY OCCUR. I F SO, 
USE ERCriECnVE GLOVES CrNEOMENG TO APPROPRIATE REGCIAnCNS. PLSiSE OBSERVE 
THE INSIRUCITCNS REGARDDC EHJMEABILITy AND BREAKIHR0W31 TIME THAT ARE 
PRC3VIDED BY THE SUPPLIER OF THE GLOVES. TAKE INTO OCNSIDERAnCN THE 
SPECTFTC LOCAL CENDTTICNS UNDER MUCH THE ERCDUCT I S USED, SLKH AS THE 
DANGER OF COTS, ABRASICN AND THE CCNTACT TIME. 

RESPIRATORY PROTECTIfflJ: 
I F AIRBORNE OQNCENIRATICNS ARE ABOVE THE APPLICABLE EXIOSURE LIMITS 
(LISTED ABOVE) , USE NIOSH APPROVED RESPIRATORY PROTECTION. 

' SECTION 9 - PHYSICAL AND CBBUCAL FSOPHil lES 

APPEARANCE: LIQUID. 

CDIOR: DARK C3R.AY / BIACX 

Q E O R / T A S I E : CHARACnERISITC 

BVAPCJRATIQN RATE: <1 (ETHYL ETIHER = 1) 

SOLUBIUTY DESCRIPTIC3J: <i5% BY WEIC3HT. 

FLASH POINT (DEG. C) : < - 1 7 DBG. C 

ODCR THRESHOLD: NOT DETERMINED. 

DEXXMPOSITTCN TEMPERATURE: NOT DETERMINED. 

BOILING POINT (DBG. C) : 6 0 . 5 8 1 0 1 KPA 
FLASH POINT MEIHOD: TCC 

SPECIFIC CaUWITY (WATER=1) : 0 . 7 4 - 0 . 7 6 @ 2 0 DBG. C 

AUTO I c a n n C N T E M P E R A T U R E ( D B G . C) : 306 DEG. C. 

VTiPQR DENSITY (AIR=1) : APPROX. 3 . 0 

P A K I T T I Q N C B E F F T C I E N T (OCTANOL/WATER) : < 1 

VAPCR PRESSURE: 4 7 KPA 8 3 8 DBG. C 

p H : NOT APPLICABLE 

VDIATTLES: 55% 

FLAMMABLE LIMITS (ESTIMATED) :• 
LOWER: 0 . 6 % 
UPPER: 7% 

VISCOSITY: <:14 MM2/SEC. @ 2 5 DBG. C 

V . O . C . OCNTENT: 45%, 338 G/L 

MELTING POINT (DBG. C) : NOT APPLICABLE 

- s E c m o M 10 - C B a a c A L S X A B I U T Y AND R E A C T I V I T Y 

CHEMICAL S I A B I U T Y : PRCDUCT I S SIBBIE IMDER RBOCMMENEED SICRACS! CCNDITICNS. 

Ct»IDrTIC»IS TD AVOID: 
KEEP AWAY FRCM HEAT AND lOl ITICN SOURCES. EXPOSURE TO DIRECT SCNLKSHT ECR 
EXTENDED PERICXJS. THMPERATORES IN EXCESS OF 50 DBG. C . ' 

mGCMPAITBILrTY: BXTRaiELY REACTIVB CR INOCMPATTBrf! WITH OXIDIZING A£SNIS. 

HAZARDOUS DEOCMPOSITICN: 
CCMBUSnCN WILL (SNERATE SMOKE, POSSIBLY THICK AND CHOKING, RESULTING IN 
z r a o v i s m m r Y A N D CKMBUSTICN P R C D O C T S I N C I X I J E CARBCN M a o o D E A N D CARBCN 
DIOXIDE. 

HAZARDOUS POLYMERIZATICN: WILL NOT OCCUR. 

- SBCnJON 1 1 - TOXICOLOGICAL INFOBHATICN 

GENERAL PRCJDUCT INFORMAnCN: 
AN ACCTTE TOXICITY STODY OF THIS PRCDUCT HAS NOT BEEN CCNDUCTED. 
INFCRMATICN GIVEN DJ THIS SECTICN RELATES ONLY TO INDIVIDUAL CCNSnTUENTS 
CCNEAINED IN THIS PREPARATICaj. 

INC3JEDIENTS CASRN LC-50 

PETROLEUM OIL 6 4 7 4 2 - 0 1 - 4 NOT ESTABLISHED 

FRCEANE/ISCBOEANE 6 8 4 7 6 - 8 5 - 7 >3125 PPM / 

LD-50 

NOT BSTSHLISHED 

NOT ESTABLISHED 



BLEND 

2-MErTHVLPENEANE* 

* 
3-MEnHYLPENTANE* 

2 , 3 -DIMBIHY1£UIANE* 

2,2-DDEIHYLBUEANE* 

ISCXRDPAN3L* 

n-HEXANE* 

4 HOURS/RAT 

1 0 7 - 8 3 - 5 

9 6 - 1 4 - 0 

7 9 - 2 9 - 8 

7 5 - 8 3 - 2 

67^63-0 

1 1 0 - 5 4 - 3 

3 1 2 5 PPM 

INHALAnON/RAT/4H* 

NOT AVAILABLE 

NOT AVAILABLE 

NOT AVAILABLE 
16000 PIM 
INHAIATICN/RAT/4H* 

48000 PEM* 
INHALAnCN/RAT/4H* 

NOT AVAILABLE 

NOT AVAIIABLE 

NOT AVAILABLE 

NOT AVAIIABLE 

5045 M3/K3 CRAL/EAT* 
5030 - 7900 M3/KB 

DERMAL/RABBIT* 

25 G/KG CRAL/RAT* 
1 .3 G/KG 
DERMAL/RABBIT* 

IATA-ICAO: 
UN NO: 1950 
PROPER SHIPPING NAME: AEROSOLS, FIAMMABLE 
CIASS: 2 . 1 
LABELING: FLAMMABLE GAS 

• SBCSTQN 15 - SBQDIATOKY INPORMATIQN 

PBIRQIEtM OIL 64741 -88 -4 NOT ESIABLISHED NOT ESIABLISHED 

• SBCnON 12 - EOOIOOICAL IHFOSMAIiaN 

BCDIOGIC3ai SIUDIES HAVE NOT BEEN CENDUCTEIJ ECR THIS ERCDUCT. THE FOLLOWING 
INEDRMAnCN I S AVAIIABLE EDR CaMPC»lENT(S) OP THIS PRODUCT. 

ECDTQXICITY: 

EFFECT CN 
ORGANialS 

ACUIE TCOaCTIY 
CN FISHES 

n-HEXANE 

CASRN 

1 1 0 - 5 4 - 3 

TEST SPECIES RESULTS 

ISOPROPANOL 6 7 - 6 3 - 0 

MBIHYL-
PENTANE 

ACUIE TOXICITY 
CN DAPHNIA 

n-HEXANE 1 1 0 - 5 4 - 3 

ISOPROPANOL 6 7 - 6 3 - 0 

48-HR 
LClOO 

24-HR 
LCSO 

48-H3UR 
EC50 

24-HR 
LiCSO 

24-HR 
I C 5 0 

LEOdSCUS 2 6 0 , 0 0 0 
IDUS (MICRO) G/L 

MELANCTUS 

C3«ASSIUS 5 , 0 0 0 , 0 0 0 
AURATUS (MICRO) G / L 

DAPHNIA 2 . 1 M3/L 
MAGNA 

DAPHNIA 5 0 , 0 0 0 
MAOIA (MICRO) G/L 

DAIHNIA 1 0 , 0 0 0 , 0 0 0 
MAOJA (MICRO) G/L 

BACTERIAL 
I N K L B i n a N 

GROWIH n-HEXANE 
DBUBi' i ' iCN 
OP ALGAE 

NO DATA AVAIIABLE 

110-54-3 BCSO ANABASJA 1.70% 
INAEQOALIS 

ISC5JM3PAN3L 6 7 - 6 3 - 0 

NO DATA AVAILABLE 

4 8 - H X R 
BCSO 

SCH^HJES-
MUS 

C3UADRI-
CAUDA 

1 , 8 0 0 , 0 0 0 
(MICRO) G/L 

BIQACCXMULATICJN 
IN FISH 

MOBILITY: SEMI-VOLATILE. READILY ABSCJRBED INTO S O I L . 

PERSISTENCE AND DBOWDABILITY: ONLY SLISfTLY BIODBOJAnABLE. 

BIQACCUMOLATTVE POTENTIAL: MINIMAL BIQACSCUMUIATICXI POTENTIAL 

OIHER ADVERSE EFFECTS: NONE KNOWN. 

• SBCnON 13 - DISFOSAL CXaBIDSiATICMS 

U . S . FEDERAL RBGULATICNS: 

RCRA HAZARDOUS WASTE NO. : DOOl, D003 

CCMEREHENSIVE ENVIRCNMENIAL RESPCNSE AND LIABIUTY ACT OP 1980 (CERCJA) : 
n-HEXANE- SOOO POUNDS 

TOXIC SUBSTANCES CCNTRQL ACT (TSCA) : 

ALL CCMPCNENTS OF THIS IRCEOCT ARE TSCA INVENTCRY U S T H ) AND/OR ARE EXEKET. 

SUPERFUND AMENEMENTS AND REAOTHORIZATICN ACT (SARA) TITLE I I I : 

SARA SECTICN 3 1 1 / 3 1 2 (40 C3R 370) HAZARD CATEGORIES: 
SUEDEN RELEASE OF PRESSURE, FIRE HAZARD, IMMEDIATE (ACUIE) HEALTH HAZARD, 
DELAYED (CHRCNIC) HEALTH HAZARD. 
THIS PRCDOCT CCNEAINS THE EDUOWING TOXIC CHEMICAL(S) SUBJECT TO REPCRTDC 
P,EC«JIREMENrS OP SARA SBCIIOS.^ 313 (40 CFR 372) : 

COMPONENT C 3 ^ NUMBER MAXIMUM % 

n-HEXANE 110-54-3 2% 

SECTICN 112 HAZARDOUS AIR POLLUTANTS (HAPS) : n-HEXANE 

STATE REGULATICNS: 

CAUFORNIA: 
THIS PRCDOCT CCNEAINS CHEMICAL(S) KNOWN TO THE STATE OP CALIFORNIA TO CAIBE 
CANCER, BIRTH DEFECTS CR REPRODUCTIVE HARM. 

CAUECENEA ASS3 OTC STATES: THIS ERiXOCr OajECRie TO CCNSUMER REGULATICNS. 

NEW JERSEY RIOFT TO KNOW: 
P E T R O L E U M O I L 6 4 7 4 2 - 0 1 - 4 
2 - M E : I H Y L P E N T A N E 1 0 7 - 8 3 - 5 
P R O P A N B / I S C B L N M J E B L E N D 6 8 4 7 6 - 8 5 - 7 
S - M B T H Y L P E N E A N E 9 6 - 1 4 - 0 
2 , 3-DIME^IHYLBUrAJIE 7 9 - 2 3 - 8 
n-HEXANE 1 1 0 - 5 4 - 3 

INTERNATIONAL RBGUIATICNS: 

CaNADIAN ENVIRCNMEMTAL PROTECTICN ACT: 
ALL OF THE CEMPCNHJTS OP THIS PRCDUCT ARE INCLUDED ON- THE CANADIAN DOMESTIC 
SUBSTANCES U S T (DSL) . 

CANADIAN WORKPLACE HAZARDOUS MATERIALS INEORMATIQN SYSTEM WHMISj 
THIS PRCDOCT HAS BEIN CIASSIETED IN ACCCRDANCE WTIH THE HAZARD CRTIHUA OP 
THE OCNIRDLLED PRODOCriS RBGULATICNS AND THE MSDS CCNTAINS ALL THE 
INFORMATION REQUIRED BY THE OCNTROLLED PROEUCTS RBGULATTC»JS. 

WHMIS CLASSIFTCATTCN: CLASS A , CLASS B 5 , O A S S EGA, CLASS D2B 

A - COMPRESSED GAS 
B - FLAMMABLE AND CCMBUSTTBLE MATERIAL 
D2 - MATERIALS CAUSING OTHER TOXIC EFFECTS 

OTHER REGULATIONS: 
MONTREAL PRCrroOOL U S T E D INGREDIENTS: NONE. 
STOCKHOIM CCNVENTTCN U S T E D INO^EDIENTS: NCNE. 
RCTTERDAM OONVENTICN U S T E D IMSJEDIENTS: NCNE. 
RCHS COMPLIANT: YES. 

' SECTION 16 - OTSES mFQSHATION 

WASTE STAITB: 
AEROSOL PRCDUCTrS, I P DEPRESSURIZED AND B1PTIED TO LESS THAN 2 . 5 CM OF 
FLUID OCNTENIS ARE CLASSIFIED AS WU-HAZARDCUB WASTE UNEER 40 CTR 2 6 1 . 7 
( U . S . ) . I F DISPOSED OF IN EIS RECEIVED FCRM, THIS ITHM CARRIES WASIE OCCES 

DOOl AND D 0 0 3 . ( U . S . ) 

DISPOSAL: 
WASTE MJSr BE DISPOSED OF IN AOEBDANCE WITH NATICNAL, REGIONAL AND LOCAL 
ENVIRCNMENEAL CXNIROL RBGUEATTCNS. 

NOTE: 
CHEMICAL AEDmCNS TD, PROCESSING OF, CR OTHERWISE ALTERING THIS ^Ba^^IAL 
MAY MAKE THIS WASTE MANAGEMENT INEORMAnCN INACCURATE, DJCXWPLErE, OR 
OTHERHISE INAPPROPRIATE. FURTHERMORE, STATE AND LOCAL WASTE DISPOSAL 
RBSJIREMENIS MAY BE M3RE RESIRICTIVE THAN EHJERAL LAWS AND REGULATICNS. 

- SECTION 14 - ISANSPCRI mFORMATICN 

D . O . T . C3(0UND: 
S H I P P D C NAME: QCNSUMER OCM40DITY 
HAZARD CLASS: QRM-D 
SUBCLASS: NA 
UN NDMBER: NA 
TECHNICAL NAME: NA 
H A a u a j LABEL: CJRM-D 

ROAD/RAIL - ADR/RID: 
ON NO: 1950 
OASSIETCATTCW CODE: SP 
IABELTN3: 2 . 2 
ADR CLASS: 2 . 
SHIPPING NAME: AEROSOLS, FLAMMABLE 
PACKING CaaOUP: NA 

IMDG-IMO: 
UN NO: 1950 
SHIPPING NAME: AEROSOLS • 
EMS: F-D, S-U 
CLASS: 2 . 
PACKING C3R0UP: NA 
PACKING INSTRUCnONS: P003 

MSDS#: 13116 

RESPONSIBLE NAME: 
CLEA JCSOJSCN 
REGULATORY AFFAIRS COORDINATOR 

HMIS 1996: 
HEALTH 1 
FLAMMABILITY 3 
REACTIVITY 0 

HMIS III: 
HEALTH 1* 
FLAMMABILrry 4 
PHYSICAL HAZARD 0 

NFPA: 
HEALTH 1 
FLAMMABILITY 3 
REACTIVITY 0 

NOTICE TD READER: 
TO THE BEST OF OUR KNDWIHX3E, 'IHE mECRhBOTCN CCNIAINED HEREIN I S ACXURAOE. 
HOWEVER, NEITHER THE ABOVE NAMED SUPPLIER NOR ANY OF ITS SUBSIDIARIES 
ASSUMES ANY LIABILITY WHATSOEVER ECR THE ACTURACY CR COMPUTENESS CJF THE 
TNECRMJOTCN CDNmiNBD HEREIN. FINAL DBIHMINAnCN OF SUEIABIUTy OP ANY • 
WOERIAL I S THE SOI£ REBPCNSIBILrTY OP THE USER. ALL MATERIALS MAY ERESENT 
UNKNOWN HAZARDS AND SHOULD BE USED WITH CAUTICN. ALTHD031 CERTAIN HAZARDS 
ARE DESCRIBED HEREIN, WE CANNOT (3UARANIEE THAT THESE ARE THE CNLY HAZARDS 
THAT EXIST. 

CLEA L JOHNSON, REGULATORY AFFAIRS CD0EDINA3XJR 
LPS LABCJRA3DRIES 
A DIVISION OF ILLINOIS TOOL WORKS 
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TRU-TEST MFG CO - XO-15 XO-RUST ENAMEL -- 8010-00F053862 

P r o d u c t I c i e n t i f i c a t i o n 

Prociuct ID:X0-15 XO-RUST ENAMEL 
MSDS Date:01/28/1997 
FSC:8010 
NIIN:00F053862 
Status Code .-A 
MSDS Number: CJZJY 
=== Responsible Party === 
Company Name:TRU-TEST MFG CO 
Address:201 JANDUS RD 
City:CARY 
State:IL 
ZIP:60013 
Country:US 
Info Phone Num:708-639-5383 
Emergency Phone Num: 800-228-5635 EXT 017/847-639-5383 
CAGE:3D277 
=== Contractor Identification === 
Company Name:TRU-TEST MFG CO 
Address:201 JANDUS RD 
Box:City:CARY 
State:IL 
ZIP:60013 
Country:US 
Phone:708-639-5383 
CAGE:3D277 

============= Composition/Information on Ingredients ============= 

Ingred Name:MINERAL SPIRITS 
CAS:64742-47-8 
RTECS #:OA5504000 
Minumum % Wt:23. 
Maxumum % Wt:37. 

Ingred Name:XYLENE 
CAS:1330-20-7 
RTECS #:ZE2100000 
Minumum % Wt:1. 
Maxumum % Wt:4. 
ACGIH TLV:434 MG/M3;100 PPM 
ACGIH STEL:651 MG/M3;150 PPM 
EPA Rpt Qty:1000 LBS 
DOT Rpt Qty:1000 LBS 

Ingred Name:CALCIUM BARIUM PHOSPHOSILICATE 
CAS:66402-68-4 
Minumum.% Wt:1. 
Maxumum % Wt:3 . 

Ingred Name:CARBON BLACK 
CAS:1333-86-4 
RTECS #:FF5800000 
Minumum % Wt:1. 
Maxumum % Wt:2. 
OSHA PEL:3.5 MG/M3 

http;//hazard.com/msds/f2/cjz/cjziy .html 8/13/2008 
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ACGIH TLV:3.5 MG/M3 

Ingred Name:CRYSTALLINE SILICA 
CAS:14464-46-l 
RTECS #:VV7325000 
Minumum % Wt:1. 
Maxumum % Wt: 3 . 
OSHA PEL:SEE TABLE Z-3 
ACGIH TLV:0.05 MG/M3 

Ingred Name:HYDROUS CALCIUM MAGNESIUM SILICATE 
CAS:14807-96-6 
RTECS #:WW2710000 
Minumum % Wt:5. 
Maxumum % Wt:6 . 
OSHA PEL:SEE TABLE Z-3 
ACGIH TLV:2 MG/M3 

Hazards Identification 

Routes of Entry: Inhalation:YES Skin:YES Ingestion:YES 
Reports of Carcinogenicity:NTP:NO IARC:YES OSHA:NO 
Health Hazards Acute and Chronic:INHALATION: MODERATE IRRITATION TO 

LUNGS, NOSE & THROAT. PRODUCT CONTAINS CRYSTALLINE SILICA WHICH IS 
CONSIDERED A HAZARD. SKIN: MILD IRRITANT. EYES: IRRITATION. 
INGESTION: MODERATELY TOXIC IN LARGE A MOUNTS. 

Explanation of Carcinogenicity:THIS PRODUCT CONTAINS CRYSTALLINE SILICA 
• & CARBON BLACK WHICH BOTH HAVE BEEN CLASSIFIED BY lARC BUT NOT 
NTP/OSHA REGARDING THEIR CARCINOGENICITY BASED ON LABORATORY ANIMAL 
STUDIES. 

Effects of Overexposure:IRRITATION, DIZZINESS, NAUSEA, FATIGUE, 
DRYING/CRACKING OF SKIN, REDNESS, STINGING, WATERING OF EYES, 
DROWSINESS, HEADACHE 

Medical Cond Aggravated by Exposure:PRE-EXISTING SKIN, EYES & 
RESPIRATORY DISORDERS. 

First Aid Measures 

First Aid: INHALATION: REMOVE TO FRESH AIR. USE CPR IF NECESSARY. SKIN: 
WASH W/SOAP & WATER. EYES: IMMEDIATELY FLUSH W/LARGE AMOUNTS OF 
WATER. INGESTION: GIVE 1-2 GLASSES OF WATER TO DILUTE. DON'T INDUCE 
VOMITIN G. OBTAIN MEDICAL ATTENTION IN ALL CASES. 

Fire Fighting Measures 

Flash Point:=40.6C, 105.F 
Lower Limits:0.9 
Extinguishing Media:FOAM, C02, DRY CHEMICAL, WATER FOG 
Fire Fighting Procedures:USE SELF CONTAINED BREATHING APPARATUS W/FULL 

FACE MASK IN A POSITIVE PRESSURE DEMAND MODE. WATER SPRAY MAY BE 
INEFFECTIVE. IF WATER SPRAY IS USED. FOG NOZZLES ARE PREFERABLE. 
WATER MAY BE USED TO COO L SEALED CONTAINERS TO PREVENT PRESSURE 
BUILD UP & POSSIBLE EXPLOSION/AUTOIGNITION. 

Unusual Fire/Explosion Hazard:CLOSED CONTAINERS MAY EXPLODE WHEN 
EXPOSED TO HEAT. TREAT AS A VOLATILE LIQUID FIRE. 

================== Accidental Release Measures ================== 

Spill Release Procedures:ELIMINATE ALL IGNITION SOURCES. CONTAIN LEAK, 
ABSORB LIQUID W/CLAY, SAND/FLOOR ABSORBENT. PREVENT RUNOFF TO 

http://hazard.com/msds/f2/cjz/cjzjy.html 8/13/2008 

http://hazard.com/msds/f2/cjz/cjzjy.html


Page 3 of 4 

SEWERS, STREAMS/OTHER BODIES OF WATER. 

=================== Handling and Storage 

Handling and Storage Precautions:KEEP LIQUID & VAPOR AWAY FROM HEAT, 
SPARKS & OPEN FLAME. CLOSED CONTAINER AFTER EACH USE. STORE IN A 
COOL, DRY AREA. KEEP OUT OF REACH OF CHILDREN. 

Other Precautions:REPEATED/PROLONGED OVEREXPOSURE TO SOLVENTS MAY CAUSE 
PERMANENT BRAIN & NERVOUS SYSTEM DAMAGE. INTENTIONAL MISUSE BY 
DELIBERATELY CONCENTRATING & INHALING CONTENTS MAY BE 
HARMFUL/FATAL. 

============= Exposure Controls/Personal Protection ============= 

Respiratory Protection:WEAR A NIOSH/MSHA JOINTLY APPROVED AIR PURIFYING 
RESPIRATOR IF TLV LIMITS ARE EXCEEDED. APPROVED MECHANICAL FILTER 
TO REMOVE SOLID AIRBORNE PARTICLES OF OVERSPRAY DURING APPLICATION. 

Ventilation:SUFFICIENT MECHANICAL GENERAL/LOCAL EXHAUST VENTILATION TO 
MAINTAIN EXPOSURE BELOW TLV. 

Protective Gloves:SOLVENT RESISTANT 
Eye Protection:SAFETY GLASSES W/SIDE SHEILDS 
Other Protective Equipment:EYEWASH FOUNTAINS, SAFETY SHOWERS 
Work Hygienic Practices:REMOVE/LAUNDER CONTAMINATED CLOTHING & SHOES 

BEFORE REUSE. WASH HANDS THOROUGHLY AFTER USE & BEFORE EATING, 
DRINKING/SMOKING. 

Supplemental Safety and Health 
CONTACT LENSES SHOULD NOT BE WORN. 

================== Physical/Chemical Properties 

Boiling Pt:B.P. Text:300-380F 
Vapor Density:>1 
VOC Pounds/Gallon:380 
Evaporation Rate & Reference:SLOWER THAN ETHER 
Appearance and Odor:THICK LIQUID/ALIPHATIC ODOR 
Percent Volatiles by Volume:45-51 

================= Stability and Reactivity Data 

Stability Indicator/Materials to Avoid:YES 
STRONG OXIDIZING AGENTS. 
Stability Condition to Avoid:HEAT, SPARKS, OPEN FLAME, TEMPS >120F & 

OTHER IGNITION SOURCES. 
Hazardous Decomposition Products:CO, C02 & UNIDENTIFIED ORGANIC 

COMPOUNDS 

Disposal Considerations ============== 

Waste Disposal Methods:DISPOSE OF IN ACCORDANCE W/LOCAL, STATE & 
FEDERAL REGULATIONS. 

Regulatory Information ===== 

State Regulatory Information:THIS PRODUCT CONTAINS CHEMICALS KNOWN TO 
THE STATE OF CALIFORNIA TO CAUSE CANCER & BIRTH DEFECTS/OTHER 
REPRODUCTIVE HARM. 

Disclaimer {provided with this information by the compiling agencies): 
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This information is formulated for use by elements of the Department 
of Defense. The United States of America in no manner whatsoever, 
expressly or implied, warrants this information to be accurate and 
disclaims all liability for its use. Any person utilizing this 
document should seek competent professional advice to verify and 
assume responsibility for the suitability of this information to their 
particular situation. 
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lyiatenaI Safety Data Sheet 

>Henkei) Technologies 

Revision Date: 05/16/2007 issue date: 05/16/2007 

i,gHEMlGAL PRODUCT AND eOMt'ANYaDlENTiFIGATIQ 

Product name: 
Product type: 
Company address: 
Henkel Corporation 
1001 Trout Brook Crossing 
Rocky Hill, Connecticut 06067 

Clover Silicon Carbide Grease Mix 
Sharpening compound 

Item No.: 39439 
Region: United States 
Contact information: 
Telephone: 860.571.5100 
Emergency telephone; 860.571.5100 
Intemet: www.loctite.com 

Silg6@J^P®S!i !0!^Ne3RI^ 

Hazardous components 
Petroleum Distillates 
Proprietary 

30-60 
ACGIH TLV 

5 mg/m' TVy/V{ff!ist) 
lOmg/m'STEL (mist) 

OSHA PEL 
5 mg/m= TvVA (mist) 

OTHER 
None 

Silicon carbide 
409-21-2 

30-60 0.1 fiber/cm3 TWA length 15 mg/m' TWA total.dust 
>5 pm, aspect ratio >=3:1. 5 mg/m' TWA respirable 

as determined by the fraction 
membrane filter method at 
400-450X magnification 
[4-mm objective], using 

phase-contrast 
illumination 

10 mg/m^ TWA particulate 
matter containing no 
asbestos and <1% 

crystalline silica 
3 mg/m^ TWA partiailate 

matter containing no 
asbestos and <1% 

crystalline silica 

None 

'.5w~t 3. HAZARDS IDENTIFICATION -S'102' 

Physical state: Viscous liquid 
Color: Grey 
Odor: Mild petroleum 

EMERGENCY OVERVIEW 
HNIIS: 

HEALTH: 
FLAMMABILITY: 
PHYSICAL HAZARD: 
Personal Protection: 

CAUTION: MAY CAUSE EYE AND SKIN IRRITATION. 

1 
1 
0 

See Section 8 

Relevant routes of exposure: 

Potential Health Effects 

Skin, Inhalation, Eyes 

Inhalation: 
Skin contact: 
Eye contact: 
Ingestion: 

Inhalation of mist or spray may cause irritation of the respiratory tract and nasal passages. 
May cause skin initation with discomfort or rash. 
Mild eye irritation. 
Not expected under normal conditions of use. 

Existing conditions aggravated by 
exposure: 
Item No.: 39439 

Eye, skin, and respiratory disorders. 

1 ot5 
Product name: Clover Silicon Carbide Grease Mix 
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See Section 11 for additional toxicological information. 

4. FIRST AID MEASURES 

inhalation: 

Skin contact: 

Eye contact: 

Inriestlon: 

Remove to fresh air. If discomfort persists seek medical attention. 

Wash with soap and water. Get medical attention if symptoms occur. 

In the case of contact with eyes, rinse immediately with plenty of water and seek medical advice. 

If conscious, drink plenty of water. Never give anything by mouth to an unconscious person. If vomiting 
occurs, prevent aspiration by keeping the patient's head below the knees. Get medical attention if 
symptoms develop and persist. 

:5;F1RE^1GH1ING MEASURER 

Flash point: 

Autoignition temperature: 

Flammable/Explosive limits-lower %: 

Flammable/Explosive limits-upper %: 

Extinguishing media: 

Special fire fighting procedures: 

Unusual fire or explosion hazards: 

Hazardous combustion products: 

Greater than gS'C (200°F) Cleveland open cup 

Not available 

Not available 

Not available 

Water spray (fog), foam, dry chemical or carbon dioxide. Do not use high volume water jet. 

Wear self-contained breathing apparatus and full protective clothing, such as turn-out gear. 

None 

Oxides of carbon. 

'l6^ AGCI6IENTAIL; REl̂ EASE M M S y ^ i 

Environmental precautions: 

Clean-up methods: 

Contain spill. Prevent product from entering drains or open waters. Do not allow material to 
contaminate ground water system. 

Soak up with inert absorbent. Scrape up spilled material and place In a closed container for disposal. 

• > , < '7. HANDUNG ANeiSTORAGE ̂  

Handling: 

Storage: 

Incompatible products: 

Avoid contact with eyes, skin and clothing. Avoid breathing vapor and mist. Wash thoroughly after 
handling. 

Keep in a cool, well ventilated area away from heat, sparks and open flame. Keep container tightly 
closed until ready for use. 

None reasonably foreseeable. 

For information on product shelf life contact Henkel Customer Service at (800) 243-4874. 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION 

Engineering controls: 

Respiratory protection: 

Item No.: 39439 

Local exhaust ventilation is recommended when general ventilation is not sufficient to control airbome 
contamination below occupational exposure limits. 

Use NIOSH approved respirator if there is potential to exceed exposure limit(s). Observe OSHA 
regulations for respiratory use (29 CFR 1910.134). 

Product name: Clover Silicon Carbide Grease Mix 
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Skin protection: 

Eye/face protection: 

Neoprene gloves. 

Safety glasses with side-shields. Goggles. 

See Section 2 for exposure limits. 

9; PHYSICAL AND CHEMICALPROPERTIES 

Physical state: 
Color: 
Odor-
Vapor pressure: 
pH: 
Boiling point/range: 
Melting point/range: 
Specific gravity: 
Vapor density: 
Evaporation rate: 
Solubility in water: 
Partition coefficient (n-octanol/water): 
VOC content: 

Viscous liquid 
Grey 
Mild petroleum 
Not available 
Not applicable 
141-482°C(285-900''F) 
Not available 
1.3548 
Heavier than air 
Less than butyl acetate. 
Not available 
Not available 
Essentially Zero 

'. g-K/'"--' ^Iflj^TABlOrV^^ND ROiii^MSDA 

Stability: 

Hazardous polymerization: 

Hazardous decomposition products: 

Incompatability: 

Conditions to avoid: 

Stable. 

Will not occur. 

Oxides of carbon. Hydrocarbons. Acrid smoke and fumes. 

Strong oxidizing agents. 

Elevated temperatures. 

*^1jkrO>aCoy3Gl?:AL^lNFQRMATIONt 

Carcinogen Status 

Hazardous components 
Petroleum Distillates 
Proprietary 

Silicon carbide 
409-21-2 

NTP Carcinogen 
No 

No 

lARC Carcinogen 
Group 1 

No 

OSHA Carcinogen 
Yes 

No 

Literature Referenced Target Organ & Other Health Effects 

Hazardous components 
Petroleum Distillates 
Proprietary 

Silicon carbide 
409-21-2 

Health Effects/Target Organs 
Initant 

Nuisance dust 

f i ^ i ECJOEQQICAt. INPORMATION^f^ 

Ecological information: 

Item No.: 39439 

Not available 

Product name: Clover Silicon Carbide Grease Mix 
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;̂= t3. pISPOSAtCGNSlDERATIQNS 

Recommended method of disposal: 

EPA hazardous waste number: 

Information provided is for unused product only. 

Dispose of in accordance with Federal, State and local regulations. 

Not a RCRA hazardous waste. 

i t4;T"!RANSP0Ri INFORMATION 

The shipping classifications in this section are for non-bulk packaging only (unless otherwise specified). Shipping classification may be 
different for bulk packaging. 

U.S. Department of Transportation Ground (49 CFR): 
Proper shipping name: Not regulated 
Hazard class or division: None 
Identification number: None 
Packing group: None 

International Air Transportation (ICAO/IATA): 
Proper shipping name: Not regulated 
Hazard class or division: None 
Identification number: None 
Packing group: None 

WaterTranspoftation (IMO/IMDG>: 
Proper shipping name: Not regulated 
Hazard class or division: None 
identification number: None 
Packing group: None 
Marine pollutant: None 

ailjjREGeibtmRariNFCRMATiO'N Mk-iiS.>V^J-''' i 'S 

United States Regulatory Information 

TSCA 8 (b) Inventory Status: 
TSCA 12 (b) Export Notification: 

All components are listed or are exempt from listing on the Toxic Substances Control Act Inventory. 
None. 

CERCLA/SARA Section 302 EHS: 
CERCLA/SARA Section 311/312: 
CERCLA/SARA313: 

None. 
Immediate Health Hazard, Delayed Health Hazard 
None above reporting de minimus. 

Califomia Proposition 65: This product contains a chemical known to the State of California to cause cancer. 

Canada Regulatory Information 

CEPA DSL/NDSL Status: 
WHMIS hazard class: 

All components are listed on or are exempt from listing on the Domestic Substances List. 
D.2.A, D.2.B 

Item No.: 39439 Product name: Clover Silicon Carbide Grease Mix 
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16. OTHER INFORMATJON 

This material safety data sheet contains changes from the previous version in sections: 2, 11, 15 

Prepared by: CJ. Michaels, Manager, Regulatory Affairs 

DISCLAIMER: The data contained herein are furnished for information only and are believed to be reliable. However, Henkel Corporation 
does not assume responsibility for any results obtained by persons over whose methods Henkel Corporation has no controL It is the 
user's responsibility to determine the suitability of Henkel's products or any production methods mentioned herein for a particular 
purpose, and to adopt such precautions as may be advisable for the protection of property and persons against any hazards that may be 
involved in the handling and use of any of Henkel Corporation's products. In light of the foregoing, Henkel Corporation specifically 
disclaims all warranties, express or implied, including warranties of merchantability and fitness for a particular purpose, arising from sale 
or use of Henkel Corporation's products. Henkel Corporation further disclaims any liability for conseguential or incidental damages of 
any kind, including lost profits. 

Item No.: 39439 Product name: Clover Silicon Carbide Grease Mix 
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Material Safety Data Sheet 

(Henkel) Technologies 

Revision Date: 05/16/2007 Issue date: 05/16/2007 

1.;,CHEMICAt PRODUCT ANDtCOMPANY IDENTIFICATION^ 

Product name: 
Product type: 
Company address: 
Henkel Corporation 
1001 Trout Brook Crossing 
Rocky Hill, Connecticut 06067 

Clover Silicon Carbide Grease Mix 
Sharpening compound 

Item No.: 39452 
Region: United States 
Contact Information: 
Telephone: 860.571.5100 
Emergency telephone; 860.571.5100 
Internet: www.loctite.com 

•i2:,CGji^POS!T!ONl!NFORMM^lON.ON;^^ 

Hazardous components 
Petroleum Distillates 
Proprietary 

% 
30-60 

ACGIH T(,V 
5 mg/m' VJ'JA (mist) 
10mg/m'STEL (mist) 

OSHA PEL 
5 mg/m' TWA (mist) 

OTHER 
None 

Silicon carbide 
409-21-2 

30-60 0.1 fiber/cm3 TWA length t5.riig/m' TWA total dust 
>5 pm, aspect ratio >=3:1, 5 mg/m' TWA respirable 

as determined by the j fraction 
membrane filter method af 
400-450X magnification 
[4-mm objective], using 

phase-contrast 
illumination 

10 mg/m^ TWA particulate 
matter containing no 
asbestos and <1% 

crystalline silica 
3 mg/m' TWA particulate 

matter containing no 
asbestos and <1% 

crystalline silica 

None 

;3iHAZAR0StlDiNTIFlCATJONI 

Physical state: Viscous liquid 
Color: Grey 
Odor: Mild petroleum 

EMERGENCY OVERVIEW 
HMIS: 

HEALTH: 
FLAMMABILITY: 
PHYSICAL HAZARD: 
Personal Protection: 

CAUTION: MAY CAUSE EYE AND SKIN IRRITATION. 

1 
1 
0 

See Section 8 

Relevant routes of exposure: 

Potential Health Effects 

Skin, Inhalation, Eyes 

Inhalation: 
Skin contact: 
Eye contact: 
Ingestion: 

Inhalation of mist or spray may cause imtation of the respiratory tract and nasal passages. 
May cause skin imtation with discomfort or rash. 
Mild eye irritation. 
Not expected under normal conditions of use. 

Existing conditions aggravated by 
exposure: 
Item No.: 39452 

Eye, skin, and respiratory disorders. 

1 of5 
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See Section 11 for additional toxicological information. 

4. FIRST All> MEASURES 

inhalation: 

Skin contact: 

Eye contact: 

Ingestion: 

Remove to fresh air. If discomfort persists seek medical attention. 

Wash with soap and water. Get medical attention if symptoms occur. 

In the case of contact with eyes, rinse immediately with plenty of water and seek medical advice. 

If conscious, drink plenty of water. Never give anything by mouth to an unconscious person. If vomiting 
occurs, prevent aspiration by keeping the patient's head below the knees. Get medical attention if 
symptoms develop and persist. 

15; FlRE^IGHtlNGrMEASURES 

Flash point: 

Autoignition temperature: 

Flammable/Explosive limits-lower %: 

Flammable/Explosive limits-upper %: 

Extinguishing media: 

Special fire fighting procedures: 

Unusual fire or explosion hazards: 

Hazardous combustion products: 

Greater than 93°C (200°F) Cleveland open cup 

Not available 

Not available 

Not available 

Water spray (fog), foam, dry chemical or carbon dioxide. Do not use high volume water jet. 

Wear self-contained breathing apparatus and full protective clothing, such as turn-out gear. 

None 

Oxides of carbon. 

6; ACC|DENTAt:REfcEASiE MEASURES 

Environmental precautions: 

Clean-up methods: 

Contain spill. Prevent product ft^om entering drains or open waters. Do not allow material to 
contaminate ground water system. 

Soak up with inert absorbent. Saape up spilled material and place in a closed container for disposal. 

r7^|^ANDE!NQ ANP^STORAGE 

Handling: 

Storage: 

Incompatible products: 

Avoid contact with eyes, skin and clothing. Avoid breathing vapor and mist. Wash thoroughly after 
handling. 

Keep in a cool, well ventilated area away from heat, spart̂ s and open flame. Keep container tightly 
closed until ready for use. 

None reasonably foreseeable. 

For information on product shelf life contact Henkel Customer Service at (800) 243-4874. 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION 

Engineering controls: 

Respiratory protection: 

Item No.: 39452 

Local exhaust ventilation is recommended when general ventilation is not sufficient to control airborne 
contamination below occupational exposure limits. 

Use NIOSH approved respirator if there is potential to exceed exposure limit(s). Observe OSHA 
regulations for respiratory use (29 CFR 1910.134). 

Product name: Clover Silicon Carbide Grease Mix 
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Skin protection: 

Eye/face protection: 

Neoprene gloves. 

Safety glasses with side-shields. Goggles. 

See Section 2 for exposure limits. 

9, PHYSICAL AND CHEMICAL PFtOPERTtES 

Physical state: 
Color: 
Odor: 
Vapor pressure: 
pH: 
Boiling point/range: 
Melting point/range: 
Specific gravity: 
Vapor density: 
Evaporation rate: 
Solubility in water: 
Partition coefficient (n-octanol/water): 
VOC content: 

Viscous liquid 
Grey 
Mild petroleum 
Not available 
Not applicable 
141-482''C(285-900''F) 
Not available 
1.3548 
Heavier than air 
Less than butyl acetate. 
Not available 
Not available 
Essentially Zero 

10. STABILITY AND REACTIVITY 

SUbility: 

Hazardous polymerization: 

Hazardous decomposition products: 

Incompatability: 

Conditions to avoid: 

Stable. 

Will not occur. 

Oxides of carbon. Hydrocarbons. Aaid smoke and fumes. 

Strong oxidizing agents. 

Elevated temperatures. 

* t t:f;TX)XICOLOGICAL INF0RMA1IQN^% 

Carcinogen Status 

Hazardous components 
='etroleum Distillates 
Proprietary 

Silicon carbide 
409-21-2 

NTP Carcinogen 
No 

No 

lARC Carcinogen 
Group 1 

No 

OSHA Carcinogen 
Yes 

No 

Literature Referenced Target Organ & Other Health Effects 

Hazardous components 
Petroleum Distillates 
Proprietary 

Silicon carbide 
409-21-2 

Health Effects/Target Organs 
Irritant 

Nuisance dust 

;l2^£CQL0GIGAfe»NF0RMATtC>NL-^r ^ 

Ecological infomiation: 

Item No.: 39452 

Not available 

Product name: Clover Silicon Carbide Grease Mix 
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13. DISPOSAL CQNSIDERATlONiS 

Recommended method of disposal: 

EPA hazardous waste number: 

Information provided is for unused product only. 

Dispose of in accordance with Federal, State and local regulations. 

Not a RCRA hazardous waste. 

3l̂ «v TRAN$POreTlNFORMATIOti 

The shipping classifications in this section are for non-bulk packaging only (unless otherwise specified). Shipping classification may be 
different for bulk packaging. 

U.S. Department of Transportation Ground (49 CFR): 
Proper shipping name: Not regulated 
Hazard class or division: None 
Identification number: None 
Packing group; None 

International Air Transportation (ICAO/IATA): 
Proper shipping name: Not regulated 
Hazard class or division: None 
Identification number: None 
Packing group: None 

WaterTransportation (IMO/IMDG): 
Proper shipping name: Not regulated 
Hazard class or division: None 
Identification number: None 
Packing group: None 
Marine pollutant: None 

PIgggc ''?&M7^sr:m7£7isfm<mii:Morv<^ :^\S'f-fT(-4-i 

United States Regulatory Information 

TSCA 8 (b) Inventory Status: 
TSCA 12 (b) Export Notification: 

All components are listed or are exempt from listing on the Toxic Substances Control Act Inventory. 
None. 

CERCLA/SARA Section 302 EHS: 
CERCLA/SARA Section 311/312: 
CERCLA/SARA 313: 

None. 
Immediate Health Hazard, Delayed Health Hazard 
None above reporting de minimus. 

Califomia Proposition 65: This product contains a chemical known to the State of California to cause cancer. 

Canada Regulatory Information 

CEPA DSUNDSL Status: 
WHMIS hazard class: 

All components are listed on or are exempt from listing on the Domestic Substances List. 
D.2.A, D.2.B 

Item No.: 39452 Product name: Clover Silicon Carbide Grease Mix 
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16. OTHER INFORMATION 

This material safety data sheet contains changes from the previous version in sections: 11,15 

Prepared by: CJ. Michaels, Manager, Regulatory Affairs 

DISCLAIMER: The data contained herein are furnished for information only and are believed to be reliable. However, Henkel Corporation 
does not assume responsibility for any results obtained by persons over whose methods Henkel Corporation has no control. It is the 
user's responsibility to determine the suitability of Henkel's products or any production methods mentioned herein for a particular 
purpose, and to adopt such precautions as may be advisable for the protection of property and persons against any hazards that may be 
involved in the handling and use of any of Henkel Corporation's products. In light ofthe foregoing, Henkel Corporation specifically 
disclaims all warranties, express or implied, including warranties of merchantability and fitness for a particular purpose, arising from sale 
or use of Henkel Corporation's products. Henkel Corporation further disclaims any liability for consequential or incidental damages of 
any kind, including lost profits. 

Item No. 39452 Product name: Clover Silicon Carbide Grease Mix 
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NOTE: This MSDS is a discontinued item. Magnaflux does not update the MSDS for an obsolete product. This MSDS dated January 30, 
1992 is the most recent MSDS available. 

IVIATERIAL SAFETY DATA SHEET 
SPOTCHECK® PENETRANT SKL-HF/S 

Company: MAGNAFLUX 
Address: 3624 West Lake Avenue, Glenview, Illinois 60025 
Telephone No.: 847-657-5300 (Off-Hour Emergency Number - CHEMTREC -1 -800-424-9300). 
Product Use: Visible inspection penetrant. 
Packages: 1 gallon and 5 gallon pails, 20 and 55 gallon drums, 12 fluid ounce aerosols. 
NFPA Rating: Health 1, Flammability 1, (Aerosol Flammability 4), Reactivity 0 
PIN (Canada): None 
Revision date: January 30,1992 

y»^, 

HAZARDOUS INGREDIENTS 

Distillates (Petroleum), catalytic reformer fractionater residue; low boiling; CAS #68477-31-6; TLV not established, over 85% 
Aerosol only: 30% Isobutane; CAS #75-28-5; OSHA PEL 1000 ppm, about 30% 
Naphthalene; CAS #91-20-3; OSH,A PEL 10 ppm, about 4% 
Naphtfialene is subjectto the Reporting Requirements of Section 313 of Title III ofthe Superfund Amendments and Reauthorization Act of 1986 and 40 
CFR Part 372. 
Contains no other ingredient suspected of tjeing hazardous according to infomiation sources given in 29 CFR 1910.1200, OSHA Hazard 
Communication Rule. 

HEALTH HAZARD 
Threshold Umit Value: OSHA PEL: for oily mist, 5 mg/m' 
ROUTES OF ENTRY, EFFECTS OF OVEREXPOSURE; 
Inhalation: Dizziness, nausea from inhalation of spray mist from can. 
Skin contact: Irritation, dissolves skin oils. Possible demnatitis on frequent or prolonged exposure 
Eye contact: Moderately initating. Rinse eyes copiously with water. 
Ingestion: Low toxicity, but hazardous if aspirated into lungs during ingestion or vomiting. 
Cardnogenidty: Contains no known carcinogens listed with OSHA. The Intemational Agency for Research on Cancer Monographs, 

or the National Toxicology Programs Annual Report on Carcinogens. 
Medical conditions known to be aggravated by exposure to pnxluct: None 

3. FIRST AID 
Inhalation: 

Skin Ckintact: 
Eyes: 

Ingestion: 
IMPORTANT: 

FIRE HAZARD 
Flash point: 
Flammable limits in air: 
Extinguishing media: 
Special fire fighting procedures: 
Unusual fire hazards: 

Remove to fresh air. If not breathing, call emergency vehicle immediately. Give mouth-to-mouth resuscitation. If 
breathing is difficult, give oxygen. 
Wash off in flowing water or shower. Remove contaminated dothes and wash before ne-use. Use soothing lotion. 
Lift upper eyelid, depress lower eyelid, and flush eye with a steady, gentle low of water. Roll eyeball in all 
directions while flushing. 
Do no induce vomiting. If vomit is inhaled, it may cause asphyxiation. Contact physidan immediately. 
POISON CONTROL CENTER NUMBER 
In all severe cases, contact physidan immediately. Local telephone operators are able to fumish number of 
regional poison control center to assist physidan. 

Min. 20a''F (93°C) Pensky-Martens (-100°F aerosol) 
Low 1%, High 6% 
CartDon dioxide, foam 

Keep containers cool with water spray. 
Aerosol cans may burst at temperatures over 130°F (54°C) and spray flammable liquid into the fire. 

REACTIVITY HAZARDS 
Stability: 
Incompatibility: 
Hazardous Decomposition Products: 

Stable, except when heated to buming temperatures 
Strong oxidizing agents. 

If burning, smoke, soot and oxides of carbon and nitrogen 

MAGNAFLUX-A DIVISION OF ILLINOIS TOOL WORKS INC. 
3624 WEST LAKE AVENUE, GLENVIEW, ILLINOIS 60025 PHONE 847.657.5300 FAX 847.657.5388 
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10. 

REACTIVITY HAZARDS 
Stability: 
Incompatibility: 
Hazardous Decomposition Pmducts: 

SAFE HANDLING PROCEDURES 
Genera/.' 

Personal Protective Equipment: 

Controls: 

Stable, except when heated to buming temperatures 
Strong oxidizing agents. 
If buming, smoke, soot and oxides of carbon and nitrogen 

Do not breathe vapors. Significant exposure can result in dumsiness and poor judgement with resulting 
danger to the victim and those around him. Much like ingesting too much alcohol. 

Avoid frequent or prolonged exposure to skin as the solvent can irritate skin. Do not spray into flame, arcs, 
red hot surfaces or lighted, smoking materials, as spray may ignite. 

Do not heat aerosol cans above 130°F to eliminate the possibility of their bursting and releasing unwanted 
spray. 
Store away from heat sources to minimize the danger from exposure to fires. 

Store pallets of aerosol cartons as Level 3 Aerosol (NFPA 30B). 

In pooriy ventilated areas, such as small rooms with no windows, or in sumps or other low areas, the user 
should wear a respirator with chemical cartridge. 

In confined, unventilated spaces, such as the inside of tanks or small compartments, the inspector should 
wear a full mask with separate air supply. 

If hand exposure to SKL-H.P.'S is unavoidable, wear nitrile mbber gloves to avoid skin contact. 

Wear full goggles if the application of SKL-HF/S indudes splashing or the possibility of spraying into the 
eyes. Be sure the goggles are dean and not apt to degrade the inspection procedure. 

It is preferred to use SKL-HF/S either in a spray booth or next to an exhaust vent. 
General ventilation must be suffident to keep the concentration low. 

DISPOSAL 
Spent Material, Mopped-Up Spills and Leaks: Indnerate or send to Waste Disposer who can indnerate it. 
Aerosol Can: Empty out aerosol cans tsefore disposal. Pressurized aerosol cans are not an acceptable waste. 

PHYSICAL PROPERTIES 
Boiling point: 
Percent volatile: 
Density: 
Water solubility: 
pH: 

DOT SHIPPING 
Shipping name: 

Marking: 

Hazard Class: 

CERTIFIED 

400°F (-44°F for aerosol) 
None 
0.97 
0 
Neutral 

For Bulk - Liquid Stain 
For Aerosol - Consumer commodity 
For Bulk - None 
For Aerosol-None 
For Bulk - None 
For Aerosol-None 

Vapor pressure: 
Vapor density: 
Evaporation rate: 
Appearance: 

Below 0,5 mm at lOO'F (105 psi @ 75''F for aerosol) 
Overt 
None 
Dark red liquid 

11. 

Date: January 30,1992 
Supercedes MSDS dated Jan. 1,1991 

SKL-HF/S is composed entirely of materials listed in the TOSCA Chemical Substance Inventory. 

By: Bruce C. Graham, Chief Chemist 
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NOTE: This MSDS is a discontinued item. Magnaflux does not update the MSDS for an obsolete produd. This MSDS, dated January 19, 
1994 is the most recent MSDS available. 

MATERIAL SAFETY DATA SHEET 
SPOTCHECK® DEVELOPER SKD-NF 

IDENTIFICATION 
Company: MAGNAFLUX® 
Address: 3624 West Lake Avenue, Glenview, Illinois 60025 
TelephoneNa: 847-657-5300 (Off-Hour Emergency Number- CHEMTREC -1-800.424-9300). 
Product Use: Penetrant ins.oedJon developer 
Packages: 1 gallon can, 5 gallon pail, 55 gallon daim 
NFPA Rating: Health 2, Flammability 0, Reactivity 1. 
PIN (Canada): UN 2831 
Revision Date: January 19,1994 s»r?T 

2. HAZARDOUS INGREDIENTS 

Ingredient 

1,1,1-Trichloroethane 
(methyl chloroform) 

Caldum cartDonate 

Dimethoxymethane 

2-Methyl-2-propanol 

m.Aw. % 

60-100 

5-10 

1-5 

0.5-1.5 

CAS# 

71-55-6 

471-31-1 

109-87-5 

75-65-0 

TLV 

350 ppm 

10mg/m_ 

400 ppm 

100 ppm 

PEL 

350 ppm 

5 mg/m_ 

400 ppm 

100 ppm 

LQ^ 

10.3 g/kg (oral/rat) 

6.4 g/kg (oral/rat) 

3.7 g/kg (oral/rat) 

3.5 g/kg (oral/rat) 

iCso 

18000 ppm (41-rat) 

Not avail. 

15000 ppm (rat) 

Not avail. 

HAZARDS IDENTIFICATION 

EMERGENCY OVERVIEW 
Volatile, nonflammable liquid. Vapors can cause unconsciousness at high concentration and can 

decompose to form toxic gases at flame temperatures. 

POTENTIAL HEALTH EFFECTS 
Skin Contact: Can initate by removing natural skin oils on long or repeated exposures. 
Eyes: Initating, but does not damage eye tissue. 
Inhalation: Causes dizziness, nausea, unconsdousness at high concentrations.. 
Ingestion: Low oral toxidty in test animals. 
Medical conditions known to be aggravated by exposure to pnxluct: None 

FIRST AID 
Skin Contact: Wash offwith soap and water. Use soothing lotion. 
Eyes: Rinse carefully under upper and lower eyelids using plenty of water. 
Inhalation: Remove to fresh air if dizzy or nauseated. If unconsdous, call physidan immediately. 
Ingestion: Do not induce vomiting. Acddental ingestion of a single mouthful is not expected to cause significant harm. 
NOTE: In all severe cases, contact physidan immediately. Local telephone operators can ftjmish number of regional poison control center. 

FIRE HAZARD 
Conditions of flammability: 
Flash point: 
Flammable limits in air: 
Extinguishing media: 
Special fire fighting procedures: 
HazanJous combustion products: 
Urtusual fire hazards: 

Nonflammable 
None 
10% to 15% with intense ignition source 
None, self-extinguishing 
Keep containers cool with water spray. 
Soot, oxkJes of carbon, phosgene and hydrochloric add. (See Section 10). 
None. 

3. ACCIDENTAL RELEASE MEASURES 
In case of large spill, evacuate area and have deanup crew wear respiratory protection. (For disposal, see Section 13). 

4. HANDLING AND STORAGE 
Avoid breathing vapors. 
Avoid eye contad. 
Avoid repeated or prolonged skin contad. 
Store away fi'om heat source. 
Do not spray around arcs or flame. 

MAGNAFLUX-A DIVISION OF ILLINOIS TOOL WORKS INC. 
3624 WEST LAKE AVENUE, GLENVIEW, ILLINOIS 60025 PHONE 847.657.5300 FAX 847.657.5388 
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EXPOSURE CONTROLS/PERSONAL PROTECTION 
Controls: 
Personal protection: 

PHYSICAL PROPERTIES 
Initial boiling point (bulk): 
Penxnt volatile: 
Density/sp. gravity: 
Water solubility: 
pH: 

Use where ventilation will carry vapors away fi'om occupied areas. 
Wear safety glasses to proted eyes. Wear nitrile njbber gloves if hand exposure is unavoidable. 
Respirator with filter if sprayed in poorty ventilated area. Full mask with separate air supply in dose, unvenfilated space. 

162°F (72°C) (ASTM D-86) 
90% 
1.3 
0 
Neutral 

Vapor pressure: 
Vapor density: 
Evaporation rate: 
Appearance: 
Odor: 

Bulk: 230mm @ lOCF (38°C). 
4 to 5 
0.4 of ether 
White liquid 
Ethereal odor 

STABILITY AND REACTIVITY 
Stability: 
Incompatibility: 
Hazardous decomposition products: 
Reactivity: 

TOXICOLOGICAL INFORMATION 
Can:̂ nogenidty: 
Threshold limit value (Bulk): 
WHMIS infonmation (Canada): 

Partially decomposes in flames, arcs, red-hot surfaces 
Powdered zinc and powdered aluminum 
When buming, hydrochloric add and phosgene 
None 

Contains no known or suspeded cardnogens listed with OSHA, lARC, NTP, or ACGIH. 
350 ppm PEL 
According to available infomiation, the ingredients have not been found to show reproductive toxidty. 

teratogenidty, mutagenidty, skin sensitization, or synergistic toxic effects with other materials. 

9. ECOLOGICAL INFORMATION 
No data is available on SKD-NF. It is a Class 1 ozone depleter but not a VOC. 

10. DISPOSAL 
Send to a licensed waste fadlity for proper disposal. 
RCFiA: Hazardous waste. 
U S. EPA Waste Number F002 

11. 

12. 

13. 

TRANSPORTATION 
U.S. DOT: 49 CFR 172.101 Hazardous Materials Table 

Bulk 
Proper shipping name: 1,1,1 -Trichloroethane 
Hazard dass or division: 6.1 
Identification No: UN2831 
Packing Group: III 

REGULATORY INFORMATION 
TSCA: 
CERCLA: 
SARA TITLE III, Section 313: 
Califomia Proposition 65: 
WHMIS Class (Canada): 

All ingredients are listed in TSCA inventory. 
Reportable quantity (RQ) for 1,1,1 -Trichloroethane = 1000 lbs. 
1,1,1-Trichloroethane 
Contains nothing on this list 
Bulk: D-2B 

Note: This MSDS has been prepared to meet WHMIS (Canada) requirements with the exception of using 16 headings. 

OTHER INFORMATION 
Revision Statement: 
Supersedes: 

Signed by: 

Section 2. Revised hazanJous ingredients. 
MSDS dated 1/1/94 

Cheri A. Zeleznik, Projed Manager 
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Product Name: MOBIL ALMO 525 
Revision Date: 10Nov2005 
Page 1 of 8 

E^^onMobil 

MATERIAL SAFETY DATA SHEET 
SECTION 1: 7 : v s :»̂ ^̂  5̂^̂  

PRODUCT 
Product Name: MOBIL ALMO 525 
Product Description: Base Oil and Additives 
Product Code: 603183-00, 970924 
Intended Use: Lubricant 

COMPANY IDENTIFICATION 
Supplier: EXXON MOBIL CORPORATION 

3225 GALLOWS RD. 
FAIRFAX, VA. 22037 USA 

24 Hour Health Emergency 609-737-4411 
Transportation Emergency Phone 800-424-9300 
ExxonMobil Transportation No. 281-834-3296 
MSDS Requests 713-613-3661 
Product Technical Information 800-662-4525, 800-947-9147 
MSDS Internet Address http://vvww.exxon.com, http://www.mobll.com 

SECTlONiZ ifC:^V V V r; cmyy - : ^ ^ 5 COMPOSITION / I N F C R M A T I C N ^ N INGREDIENTS: ^^: ^A .'•-"--• y 7 ^ 

No Reportable Hazardous Substance(s) or Complex Substance(s). 

•SEGTIONrSi.:: ̂ Sfe^••i.iJ^•^ ::V:£ ,:.;̂ V. ̂  ;̂ t;i",;:V^ f r--": iir̂ ; 

This material may be considered to be hazardous according to regulatory guidelines (see (M)SDS Section 15). 

POTENTIAL HEALTH EFFECTS 
This product may be used in certain applications where misting can occur. Excessive exposure to liquids and 

mists may cause skin and eye irritation. In addition, excessive exposure to mists may cause respiratory 
irritation and damage and aggravate pre-existing emphysema or asthma. Low order of toxicity. 
High-pressure injection under skin may cause serious damage. 

NFPA Hazard ID: 
HMIS Hazard ID: 

Health: 
Health: 

0 
0 

Flammability: 
Flammability: 

1 
1 

Reactivity: 
Reactivity: 

0 
0 

NOTE; This material should not be used for any other purpose than the intended use in Section 1 without expert 
advice. Health studies have shown that chemical exposure may cause potential human health risks which may vary 
from person to person. 

^sEmoii4.,w¥yy'f*-:-y^^}yymf^^ 
INHALATION 

Remove from further exposure. For those providing assistance, avoid exposure to yourself or others. Use 

http://vvww.exxon.com
http://www.mobll.com
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adequate respiratory protection. If respiratory irritation, dizziness, nausea, or unconsciousness occurs, seek 
immediate medical assistance. If breathing has stopped, assist ventilation with a mechanical device or use 
mouth-to-mouth resuscitation. 

SKIN CONTACT 
Wash contact areas with soap and water. If product is injected into or under the skin, or into any part of the 
body, regardless of the appearance of the wound or its size, the individual should be evaluated immediately by 
a physician as a surgical emergency. Even though initial symptoms from high pressure injection may be. 
minimal or absent, early surgical treatment within the first few hours may significantly reduce the ultimate extent 
of injury. 

EYE CONTACT 
Flush thoroughly with water. If irritation occurs, get medical assistance. 

INGESTION 
First aid is normally not required. Seek medical attention if discomfort occurs. 

SECTION 5 J y-:- : £ s « S vFiRE PlGHTINGcMEASUjRES 

EXTINGUISHING MEDIA 
Appropriate Extinguishing Media: Use water fog, foam, dry chemical or carbon dioxide (C02) to extinguish 
flames. 

Inappropriate Extinguishing Media: Straight Streams of Water 

FIRE FIGHTING 
Fire Fighting Instructions: Evacuate area. Prevent runoff from fire control or dilution from entering streams, 
sewers, or drinking water supply. Firefighters should use standard protective equipment and in enclosed 
spaces, self-contained breathing apparatus (SCBA). Use water spray to cool fire exposed surfaces and to 
protect personnel. 

Unusual Fire Hazards: Pressurized mists may form a fiammable mixture. 

Hazardous Combustion Products: Aldehydes, Oxides of carbon. Smoke, Fume, Sulfur oxides. Incomplete 
combustion products 

FLAMMABILITY PROPERTIES 
Flash Point [Method]: >188°C (370°F) [ ASTM D-92] 
Flammable Limits (Approximate volume % in air): LEL: 0.9 UEL: 7.0 
Autoignition Temperature: N/D 

SECTI0N5 i r V . i a > - 1, i ACCIDENTAL R E L E A S B M E A S U R E S 

NOTIFICATION PROCEDURES 
In the event of a spill or accidental release, notify relevant authorities in accordance with all applicable 
regulations. U.S. regulations require reporting releases of this material to the environment which exceed the 
reportable quantity or oil spills which could reach any waterway including intermittent dry creeks. The National 
Response Center can be reached at (800)424-8802. 
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SPILL MANAGEMENT 
Land Spill: Stop leak if you can do it without risk. Recover by pumping or with suitable absorbent. 

Water Spill: Stop leak if you can do it without risk. Confine the spill immediately with booms. Warn other 
shipping. Remove from the surface by skimming or with suitable absorbents. Report spills as required to 
appropriate authorities. Seek the advice of a specialist before using dispersants. 

Water spill and land spill recommendations are based on the most likely spill scenario for this material; 
however, geographic conditions, wind, temperature, (and in the case of a water spill) wave and current direction 
and speed may greatly influence the appropriate action to be taken. For this reason, local experts should be 
consulted. Note: Local regulations may prescribe or limit action to be taken. 

ENVIRONMENTAL PRECAUTIONS 
Large Spills; Dike far ahead of liquid spill for later recovery and disposal. Prevent entry into watenways, 
sewers, basements or confined areas. 

'i$EQmH7'̂ :::-:.mTim7yi^--^^^^^^ 

HANDLING 

Avoid breathing mists or vapors. Prevent small spills and leakage to avoid slip hazard. 

Static Accumulator: This material is a static accumulator. 

STORAGE 
Do not store in open or unlabelled containers. 

SECTIONS, :; ^ -" V I EXPOSURECONTFIOI-S/ PERSONAL PROTECTION^ 

Exposure limits/standards for materials that can be formed when handling this product: When mists / aerosols 
can occur, the following are recommended; 5 mg/m' - ACGIH TLV, 10 mg/m' - ACGIH STEL, 5 mg/m' - OSHA PEL. 

NOTE; Limits/standards shown for guidance only. Follow applicable regulations. 

ENGINEERING CONTROLS 

The level of protection and types of controls necessary will vary depending upon potential exposure conditions. 
Control measures to consider; 

No special requirements under ordinary conditions of use and with adequate ventilation. 

PERSONAL PROTECTION 

Personal protective equipment selections vary based on potential exposure conditions such as applications, 
handling practices, concentration and ventilation. Information on the selection of protective equipment for use 
with this material, as provided below, is based upon intended, normal usage. 
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Respiratory Protection: If engineering controls do not maintain airborne contaminant concentrations at a 
level which is adequate to protect worker health, an approved respirator may be appropriate. Respirator 
selection, use, and maintenance must be in accordance with regulatory requirements, if applicable. Types of 
respirators to be considered for this material include; 

No protection is ordinarily required under normal conditions of use and with adequate ventilation. 
Particulate air-purifying respirator approved for dust / oil mist is recommended. 

For high airborne concentrations, use an approved supplied-air respirator, operated in positive pressure mode. 
Supplied air respirators with an escape bottle may be appropriate when oxygen levels are inadequate, 
gas/vapor warning properties are poor, or if air purifying filter capacity/rating may be exceeded. 

Hand Protection: Any specific glove information provided is based on published literature and glove 
manufacturer data. Work conditions can greatly effect glove durability; inspect and replace worn or damaged 
gloves. The types of gloves to be considered for this material include; 

No protection is ordinarily required under normal conditions of use. 

Eye Protection: If contact is likely, safety glasses with side shields are recommended. Chemical type 
goggles should be worn during misting operations. 

Skin and Body Protection: Any specific clothing information provided is based on published literature or 
manufacturer data. The types of clothing to be considered for this material include; 

No skin protection is ordinarily required under normal conditions of use. In accordance with good 
industrial hygiene practices, precautions should be taken to avoid skin contact. 

Specific Hygiene Measures: Always observe good personal hygiene measures, such as washing after 
handling the material and before eating, drinking, and/or smoking. Routinely wash work clothing and protective 
equipment to remove contaminants. Discard contaminated clothing and footwear that cannot be cleaned. 
Practice good housekeeping. 

ENVIRONMENTAL CONTROLS 
See Sections 6, 7, 12, 13. 

SECTIONS; 5 v i ^ S ; ^ 

Typical physical and chemical properties are given below. Consult the Supplier in Section 1 for additional 
data. 

GENERAL INFORMATION 
Physical State: Liquid 
Color: Amber 
Odor: Characteristic 
Odor Threshold: N/D 

IMPORTANT HEALTH, SAFETY, AND ENVIRONMENTAL INFORMATION 
Relative Density (at 15 °C ): 0.883 
Flash Point [Method]: >188°C (370°F) [ ASTM D-92] 
Flammable Limits (Approximate volume % in air): LEL: 0.9 UEL; 7.0 
Autoignition Temperature: N/D 
Boiling Point / Range: > 316°C (600°F) 
Vapor Density (Air = 1): >2at101kPa 
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Vapor Pressure: < 0.013 kPa (0.1 mm Hg) at 20°C 
Evaporation Rate (n-butyl acetate = 1): N/D 
pH: N/A 
Log Pow (n-Octanol/Water Partition Coefficient): > 3.5 
Solubility in Water: Negligible 
Viscosity: 46cSt (46 mm '̂/sec) at 40 °C | 7.3 cSt (7.3 mm'/sec) at lOCC 
Oxidizing Properties: See Sections 3, 15, 16. 

OTHER INFORMATION 
Freezing Point: N/D 
Melting Point: N/A 
Pour Point: -24°C ( - i rF) 
DMSO Extract (mineral oil only), IP-346: < 3 %wt 

SECTI0N10 STABILITYAND REACTIVITY 

STABILITY: Material is stable under norma! conditions. 

CONDITIONS TO AVOID: Excessive heat. High energy sources of ignition. 

MATERIALS TO AVOID: Strong oxidizers 

HAZARDOUS DECOMPOSITION PRODUCTS: Material does not decompose at ambient temperatures. 

HAZARDOUS POLYMERIZATION: Will not occur. 

SECTION 11 TOXICOLOGICAL INFORMATION 

ACUTE TOXICITY 
Route of Exposure 

Inhalation 
Toxicity (Rat): LC50 > 5000 mg/m' 

Irritation: No end point data. 

Ingestion 
Toxicity (Rat): LD50 > 2000 mg/kg 

Skin 
Toxicity (Rabbit): LDSO > 2000 mg/kg 

Imtation (Rabbit): Data available. 

Eye 
Irritation (Rabbit): Data available. 

Conclusion / Remarks 

Minimally Toxic. Based on test data for structurally similar 
materials. 
Elevated temperatures or mechanical action may form vapors, 
mist, or fumes which may be irritating to the eyes, nose, throat, or 
lungs. Based on assessment ofthe components. 

Minimally Toxic. Based on test data for structurally similar 
materials. 

Minimally Toxic. Based on test data for structurally similar 
materials. 
Negligible irritation to skin at ambient temperatures. Based on test 
data for structurally similar materials. 

May cause mild, short-lasting discomfort to eyes. Based on test 
data for structurally similar materials. 

CHRONIC/OTHER EFFECTS 
For the product itself: 
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Oil Mist (highly refined oils); Animals exposed to high concentrations of mist developed oil retention, 
inflammation, and oil granulomas in the respiratory tract. Oils exposed to high temperatures, cracking 
conditions, or mixing with tramp / used oils may introduce polycyclic aromatic compounds or microbial 
contaminants that could result in cancer or severe respiratory hazards. 
Contains: 
Base oil severely refined: Not carcinogenic in animal studies. Representative material passes IP-346, Modified 
Ames test, and/or other screening tests. Dermal and inhalation studies showed minimal effects; lung 
non-specific infiltration of immune cells, oil deposition and minimal granuloma fonnation. Not sensitizing in test 
animals. 

Additional infonnation is available by request. 

The foiiowing ingredients are cited on the lists below: None. 

-REGULATORY LISTS SEARGHED-
1 = NTP CARC 3 = lARC 1 5 = lARC 2B 
2 = NTP SUS 4 = lARC 2A 6 = OSHA CARC 

SECTlONi!? : . : r S^ tS ; t ^ ECOLOGlCAi^ 

The information given is based on data available for the material, the components of the material, and similar materials. 

ECOTOXICITY 
Material - Not expected to be harmful to aquatic organisms. 

MOBILITY 
Base oil component - Low solubility and floats and is expected to migrate from water to the land. 

Expected to partition to sediment and wastewater solids. 

PERSISTENCE AND DEGRADABILITY 
Biodegradation: 

Base oil component - Expected to be inherently biodegradable 

SECTION 1:3- i S . 5̂  fe ; iDlSPOSALCONSlDERATlONS 

Disposal recommendations based on material as supplied. Disposal must be in accordance with current applicable 
laws and regulations, and material characteristics at time of disposal. 

DISPOSAL RECOMMENDATIONS 
Product is suitable for burning in an enclosed controlled burner for fuel value or disposal by supervised 

incineration at very high temperatures to prevent formation of undesirable combustion products. 

REGULATORY DISPOSAL INFORMATION 
RCRA Information; The unused product, in our opinion, is not specifically listed by the EPA as a hazardous 

waste (40 CFR, Part 261D), nor is it formulated to contain materials which are listed as hazardous wastes. It 
does not exhibit the hazardous characteristics of ignitability, corrositivity or reactivity and is not formulated with 
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contaminants as determined by the Toxicity Characteristic Leaching Procedure (TCLP). However, used 
product may be regulated. 

Empty Container Warning PRECAUTIONARY LABEL TEXT; Empty containers may retain residue and can be 
dangerous. DO NOT PRESSURIZE, CUT, WELD, BRAZE, SOLDER, DRILL, GRIND OR EXPOSE SUCH 
CONTAINERS TO HEAT, FLAME, SPARKS, STATIC ELECTRICITY, OR OTHER SOURCES OF IGNITION; THEY 
MAY EXPLODE AND CAUSE INJURY OR DEATH. Do not attempt to refill or clean container since residue is difficult 
to remove. Empty drums should be completely drained, properly bunged and promptly returned to a drum 
reconditioner. All containers should be disposed of in an environmentally safe manner and in accordance with 
governmental regulations. 

SECTION 14 TRANSPORT (NFORMATiON 

LAND (DOT); Not Regulated for Land Transport 

LAND (TDG); Not Regulated for Land Transport 

SEA (IMDG); Not Regulated for Sea Transport according to IMDG-Code 

AIR (IATA); Not Regulated for Air Transport 

^SECTIOHllS; ^REGULATORY INFORMATION 

OSHA HAZARD COMMUNICATION STANDARD: Under some use conditions, this material may be considered to 
be hazardous in accordance with OSHA 29 CFR 1910.1200. 

NATIONAL CHEMICAL INVENTORY USTING: AlCS, DSL, EINECS, ENCS, TSCA 

EPCRA: This material contains no extremely hazardous substances. 

SARA (311/312) REPORTABLE HAZARD CATEGORIES: None. 

Chemical Name 
CHLORO ALKANES 

The Following Ingredients are Cit< 
Chemical Name 
CHLORINE (ELEMENTAL 
ANALYSIS) 
PHOSPHORODITHOIC ACID, 
0,0-DI C1-14-ALKYL ESTERS, 
ZINC SALTS (2:1) (ZDDP) 

CAS Number 
61788-76-9 

3d on the Lists Below: 
CAS Number 
7782-50-5 

68649-42-3 

Typical Value 
1 - 5% 

List Citations 
1,4 

15 

-REGULATORY LISTS SEARCHED-
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1 = ACGIH ALL 6 = TSCA 5a2 11= CA P65 REPRO 16 = MN RTK 
2 = ACGIH Al 7 = TSCA5e 12 = CARTK 17 = NJRTK 

3 = ACGIH A2 8 = TSCA 6 13 = ILRTK 18 = PA RTK 
4 = OSHA Z 9 = TSCA 12b 14 = LA RTK 19 = RIRTK 
5 = TSCA 4 10 = CAP65CARC 15 = Ml 293 

Code key; CARC=Carcinogen; REPRO=Reproductive 

SECTION IB S :; V ?? «4ra<^^:j^^^ 
N/D = Not determined, N/A = Not applicable 

THIS SAFETY DATA SHEET CONTAINS THE FOLLOWING REVISIONS: 
No revision infonnation is available. 

PRECAUTIONARY LABEL TEXT: 
Caution! Excessive exposure to mist may cause skin and eye irritation, in addition, excessive exposure to mist may 
cause respiratory irritation and damage, and aggravate pre-existing emphysema and asthma. Use with adequate 
ventilation. If inhaled and symptoms develop, remove to fresh air and get medical attention. 

The information and recommendations contained herein are, to the best of ExxonMobil's knowledge and belief, accurate 
and reliable as of the date issued. You can contact ExxonMobil to insure that this document is the most current 
available from ExxonMobil. The infonnation and recommendations are offered for the user's consideration and 
examination. It is the user's responsibility to satisfy itself that the product is suitable for the intended use. If buyer 
repackages this product, it is the user's responsibility to insure proper health, safety and other necessary infonnation is 
included with and/or on the container. Appropriate warnings and safe-handling procedures should be provided to 
handlers and users. Alteration of this document is strictly prohibited. Except to the extent required by law, 
re-publication or retransmission of this document, in whole or in part, is not permitted. The term, "ExxonMobil" is used 
for convenience, and may include any one or more of ExxonMobil Chemical Company, Exxon Mobil Corporation, or any 
affiliates in which they directly or indirectly hold any interest. 

Internal Use Only 
MHC; 0, 0, 0, 0, 0, 1 PPEC; A 

DGN; 2008031XUS (545270) 

Copyright 2002 Exxon Mobil Corporation, All rights reserved 
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NATIONAL ENGINEERING PRODUCTS INC - COPALTITE - 8030-00-246-0931 

===================== Product I d e n t i f i c a t i o n ===================== 

Product ID:COPALTITE-
MSDS Date:04/10/1996 
FSC:8030 
NIIN:00-246-0931 
Status Code:A 
MSDS Number: CJZSZ 
=== Responsible Party === 
Company Name:NATIONAL ENGINEERING PRODUCTS INC 
Address:5110 RIDGEFIELD RD SUITE 411 
City:BETHESDA 
State:MD 
ZIP:20816 
Country:US 
Info Phone Num:202-526-6274 
Emergency Phone Num:202-526-6274 
CAGE:76641 
=== Contractor Identification === 
Company Name:NATIONAL ENGINEERING PRODUCTS INC 
Address:5110 RIDGEFIELD RD SUITE 411 
Box:City:BETHESDA 
State:MD 
ZIP:20816 
Country:US 
Phone:202-526-6274 
CAGE:76641 

Composition/Information on Ingredients 

Ingred Name:FORMALDEHYDE 
CAS:50-00-0 
RTECS #:LP892500Q 
Fraction by Wt: .4 0% 
OSHA PEL:0.7 5 PPM 
ACGIH TLV:.9MG/M3 
ACGIH STEL:2 PPM 
EPA Rpt Qty:100 LBS 
DOT Rpt Qty:100 LBS 

Ingred Name:METHANOL 
CAS:67-56-1 
RTECS #:PC1400000 
Fraction by Wt: 8.83% 
OSHA PEL:200 PPM 
ACGIH TLV:2 60MG/M3 
ACGIH STEL:2 62MG/M3 
EPA Rpt Qty:5000 LBS 
DOT Rpt Qty:5000 LBS 

Ingred Name:PHENOL 
CAS:108-95-2 
RTECS #:SJ3325000 
Fraction by l̂ t: 2% 
OSHA PEL:5 PPM 
OSHA STEL:19MG/M3 
ACGIH TLV:5 PPM 

http://hazard.com/msds/f2/cjz/cjzsz.html 8/13/2008 

http://hazard.com/msds/f2/cjz/cjzsz.html


Page 2 of 3 

ACGIH STEL:19MG/M3 
EPA Rpt Qty:1000 LBS 
DOT Rpt Qty:1000 LBS 

Ingred Name:CRESOL 
CAS:1319-77-3 
RTECS #:GO5950000 
Fraction by Wt: 20% 
OSHA PEL:5 PPM 
OSHA STEL:22MG/M3 
ACGIH TLV:5 PPM 
ACGIH STEL:22MG/M3 
EPA Rpt Qty:1000 LBS 
DOT Rpt Qty:1000 LBS 

Ingred Name:BARIUM SULFATE 
CAS:7727-43-7 
RTECS #:CR0600GOO 
Fraction by Wt: 2.5% 
OSHA PEL:5/10 MG/M3 
ACGIH TLV:10 MG/M3 

Hazards Identification 

Reports of Carcinogenicity:NTP:YES IARC:YES OSHA:NO 
Health Hazards Acute and Chronic:CRESOLS 5 PPM ( OSHA PEL ) 

FORMALDEHYDE 0.7 5 PPM { OSHA PEL ) METHANOL 200 { OSHA PEL ) 
Effects of Overexposure:SKIN: SEVERE IRRITATION, MARKED LOCAL REDNESS. 

INHALATION DIZZINESS, DROWSINESS, TINGLING AND PAINS IN HANDS AND 
ARMS. EYES: SEVERE IRRITATION, MARKED REDNESS AND SWELLING OF 
CONJUNCTIVE AND CHEMI CAL BURNS OF THE CORNEA. 

Medical Cond Aggravated by Exposure:ASTHMA - FROM INHALATION DERMATITIS 
- FROM SKIN CONTACT. 

First Aid Measures 

First Aid:IF INGESTED INDUCE VOMITING - CALL DOCTOR. SKIN - REMOVE 
CONTAMINATED CLOTHING AND WASH SKIN WITH SOAP AND WATER. EYES: 
FLUSH WITH WATER FOR 15 MINUTES AND SEE OPTHAMOLOGIST. INHALATION: 
REMOVE INDIVIDUAL TO FRESH AIR. 

Fire Fighting Measures 

Flash Point Method:TOC 
Flash Point:>87.8C, 190.F 
190-200F 
Lower Limits:6.7 
Upper Limits:36 
Extinguishing Media:USE C02 OR DRY CHMEICALS ON SMALL FIRE. FOAM OR 

WATER FOG ON LARGE FIRE. 
Fire Fighting Procedures:SELF-CONTAINED BREATHING APPARATUS AND 

PROTECTIVE CLOTHING SHOULD BE WORN IN A FIRE. 
Unusual Fire/Explosion Hazard:MATERIAL CAN POLYMERIZE REAPIDLY AND 

RUPTURE CONTAINERS. 

============ Accidental Release Measures 

Spill Release Procedures:WEAR PROTECTIVE CLOTHING AND COLLECT FOR . 
DISPOSAL. DO NOT DISCHARGE TO WATERWAYS. DO NOT USE ON PLUMPING 
USING DRINKING WATER. 
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== Handling and Storage 

Handling and Storage Precautions:KEEP AWAY FROM HEAT AND OPEN FLAME. 
STORE AT 72 DEG OR LESS TO MAINTAIN USEFULNESS OF PRODUCT. 

Other Precautions:AVOID CONTACT WITH EYES OR SKIN. WEAR GLOVES. WASH 
IF CONTACT IS MADE WITH SKIN. USE WITH ADEQUATE VENTILATION. DO 
NOT CONTAMINATE GROUND WATER. 

Exposure Controls/Personal Protection 

Respiratory Protection:IN HIGH CONCENTRATION USE SELF-CONT.AINED 
BREATHING APPARATUS. 

Ventilation:LOCAL EXHAUST: MAY BE NECESSARY FOR PROPER CONTROL OF 
PHENOL AND FORMALDEHYDE VAPORS BELOW THEIR THRESHOLD LIMIT. 

Protective Gloves: RUBBER OR PLASTIC GLOVES. 
Eye Protection:MONOGOGGLES. 
Other Protective Equipment:CHEMICAL APRON, EYE BATH, SAFETY SHOWER. 
Supplemental Safety and Health 

Physical/Chemical Properties 

Boiling Pt:=760.C, 1400.F 
B.P. Text:7 60MMHG=C 
Vapor Pres:25 C 52 
Vapor Density:1.1 
Spec Gravity:20/20C 1/135-1.165 
Evaporation Rate & Reference:( BUTYL ACETATE = 1) 
Solubility in Water:100% 
Appearance and Odor:RED/BLACK - SLIGHT METHANOL ORDOR 

Stability and Reactivity Data 

Stability Indicator/Materials to Avoid:YES 
ALKALI METALS ,CONC. NITRIC AND SULFURIC ACIDS, ACYL HALIDES, 

ALDEHYDES AND HALOGENS. 
Stability Condition to Avoid:KEEP AWAY FROM EXTREME HEAT DURING STORAGE 

AND SHIPPING. 
Hazardous Decomposition Products:CO, C02, AND TOXIC CRESOL VAPORS. 

Disposal Considerations ===== 

Waste Disposal Methods:RECOVER FREE LIQUID. ABSORB RESIDUE AND DISPOSE 
OF ACCORDING TO LOCAL, STATE/PROVINCIAL, AND FEDERAL REQUIREMENTS. 

============= Other Information 

Disclaimer (provided with this information by the compiling agencies): 
This information is formulated for use by elements of the Department 
of Defense. The United States of America in no manner whatsoever, 
expressly or implied, warrants this information to be accurate and 
disclaims all liability for its use. Any person utilizing this 
document should seek competent professional advice to verify and 
assume responsibility for the suitability of this information to their 
particular situation. 
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Material Safety Data Sheet 
MULE-HIDE WATER CUT-OFF MASTIC 
Date of Preparation: 1/02/07 Revision: 018 

Section 1 - CheiriicM Product and Company Ide 
Product/Chemical Name: MULE-HIDE WATER CUT-OFF MASTIC 
Chemical Formula: Mixture 
General Use: Elastomeric Sealer 
Manufacturer: Mule-Hide Products Co., Inc., P.O. Box 1057, Beloit, WI 53512 Phone: 800-786-1492 
24 hour Emergency Phone Number: CHEMTREC (USA) 800-424-9300 

Section 2:-Compositix)!!/Irtformation on̂^ 
Ingredient Name 

Aliphatic Petroleum Distillate 
Amorphous Silica 
Isobutylene-Isoprene Copolymer 
Polybutene Homopolymer 
Hydrous Clay 
Paraffinic Oil 
Calcium Carbonate 

CAS Number 

64742-89-8 
7631-86-9 
9010-85-9 
9003-29-6 

12174-11-7 
64742-01-4 
1317-65-3 

% wt or 
% vol 

10-20 
2-4 

Hazardous Ingredients 

Ingredient 
Aliphatic Petroleum 
Distillate 
Amorphous Silica 

OSH/1 
TWA 

300 ppm 

6.0m g/m-' 
(totai dust) 

kPEL 
STEL 

none estab. 

none estab. 

ACGH 
TWA 

none estab. 

none estab. 

I TLV 
STEL 

none estab. 

none estab. 

NIOSH REL 
TWA STEL 

none estab. 

none estab. 

none estab. 

none estab. 

NIOSH 
IDLH 

none estab. 

none estab. 

Section 3-Hazards Ideiitification 

H^^^H^^t Emergency Overview ^ ^ ^ ^ - ^ 
HMIS 
H 1 
F 4 
R 0 
PPEt 
tsec. 8 

Potential Health Effects 
Primary Entry Routes: Skin contact, skin absorption, eye contact, inhalation, ingestion. 
Target Organs: 
Acute Effects 
Inhalation: nose and throat irritation on short-term exposure to liquid or vapor. 
Eye: irritation on short-term exposure to liquid or vapor, 
Skin: irritation on short-term exposure to liquid or vapor 
Ingestion: irritation of gastrointestinal tract 

Carcinogenicity: lARC, NTP, and OSHA do not list this product as a carcinogen. 
Medical Conditions Aggravated by Long-Term Exposure: Pre-existing eye, skin, and pulmonary disorders may be 
aggravated by exposure to this product. Respiratory symptoms associated with pre-existing lung disorders and pre-existing 
heart disorders may be aggravated by exposure to this material. 

Chronic Effects: Overexposure may result in headache, dizziness, fatigue, nausea, convulsions, and loss of consciousness. 
Anorexia and nervousness may persist for several months following acute overexposure. Moderate irritation of skin, eyes, and 
mucous membranes of upper respiratory tract on prolonged, repeated contact. Dermatitis and defatting ofthe skin. Reports 
have associated repeated and prolonged occupational overexposure to solvents with permanent brain and nervous system 
damage. 

Section 4 - First Aid Measures 
Inhalation: Remove victim to fresh air and provide oxygen if breathing is difficult. Give artificial respiration if not breathing. 
Get medical attention immediately. 

Eye Contact: Immediately flush eyes with running water for at least 15 minutes. Get medical attention. 
Skin Contact: Immediately flush skin with running water and remove contaminated clothing. Wash exposed area with soap and 
water. Get medical attention. 
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I Ingestion: Do not induce vomiting. Get medical attention immediately. 

"Special Precautions/Procedures: Whenever possible, remove the worker form the source of contamination. 

Section 5 - Fire-Fighting Measures .-•'''T :.."-/-\ . •- . 
Flash Point: 40 °F (4 °C) 
Flash Point Method: TCC 
Autoignition Temperature: 480.4 °F (249 °C) 
LEL: 0.9% v/v 
UEL: 7% v/v 

Flammability Classification: Division 2. Ignition can occur when this product is exposed to heat, sparks, or flame. 
Extinguishing Media: In case of fire, use dry chemical, carbon dioxide, or foam. Water may not be effective as an 
extinguishing agent. Water fog or spray may be used to provide a smothering effect on fire and to cool fire-exposed container 
and surrounding combustibles. Do not use a solid stream of water because it can scatter and spread the fire. 

Unusual Fire or Explosion Hazards: Flammable. Store and use away from all sources of heat, flame, or sparks. DO NOT 
smoke while applying. Vapors are heavier than air and may travel along ground or may be moved by ventilation and ignited by 
pilot lights, other flames, sparks, heaters, smoking, electrical motors, static discharge, or other ignition sources at location 
distant from material handling point and flash back. All containers should be grounded when material is transferred. 

Hazardous Combustion Products: Toxic gases or vapors, such as carbon monoxide, carbon dioxide, or aldehyes may be 
released in a fire. 

Fire-Fighting Instructions: This product contains solvents that are dangerous fire and explosion hazards when exposed to heat 
or flame. Fire fighters should wear self-contained breathing apparatus and full protective clothing with full-face pieces 
operated in the positive pressure demand mode. 

Fire-Fighting Equipment: Because fire may produce toxic thermal decomposition products, wear a self-contained breathing 
apparatus (SCBA) with a full face piece operated in pressure-demand or positive-pressure mode. 

Section 6 -̂  Accidental RelestsiMeasiLires 
Spill /Leak Procedures: Remove all sources of ignition. Avoid breathing vapors. Use self-contained breathing apparatus in 
enclosed area. Ventilate area. Contain and remove with inert absorbent materials and non-sparking tools. 
irge Spills 
Jontainment: For large spills, dike far ahead of liquid spill for later disposal. Do not release into sewers or waterways. 
Cleanup: Clean-up spill as soon as possible. Collect any excess material with absorbent pads, sand, or other inert non-
combustible absorbent materials. Place into appropriate waste containers for later disposal. Comply with all laws and 
regulations. 

Regulatory Requirements: Follow applicable OSHA regulations (29 CFR 1910.120). 

Section 7 - Handling arid: Storage 
Handling Precautions: Use away from all sources of heat, flame, or sparks. Do not smoke while using. Handling equipment 
must be grounded to prevent sparking. Handle with non-sparking tools. Wash with soap and water before eating or drinking. 
Launder contaminated clothing. KEEP OUT OF REACH OF CHILDREN. 

Storage Requirements: Keep containers cool, dry, and store away from all sources of heat, flame, and sparks. Keep containers 
tightly closed and store with adequate ventilation. Do not pressurize, cut, weld, or grind the containers or empty containers 
which may contain residual product and solvent vapors that may ignite explosively. 

Section 3-ExposureiCorit 
Engineering Controls: Do not use in enclosed areas without proper explosion-proof venfilation. General and local exhaust 
ventilation must be sufficient to control vapor concentrations and keep the vapor concentration below 300 ppm. 

Ventilation: Provide general or local exhaust ventilation systems to maintain airbome concentrations below OSHA PELs 
(Sec. 2). Local exhaust ventilation is preferred because it prevents contaminant dispersion into the work area by controlling it at 
its source. 

Respiratory Protection: A NIOSH approved respirator must be used if vapor concentration is 300 ppm or above. 
Protective Clothing/Equipment: Hycron or equivalent solvent permeation resistant gloves recommended. Glasses or goggles 
recommended. Wear industrial boots to protect feet from contact with sealant. Impervious clothing is recommended to protect 
skin from contact with sealant. Protective skin creams or emollients useful. 

Safety Stations: Make emergency eyewash stations, safety/quick-drench showers, and washing facilities available in work area. 
Contaminated Equipment: Separate contaminated work clothes from street clothes. Launder before reuse. Remove this 
,material from your shoes and clean personal protective equipment. 

pmments: Never eat, drink, or smoke in work areas. Practice good personal hygiene after using this material, especially before 
iating, drinking, smoking, using the toilet, or applying cosmetics. 

I 
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Section 9 - Physicaj arid Cherriical Properties 

Physical State: Liquid 
Appearance and Odor: Gray viscous liquid with mild 
solvent odor 

Odor Threshold(ppm): Not available 
Vapor Pressure: 45 mm Hg at 25 °C 
Vapor Density (Air=l): 3.9 
Density: 9.98 - 10.82 Ibs./gal. (calculated) 
Specific Gravity (H20=l, at 4 °C): 1.20-1.30 
DH: N/A 

Water Solubility: 0.5 
Other Solubilities: 
Boiling Point(°C): 115-140 
Freezing/Melting Point(°C): -\i 
% Volatile: 10-20 
Evaporation Rate: 2.0 
VOC: 250 gms. /1. 

Section IQ - Stability and Reactivity 
Stability: Stable. 
Polymerization: Will not occur. 
Chemical Incompatibilities: Strong oxidizing agents, acids, bases. 
Conditions to Avoid: Heat, sparks, and flames; ignition sources. 
Hazardous Decomposition Products: Toxic gases or vapors such as carbon monoxide, carbon dioxide, or aldehydes may be 
released in a fire. 

Section 11- Toxicological Information 
Toxicity Data:* 

Acute Inhalation Effects: Product toxicity has not been determined. 
Acute Oral Effects: Product toxicity has not been determined. 
The following is component data: 

Aliphatic Petroleum Distillates - Rat, oral, LD50: >5000mg/kg 
Amorphous Silica - Rat, oral, LD50: 3160mg/kg 

Carcinogenicity: Not listed in lARC or NTP. 
Mutagenicity: No evidence 
Teratogenicity: No evidence 

Section 12 - Ecolog^ical Inibrnjation 
This product has not been tested. No data available. 

Section 13 -Pispbisal<3brisider^ 
Disposal: Dispose ofin accordance with all local, state, and federal regulations. 

Section .14- Transport tnlbi'niatibri 
DOT Transportation Data (49 CFR 172.101): 

Shipping Name: Adhesives 
Shipping Symbols: Flammable 
Hazard Class: 3 
ID No.: UNI 133 
Packing Group: II 
Label: flammable liquid label 
required for 5 gallon pails only 

Special Provisions (172.102): 
149,B52,IB2 

Packaging Authorizations 
a) Exceptions: 173.150 
b) Non-bulk Packaging: 173.173 
c) Bulk Packaging: 173.242 

Quantity Limitations 
a) Passenger, Aircraft, or Railcar: 5 L 
b) Cargo Aircraft Only: 60 L 

Vessel Stowage Requirements 
a) Vessel Stowage: B 
b) Other: N/A 

Section 15 •^Rjegulatorylhfbrniation 
EPA Regulations: 

RCRA Hazardous Waste Number: Not listed (40 CFR 261.33) 
RCRA Hazardous Waste Classification (40 CFR 261.31): Not classified 
CERCLA Hazardous Substance (40 CFR 302.4) listed/unlisted specific per RCRA, Sec. 3001; CWA, Sec. 311 (b)(4); CWA, 
Sec. 307(a), CAA, Sec. 112: Not listed 

SARA 311/312 Codes: 
SARA Toxic Chemical (40 CFR 372.65): Not listed 
SARA EHS (Extremely Hazardous Substance) (40 CFR 355): Not listed 
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I OSHA Regulations: ~ 

Air Contaminant (29 CFR 1910.1000, Table Z-1, Z-1-A): Not listed 

State Regulations: 

Florida Toxic Substance: Listed as a toxic substance (Amorphous silica) by the state of Florida. 

Massachusetts Hazardous Substance Codes: Amorphous Silica 7631-86-9 2,4,5,F5 
Calcium Carbonate 1317-65-3 4 

Minnesota Hazardous Substance: Amorphous Silica Codes; ANOR Carcinogen: Yes 
Calcium Carbonate Codes: A Carcinogen: No 

Pennsylvania Hazardous Substance Code: Amorphous Silica 7631-86-9 Code: None 
Calcium Carbonate 1317-65-3 Code: None 

Canadian WHMIS Classification: Class: B 
Division 2 

/• 

Section 16 - Other Information 
Prepared By: Mule-Hide Products Co., Inc. Customer Service Department 
Revision Notes: Converted to 16 Part Format 

Disclaimer: The infonmation contained in this document is based upon data that was supplied to Mule-Hide by other companies 
and organizations. No warranty of merchantability or fitness for a particular purpose is expressed or implied regarding the accuracy 
^r completeness ofthe data and/or information in this material safety data sheet. 

^ 

Page 4 of4 



ONE-COMPONENT POLYURETHANE FOAM SEALANT/ADHESIVE 
(Includes Straw Foam, Gun Foam and Construction Adhesive) 

A16174 
Issue Date: 03/05 Last Rev: 03/05-0 

Prepared By: T. Eberling 

M A T E R I A L S A F E T Y DATA S H E E T 
1. IDENTIFICATION 

Chemical Product 
One-Component Polyurethane Foam Sealant/'Adhesive 

Manufacturer 
FOMO PRODUCTS, INC. 
P.O.Box 1078 
Norton, Ohio 44203 

Emergency Over\'ievv 
Product Information: 1-800-321-5585. In Ohio and outside the United States call (330) 753-4585 
Transportation Emergency: CHEMTREC 1-800-424-9300. One-Component Polyurethane Foam Sealant/Adhesive 
is registered by the manufacturer, FOMO PRODUCTS, INC. 
International Transportation Emergency: CHEMTREC (703) 527-3887 

Product is a liquid urethane prepolymer mixture that is packaged under pressure (Non-Flammable Compressed Gas). 
Containers should not be heated above 120°F (49°C) to avoid excessive pressure buiid-up. 

2. COMPOSITION 

Jhemical Name (common names") 

Fluorocarbon (Non-Flammable 
Compressed Gas, HCFC) 

4,4' - Diphenylmethane 
Diisocyanate (MDI) 

Higher Oligomers of MDI 
(Polymeric MDI) 

Urethane Pre-polymer Blend 
(Non-Hazardous Proprietary Blend) 

(NOTE: See Section 8 of this MSDS for Exposure Guidelines) 

CAS Number 

75-45-6 

101-68-8 

9016-87-9 

Not Available 
This Section 

Percentage 

10 to 30 percent 

5 to 10 percent 

5 to 10 percent 

60 to 100 percent 

LDsn 

N/A 

NA 

NA 

NA 

LĈ o 

N/A 

NA 

NA 

NA 

3. HAZARDS IDENTIFICATION 

Phvsical Hazards 
Since the containers are pressurized, storage temperature should not exceed 120°F (49°C) in order to avoid excessive 
pressure build-up and possible container rupture. Also, the product has strong adhesive-like characteristics and will 
adhere aggressively to skin and other surfaces. If accidental contact occurs, follow the appropriate first-aid 
procedure described in Section 4 of this MSDS. 
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Potential Health Effects 
The primary adverse health effects of this product are related to the Polymeric Isocyanate (MDI) component, and, to 
a lesser degree, the Fluorocarbon (Non-Flammable Gas) component. Therefore, adequate ventilation should be 
provided to avoid exceeding the exposure limits of these components (See Section 8). The likelihood of exceeding 
these limits are low due to the iow concentration of vapor produced during normal use. However, if used indoors, 
mechanical ventilation or exhaust should be provided during use and until product is cured. 

Entrv Route: Effects of Overexposure 
Inhalation: May irritate mucous membranes with tightness in chest, coughing, or allergic asthma-like sensitivity. 

Extensive overexposure can lead to respiratory symptoms like bronchitis and pulmonary edema. These 
effects are usually reversible. 
Overexposure to Fluorocarbon may cause lightheadedness, headaches, or lethargy. Persons with cardiac 
arrhythmia may be at increased risk in severe exposure. 

Eyes: 

Skin: 

May be irritating to eyes. Foam contact can cause physical damage due to adhesive character. 

May cause localized irritation, reddening or swelling. Prolonged or repeated exposure may lead to 
sensitization and/or contact dermatitis. 

Ingestion: May cause irritation of mucous membranes in the mouth and digestive tract. 

Inhalation: If breathing difficulty is experienced, move to area free of exposure. Provide fresh air. If necessary, provide 
oxygen or artificial respiration by trained personnel and obtain medical attention. 

Eye Contact: Flush with clean water for at least 15 minutes and obtain medical attention. 

Skin Contact: Use a rag to remove excess foam from skin and remove contaminated clothing. Use of a solvent, such as 
acetone (nail polish remover) or mineral spirits, may help in removing uncured foam residue from clothing or 
other surfaces (avoid eye contact). Cured foam may be physically removed by persistent washing with soap 
and water. If irritation develops, use mild skin cream. If irritation persists, obtain medical attention. 

Ingestion: Drink 1 to 3 glasses of water and seek irnmediate medical attention. Never give anything orally to an 
unconscious person. 

5. FIRE FIGHTING MEASURES 

High temperatures will raise the pressure in the containers, which may lead to rupturing. Extinguishing media include: dry 
chemical, carbon dioxide, Halon 1211, chemical foam, or water spray if used in large quantities (water contamination will 
produce carbon dioxide). Wear self-contained breathing apparatus to protect against toxic decomposition by-products, 
including CO, CO2, NO, and traces of HCN. Cured foam is organic and, therefore, will bum in the presence of sufficient 
heat, oxygen and an ignition source. Main hazards associated with buming foam are similar to buming of other organic 
materials (wood, paper, cotton, etc.) and precautions against exposure should be taken accordingly. Avoid welding or other 
"hot work" in the vicinity of exposed cured foam. 

6. ACCIDENTAL RELEASE MEASURES/DISPOSAL CONSIDERATIONS 

Read all product instructions before using. Personal protective equipment should include impervious gloves, protective eye 
wear, and suitable work clothes. Uncured product is very sticky, so carefully remove the bulk ofthe foam by scraping it up 
and then immediately remove residue with a rag and solvent such as polyurethane cleaner, mineral spirits, acetone (nail 
polish remover), paint thinner, etc. Once the product has cured, it can only be removed physically by scraping, buffmg, etc. 
Dispose as plastic waste (foam plastic) in accordance with all applicable guidelines and regulations. 

"̂ êfore disposing of containers, relieve container of any remaining foam and pressure. Allow product to fully cure before 
Isposing. Never discard in a liquid state. 
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7. HANDLING AND STORAGE 

Store in a cool, dry place. Ideal storage temperature is 60°F to 80°F (15.5°C to 26.6°C). Storage above 90°F (32.2°C) will 
-horten the shelf life. Storage below 55°F (12.7°C) may affect foam quality if chemicals are not warmed before using. 

Protect containers from physical abuse. Protect unused product from freezing. 

8. EXPOSURE CONTROLS/PERSONAL PROTECTION 

Read all product instructions before using. Personal protective equipment should include (impervious gloves, protective eye 
wear and suitable work clothes). Adequate ventilation should also be employed so that vapor levels do not exceed 
recommended guidelines. If vapor levels are expected to exceed these guidelines, use NIOSH approved, positive pressure, 
supplied air respirator or a negative pressure half mask with organic vapor cartridges and dust/mist pre-filters. Exercise good 
personal hygiene, wash thoroughly after each use. 

Exposure Guidelines 

4,4' - Diphenylmethane 
Diisocyanate (MDI) 

Higher Oligomers of MDI 

Fluorocarbon (Non-Flammable 
Compressed Gas, HCFC) 

OSHA 

.020 ppm ceiling 

.200 mg/m^ ceiling 

None Established 

None Established 

ACGIH 

.005 ppm TWA 

.051 mg/m^TWA 

None Established 

None Established 

(None ofthe components in this product are listed by lARC, NTP, OSHA or ACGIH as a carcinogen). 

9. PHYSICAL AND CHEMICAL PROPERTIES 

Physical Appearance 

Jdor 

Specific Gravity 

Boiling Point 

Flash Point 

Vapor Pressure 

Solubility in Water 

Explosion Data 

Viscous liquid which foams upon release from container as an off-white to yellowish 
froth. (Note; Appearance may differ with the introduction of a dye or colorant). 
Slight fluorocarbon odor during curing stage 

Approximately 1.2 (H2O = 1) 

Fluorocarbon (Non-Flammable Compressed Gas, HCFC) boils at 0°F (-17.7°C). 
Other components boil at temperatures greater than 200°F (93.3°C). 

Product flash point has been tested at approximately 800°F (426.6°C). 

Contents under pressure have vapor pressure greater than 50 psig / 345 kPa. After 
release from container, vapor pressure is very low (not determined). 

Insoluble, reacts slowly with water during cure; liberating traces of CO2. 

Contents are not known to be sensitive to mechanical impact or static discharge. 

10. STABILITY AND REACTIVITY 

This product is considered stable under normal and anticipated storage and handling conditions. Do not store above 120°F 
(49°C). For longest shelf life, avoid storage above 80°F (26.6''C). Avoid alcohols, strong bases or amines and metal 
compounds (such as small particle metal catalysts). 
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n . TRANSPORTATION 

Shipping Information 
Containers 1000 cu. cm. (1 liter) or Less 

Ground Consumer Commodity ORM-D (On Shipper Carton) 
Consumer Commodity, Polyurethane Foam Sealant (On Shipping Document) 

Air UN 1950 Aerosols, Non-Flammable 2.2 (Non-Flammable Gas Label) 

Water UN 1950 AEROSOLS (Limited Quantity) Class 2 
No Hazard Labels Required)Boxes or Cartons should be marked (AEROSOLS UN 1950) only. 
IMDG Volume #2, Page 93 

Exceptions N/A 

Note Emergency Response Guide Numbers - Consumer Commodity # 171, for Aerosols and Compressed 
Gas #126 

12. REGULATORY 

Toxic Substances Control Act (TSCAVDomestic Substances List (DSL): 
All ingredients are listed on the TSCA inventory, as well as the Canadian Domestic Substances List. 

SARA Title III: 
Contains Diphenylmethane Diisocyanate (CAS #101-68-8) and Fluorocarbon (HCFC) containing Chlorodifluoromethane 
(CAS#75-45-6), which are subject to the reporting requirements of SARA Title III. 
Applicability must be determined by the end user. 

Proposition 65: 
Based on information currently available, this product is not known to contain detectable amounts of any chemicals currently 
listed under California Proposition 65. 

V.O.C. Content: 
Based on the current EPA defmition of volatile organic compound, this product does not have any V.O.C. content. 

13. OTHER 

NFPA: Fire 1; Health 2; Reactivity 1 
HMIS: Flammability 1; Health 2; Reactivity 1 

The information and recommendations set forth herein are presented in good faith and believed to be correct as ofthe date 
hereof. The manufacturer makes no representations as to the completeness or accuracy thereof. Information is supplied upon 
the condition that the persons receiving it will make their own detennination as to its suitability for their purposes prior to 
use. In no event will the manufacturer be responsible for damages of any nature whatsoever resulting from the use of or 
reliance upon information. No representations or warranties, either expressed or implied, of merchantability or fitness for a 
particular use are made hereunder with respect to this infonnation or the product to which information refers. 

Information contained herein is deemed to be reliable, conservative and accurate. FOMO Products, Inc, reserves the right to change the design, specifications or any other 
features at any time and without notice, while otherwise maintaining regulatory compliance. 

LAST REVISION : 03/05-0 
APPROVED BY : T. EBERLING 
"116174 
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Get the most comprehensive 
MSDS/HazCom program on the market! 

Material Safety Data Sheet 

SECTION I - Material Identity 
SECTION II - Manufacturer's Information 
SECTION III - Physical/Chemical Characteristics 
SECTION IV - Fire and Explosion Hazard Data 
SECTION V - Reactivity Data 
SECTION VI - Health Hazard Data 
SECTION VII - Precautions for Safe Handling and Use 
SECTION VIII - Control Measures 
SECTION IX - Label Data 
SECTION X - Transportation Data 
SECTION XI - Site Specific/Reporting Information 
SECTION XII - Ingredients/Identity Information 

SECTION I - Material Identity 

Item Name 

Part Number/Trade Name 

National Stock Number 

CAGE Code 

Part Number Indicator 

MSDS Number 

HAZ Code 

DURABOND ADHESIVE (SEE MSDS 
148367) 

8040PD3001 

90300 

B 

10201 

B 

SECTION II - Manufacturer's Information 

Manufacturer Name 

Emergency Phone 

DAP INC 
800-543-3840 INFO 513-667-4461 

MSDS Preparer's Information 

Date MSDS Prepared/Revised 

Active Indicator 

NONE 

N 

Alternate Vendors 

http://www.setonresotircecenter.com/msds/docs/wcd00011/wcdOl 173.htm 8/12/2008 

http://www.setonresotircecenter.com/msds/docs/wcd00011/wcdOl
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SECTION III - Physical/Chemical Characteristics 

Specification Number 

Boiling Point 

Container Pressure Code 

Temperature Code 

Product State Code 

N/R 

212 F 

4 

SECTION IV 

Flash Point 

SECTION V -

= Fire and Explosion Hazard Data 

Method UNK 

Reactivity Data 

stability 

Stability Conditions to Avoid 

Materials to Avoid 

Hazardous Decomposition Products 

LDSO - LDSO Mixture 

YES 

EXCESSIVE HEAT AND FREEZING 

STRONG OXIDIZERS AND CAUSTICS 

NORMAL COMBUSTION PRODUCTS 

N/R 

SECTION VI - Health Hazard Data 

Route of Entry: Skin 

Route of Entry: Inhalation 

Health Hazards - Acute and Chronic 

Carcinogenity: NTP 

Carcinogenity: lARC 

Carcinogenity: OSHA 

Symptoms of Overexposure 

Medical Cond. Aggrevated by Exposure 

YES 

YES 

MAY IRRITATE EYES, SKIN, NOSE 
& RESP TRACT. HARMFUL IF 
INHALED.HARMFUL OR FATAL IF 
SWALLOWED. IF INGESTED CAUSES 
VOMITING, DIA RRHEA AND 
DEPRESSED RESP. INHALATION MAY 
EFFECT THE BRAIN OR NERV SYS 
CAUSING DIZZINESS, HEADACHE, 
OR NAUSEA 

YES 

N/R 

N/R 

REPORTS HAVE ASSOCIATED 
PROLONGED AND REPEATED 
EXPOSURE TO SOLVENTS WITH 
PERMANENT BRAIN AND NERVOUS 
SYS DAMAGE. INGESTION OF 
ETHYLENE GLYCOL IN EXCESS MAY 
LEAD TO RESP AND CARDIAC 
FAILURE, KIDNEY AND LIVER 
DAMAGE 
NONE KNOWN 

SECTION VII - Precautions for Safe Handling and Use 

http://www.setonresourcecenter.com/msds/docs/wcd00011/wcdOl 173.htm 8/12/2008 

http://www.setonresourcecenter.com/msds/docs/wcd00011/wcdOl
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SECTION VIII - Control Measures 

Respiratory Protection 

Ventilation 

Protective Gloves 

Eye Protection 

Supplemental Health/Safety Data 

Disposal Code 

IF TLV IS EXCEEDED, USE 
NIOSH/OSHA RESPIRATOR 

SUFFICIENT MECHANICAL VENT 
{LOCAL OR GENERAL EXHAUST) 

SOLVENT IMPERVIOUS GLOVES 

SAFETY W/SIDE SHIELDS OR 
GOGGLES 

1ST AID-EYE:FLUSH W/LARGE 
AMOUNTS OF WATER FOR 15 MINS. 
SEEK MD.SKIN:WASH W/SOAP & 
WATER. INHAL:REMOVE TO FRESH 
AIR. SEEK MD. INGEST:DO NOT 
INDUCE VOMITING. SEEK MD OR 
REGIONAL POISON CONTROL CENTER 
IMMEDIATELY 
n 

SECTION IX - Label Data 

Protect Eye 

Protect Skin 

Protect Respiratory 

Chronic Indicator 

Contact Code 

Fire Code 

Health Code 

React Code 

YES 

YES 

YES 

YES 

SLIGHT 

UNKNOWN 

UNKNOWN 

UNKNOWN 

SECTION X - Transportation Data 

Container Quant i ty 
Unit of Measure 

1 
GL 

• ^ 

SECTION XI - Site Specific/Reporting Information 

SECTION XII - Ingredients/Identity Information 

http://www.setonresourcecenter.com/msds/docs/wcd00011/wcdOl 173.htm 8/12/2008 

http://www.setonresourcecenter.com/msds/docs/wcd00011/wcdOl


MSDS for: LN-606 Revised: 5-Feb-2008 

SECTION 1: 

PRODUCT IDENTIFIER: 
DATE OF PREPARATION: 
PRODUCT USE: 

MANUFACTURED BY: 

LN-606 HIGH TACK PANEL ADHESIVE 
FEBRUARY 5, 2008 
ADHESIVE 

ICl PAINTS 
15885 WEST SPRAGUE ROAD 
STRONGSVILLE, OHIO 44136, U.S.A. 

ICI PAINTS (CANADA) 
8200 KEELE STREET 
CONCORD, ONTARIO L4K 2A5, CANADA 

EMERGENCY AND MSDS TELEPHONE NUMBER: 

MSDS PREPARED BY: 

1-800-545-2643 

PRODUCT SAFETY AND COMPLIANCE DEPARTMENT 
ICI PAINTS NORTH AMERICA 

SECTION 2: COMPOSITION/INFORMATION ON INGREDIENTS 

INGREDIENT 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 

COMMON NAME: 
CAS NUMBER: 

STYRENE BUTADIENE COPOLYMER 
STYRENE BUTADIENE COPOLYMER 
CONFIDENTIAL 

LIMESTONE 
LIMESTONE 
1317-65-3 

KAOLIN 
CLAY 
1332-58-7 

TITANIUM OXIDE 
TITANIUM DIOXIDE 
13463-67-7 

CRISTOBALITE 
CRYSTALLINE SILICA, CRISTOBALITE 
14464-46-1 

QUARTZ 
QUARTZ 
14808-60-7 

HEAVY NAPHTHENIC DISTILLATE, SEVERELY 
HYDROTREATED* 
PETROLEUM HYDROCARBON 
64742-52-5* 

WT.% 

10-20 

10-20 

20-30 

O.I-l.O 

0.1-1.0 

1-5 

1-5 



CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

SOLVENT NAPHTHA O'ETROLEUM), MEDIUM ALIPHATIC 
MEDIUM ALIPHATIC SOLVENT NAPHTHA 
64742-88-7 

1-5 

CHEMICAL NAME: 

COMMON NAME: 
CAS NUMBER: 

ALKENES, ETHYLENE-MANUF.-BY-PRODUCT 
PIPERYLENE-CUT, POLYMERS WITH STEAM-CRACKED 
PETROLEUM DISTILLATES 
RESIN 
68131-89-5 

5-10 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

WATER 
WATER 
7732-18-5 

20-30 

SECTION 3: HAZARDS IDENTIFICATION 

PRIMARY ROUTE(S) OF EXPOSURE: INHALATION, SKIN CONTACT, EYE CONTACT, 
INGESTION 

EFFECTS OF OVEREXPOSURE 

INHALATION: IRRITATION OF RESPIRATORY TRACT. PROLONGED INHALATION 
MAY LEAD TO LOSS OF APPETITE, MUCOUS MEMBRANE 
IRRITATION, DROWSINESS, DIZZINESS AND/OR LIGHTHEADEDNESS, 
HEADACHE, NAUSEA, SORE THROAT, CENTRAL NERVOUS SYSTEM 
DEPRESSION, INTOXICATION, DIFFICULTY OF BREATHING, SEVERE 
LUNG IRRITATION OR DAMAGE, CONVULSIONS, PNEUMOCONIOSIS, 
LOSS OF CONSCIOUSNESS, ASPHYXIATION. 

SKIN CONTACT: IRRITATION OF SKIN. PROLONGED OR REPEATED CONTACT CAN 
CAUSE DERMATITIS, DEFATTING. SKIN CONTACT MAY RESULT IN 
DERMAL ABSORPTION OF COMPONENT(S) OF THIS PRODUCT 
WHICH MAY CAUSE CENTRAL NERVOUS SYSTEM DEPRESSION. 

EYE CONTACT: 

INGESTION: 

IRRITATION OF EYES. PROLONGED OR REPEATED CONTACT CAN 
CAUSE CONIUNCTIVITIS, TEARING OF EYES, REDNESS OF EYES. 

INGESTION MAY CAUSE LUNG INFLAMMATION AND DAMAGE DUE 
TO ASPIRATION OF MATERIAL INTO LUNGS, MUCOUS MEMBRANE 
IRRITATION, NAUSEA, VOMITING, DIARRHEA, GASTRO-INTESTINAL 
DISTURBANCES, ABDOMINAL PAIN, COUGHING, CENTRAL 
NERVOUS SYSTEM DEPRESSION, DIFFICULTY OF BREATHING, 
PULMONARY EDEMA, CYANOSIS. 

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE 

EYE, SKIN, RESPIRATORY DISORDERS, LUNG DISORDERS, 
RESPIRATORY DISORDERS 



SECTION 4: FIRST-AID MEASURES 

INHALATION: REMOVE TO FRESH AIR. RESTORE AND SUPPORT CONTINUED 
BREATHING. GET EMERGENCY MEDICAL ATTENTION. HAVE 
TRAINED PERSON GIVE OXYGEN IF NECESSARY. GET MEDICAL 
HELP FOR ANY BREATHING DIFFICULTY. 

SKIN CONTACT: WASH THOROUGHLY WITH SOAP AND WATER. IF ANY PRODUCT 
REMAINS, GENTLY RUB PETROLEUM JELLY, VEGET.ABLE OR 
MINERAL/BABY OIL ONTO SKIN. REPEATED APPLICATIONS MAY BE 
NEEDED. REMOVE CONTAMINATED CLOTHING. WASH 
CONTAMINATED CLOTHING BEFORE RE-USE. 

EYE CONTACT: FLUSH IMMEDIATELY WITH LARGE AMOUNTS OF WATER, 
ESPECIALLY U>JDER LIDS FOR AT LEAST 15 MINUTES. IF 
IRRITATION OR OTHER EFFECTS PERSIST, OBTAIN MEDICAL 
TREATMENT. 

INGESTION: IF SWALLOWED, OBTAIN MEDICAL TREATMENT IMMEDL\TELY. 

SECTION 5: FIRE-FIGHTING MEASURES 

FLASH POINT (SETA): ABOVE 200F/93C LOWER EXPLOSIVE LIMIT: NOT AVAILABLE 

UPPER EXPLOSIVE LIMIT: 7.0 % 

FIRE EXTINGUISHING MEDIA: DRY CHEMICAL OR FOAM, WATER FOG, CARBON DIOXIDE 

UNUSUAL FIRE AND EXPLOSION HAZARDS 
VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL LONG DISTANCES TO A SOURCE OF 
IGNITION AND FLASH BACK. CLOSED CONTAINERS MAY BURST IF EXPOSED TO EXTREME 
HEAT OR FIRE. MAY DECOMPOSE UNDER FIRE CONDITIONS EMITTING IRRITANT AND/OR 
TOXIC GASES. 

FIRE FIGHTING PROCEDURES 

WATER MAY BE USED TO COOL AND PROTECT EXPOSED CONTAINERS. FIREFIGHTERS 
SHOULD USE FULL PROTECTIVE CLOTHING, EYE PROTECTION, AND SELF-CONTAINED 
BREATHING APPARATUS. 

HAZARDOUS DECOMPOSITION OR COMBUSTION PRODUCTS 

CARBON MONOXIDE, CARBON DIOXIDE, OXIDES OF SULFUR, ALDEHYDES, 
TOXIC GASES, STYRENE, OXIDES OF CALCIUM, SMOKE 

SECTION 6: ACCIDENTAL RELEASE MEASURES 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 

COMPLY WITH ALL APPLICABLE HEALTH AND ENVIRONMENTAL REGULATIONS. 
VENTILATE AREA. EVACUATE ALL UNNECESSARY PERSONNEL. PLACE COLLECTED 
MATERIAL IN PROPER CONTAINER. COMPLETE PERSONAL PROTECTIVE EQUIPMENT MUST 
BE USED DURING CLEANUP. 



LARGE SPILLS: SHUT OFF LEAK IF SAFE TO DO SO. DIKE AND CONTAIN SPILL. PUMP TO 
STORAGE OR SALVAGE VESSELS. USE ABSORBENT TO PICK UP EXCESS 
RESIDUE. KEEP SALVAGEABLE MATERIAL AND RINSE WATER OUT OF 
SEWERS AND WATER COURSES. 

SMALL SPILLSiUSE ABSORBENT TO PICK UP RESIDUE AND DISPOSE OF PROPERLY. 

SECTION 7: HANDLING AND STORAGE 

STORE BELOW 80F. STORE BELOW lOOF (38C). KEEP AWAY FROM HEAT, SPARKS AND OPEN 
FLAME. KEEP FROM FREEZING. STORE ABOVE 20F (-7C). 

OTHER PRECAUTIONS 

USE ONLY WITH ADEQUATE VENTILATION. DO NOT TAKE INTERNALLY. KEEP OUT OF 
REACH OF CHILDREN. AVOID CONTACT WITH SKIN AND EYES, AND BREATHING OF 
VAPORS. WASH HANDS THOROUGHLY AFTER HANDLING, ESPECIALLY BEFORE EATING 
OR SMOKING. KEEP CONTAINERS TIGHTLY CLOSED AND UPRIGHT WHEN NOT IN USE. 
AVOID CONDITIONS WHICH PvESL'LT I>; FORMATION OF INHALABLE PARTICLES SUCH AS 
SPRAYING OR ABRADING (SANDING) PAINTED SURFACES. IF SUCH CONDITIONS CANNOT 
BE AVOIDED, USE APPROPRIATE RESPIRATORY PROTECTION AS DIRECTED UNDER 
EXPOSURE CONTROLS/PERSONAL PROTECTION. EMPTY CONTAINERS MAY CONTAIN 
HAZARDOUS RESIDUES. GROUND EQUIPMENT WHEN TRANSFERRING TO PREVENT 
ACCUMULATION OF STATIC CFL\RGE. 

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 
ACGIH(STEL): 

LIMESTONE 
1317-65-3 
10MG/M3 

CLAY 
1332-58-7 
2MG/M3 

TITANRJM DIOXIDE 
13463-67-7 
10MG/M3 

CRYSTALLINE SILICA, CRISTC 
14464-46-1 
0.025 MG/M3 

QUARTZ 
14808-60-7 
0.025 MG/M3 

PETROLEUM HYDROCARBON 
64742-52-5* 
5MG/M3 
10MG/M3 

OSHA(TWA): 5 MG/M3 

OSHA(TWA): 5 MG/M3 

OSHA(TWA): 10MG/M3 

OSHA(TWA): 0.05 MG/M3 

OSHA(TWA): 0.1 MG/M3 

OSHA(TWA): 5 MG/M3 



COMMON NAME: 
CAS NUMBER: 
OSHA(TWA): 

MEDIUM ALIPHATIC SOLVENT NAPHTHA 
64742-88-7 
500 * PPM 
* AS PETROLEUM DISTILLATES 

RESPIRATORY PROTECTION 

CONTROL ENVIRONMENTAL CONCENTRATIONS BELOW APPLICABLE EXPOSURE 
STANDARDS WHEN USING THIS MATERIAL. WHEN RESPIRATORY PP.OTECTION IS 
DETERMINED TO BE NECESSARY, USE A NIOSH/MSHA (CANADIAN Z94.4) APPROVED 
ELASTOMERIC SEALING-SURFACE FACEPIECE RESPIRATOR OUTFITTED WITH ORGANIC 
VAPOR CARTRIDGES AND PAINT SPRAY (DUST/MIST) PREFILTERS. DETERMINE THE 
PROPER LEVEL OF PROTECTION BY CONDUCTING APPROPRIATE AIR MONITORING. 
CONSULT 29CFR1910.134 FOR SELECTION OF RESPIRATORS (CANADIAN Z94.4). 

VENTILATION 

PROVIDE DILUTION VENTILATION OR LOCAL EXHAUST TO PREVENT BUILD-UP OF 
VAPORS. USE EXPLOSION-PROOF EQUIPMENT. 

PERSON.Ai PROTECTIVE EQUIPMENT 

EYE WASH, SAFETY SHOWER, SAFETY GLASSES OR GOGGLES, 
IMPERVIOUS GLOVES, IMPERVIOUS CLOTHING, APRON, BOOTS 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 

VAPOR PRESSURE: NOT AVAILABLE 
BOILING RANGE (F/C): 212-306/100-152 
APPEARANCE: WHITE 
PHYSICAL STATE: PASTE 
SOLUBLE IN WATER: YES 

SPECIFIC GRAVITY: 
WEIGHT PER GALLON: 
%VOLATILE BY VOLUME: 
PH: 

1.384 
11.53/13.85 IMP 
38.99 
8.00 

SECTION 10: STABILITY AND REACTIVITY 

UNDER NORMAL CONDITIONS: 

MATERIALS TO AVOID: 

CONDITIONS TO AVOID: 

HAZARDOUS POLYMERIZATION: 

STABLE (SEE SECTION 5 FIRE FIGHTING MEASURES) 

OXIDIZERS, ACIDS, BASES, AMMONIUM SALTS, 
PEROXIDES, METAL SALTS, METAL COMPOUNDS, 
STYRENE MONOMER 

ELEVATED TEMPERATURES, CONTACT WITH 
OXIDIZING AGENT, FREEZING, SPARKS, OPEN 
FLAME, IGNITION SOURCES 

WILL NOT OCCUR 

SECTION 11: TOXICOLOGICAL INFORMATION 

COMMON NAME: STYRENE BUTADIENE COPOLYMER 
CAS NUMBER: CONFIDENTIAL 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO ACGIH NO 



COMMON NAME: LIMESTONE 
CAS NUMBER: 1317-65-3 
CARCINOGENICITY LISTED BY: NTP NO 
LD50: 6450.00 MG/KG ORL RAT 

I ARC NO OSHA NO ACGIH NO 

COMMON NAME: CLAY 
CAS NUMBER: 1332-58-7 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO 

COMMON NAME: TITANIUM DIOXIDE 
CAS NUMBER: 13463-67-7 
CARCINOGENICITY LISTED BY: NTP YES 2B lARC YES 2B OSHA NO 
LD50: 24.00 GM/KG ORL RAT 
LC50: 6820.00 MG/M3/4HRIHL RAT 

ACGIH NO 

ACGIH NO 

COMMON NAME: CRYSTALLINE SILICA, CRISTOBALITE 
CAS NUMBER: 14464-46-1 
CARCINOGENICITY LISTED BY: NTP YES lARC YES 1 OSHA NO ACGIH YES A2 

COMMON NAME: QUARTZ 
CAS NUMBER: 14808-60-7 
CARCINOGENICITY LISTED BY: NTP YES lARC YES 1 OSHA NO ACGIH YES A2 

COMMON NAME: PETROLEUM HYDROCARBON 
CAS NUMBER: 64742-52-5* 
CARCINOGENICITY LISTED BY: NTP NO lARC YES 3 OSHA NO ACGIH NO 

COMMON NAME: MEDIUM ALIPHATIC SOLVENT NAPHTHA 
CAS NUMBER: 64742-88-7 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO 
LDSO: 28.00 GM/KG SKN RBT 
LD50: 28.00 GM/KG ORL RAT 

ACGIH NO 

COMMON NAME: RESIN 
CAS NUMBER: 68131-89-5 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO ACGIH NO 

SUPPLEMENTAL HEALTH INFORMATION 

NOTICE - REPORTS HAVE ASSOCIATED REPEATED AND PROLONGED OCCUPATIONAL 
OVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN AND NERVOUS SYSTEM 
DAMAGE. INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INH/U.ING 
THE CONTENTS MAY BE HARMFUL OR FATAL. 

CARCINOGENICITY: STODDARD SOLVENT IIC HAS BEEN SHOWN TO CAUSE 
KIDNEY TUMORS IN MALE RATS IN A NATIONAL 
TOXICOLOGY PROGRAM G^TP) STUDY. THESE TUMORS 
WERE ASSOCIATED WITH A SPECIFIC PROTEIN, ALPHA-2U-
MICROGLOBULIN. BECAUSE HUMANS DO NOT PRODUCE 
THIS PROTEIN STODDARD SOLVENT UC HAS NOT BEEN 
CLASSIFIED AS A HUMAN CARCINOGEN. CONTAINS 
CRYSTALLINE SILICA WHICH IS CONSIDERED A HAZARD BY 
INHALATION. lARC HAS CLASSIFIED CRYSTALLINE SILICA 
AS CARCINOGENIC TO HUMANS (GROUP 1). CRYSTALLINE 
SILICA IS ALSO A KNOWN CAUSE OF SILICOSIS, A 
NONCANCEROUS LUNG DISEASE. THE NATIONAL 



REPRODUCTIVE EFFECTS: 

MUTAGENICITY: 

TERATOGENICITY: 

TOXICOLOGY PROGRAM (NTP) HAS CLASSIFIED 
CRYSTALLINE SILICA AS A KNOWN HUMAN CARCINOGEN. 
IN A LIFETIME INHALATION STUDY, EXPOSURE TO 250 
MG/M3 TITANIUM DIOXIDE RESULTED IN THE 
DEVELOPMENT OF LUNG TUMORS IN RATS. THESE TUMORS 
OCCURRED ONLY AT DUST LEVELS THAT OVERWHELMED 
THE ANIMALS' LUNG CLEARANCE MECHANISMS AND WERE 
DIFFERENT FROM COMMON HUMAN LUNG TUMORS IN 
BOTH TYPE AND LOCATION. THE RELEVANCE OF THESE 
FINDINGS TO HUMANS IS UNKNOWN BUT QUESTIONABLE. 
THE INTERNATIONAL AGENCY FOR RESEARCH ON CANCER 
(lARC) HAS CLASSIFIED TITANIUM DIOXIDE AS POSSIBLY 
CARCINOGENIC TO HUMANS (GROUP 2B) BASED ON 
INADEQUATE EVIDENCE OF CARCINOGENICITY IN HUMANS 
AND SUFFICIENT EVIDENCE OF CARCINOGENICITY IN 
EXPERIMENTAL ANIMALS. 

NO REPRODUCTIVE EFFECTS ARE ANTICIPATED 

NO MUTAGENIC EFFECTS ARE ANTICIPATED 

NO TERATOGENIC EFFECTS ARE ANTICIPATED 

SECTION 12: ECOLOGICAL INFORMATION 

NO ECOLOGICAL TESTING HAS BEEN DONE BY ICI PAINTS ON THIS 
PRODUCT AS A WHOLE. 

SECTION 13: DISPOSAL CONSIDERATIONS 

WASTE DISPOSAL: DISPOSE IN ACCORDANCE WITH ALL APPLICABLE REGULATIONS. 
AVOID DISCHARGE TO NATURAL WATERS. 

SECTION 14: TRANSPORT INFORMATION 

DOT: ADHESIVE 

IMDG: NOT AVAILABLE 

IATA: NOT AVAILABLE 

TDG: NOT AVAILABLE 

SECTION 15: REGULATORY INFORMATION 

SARA 
302 

SARA 
313 

CERCLA 
302.4 

HAZ AIR 
POLLUTANT 

MARINE 
POLTNT 

THIS PRODUCT CONTAINS NO SARA 302, CERCLA 302.4 OR HAZARDOUS AIR POLLUTANT 
CHEMICALS. IT ALSO CONTAINS NO CHEMICALS WHICH ARE SUBJECT TO THE 
REPORTING REQUIREMENTS UNDER SARA 313. AS OF THE DATE OF THIS MSDS, ALL OF 
THE COMPONENTS IN THIS PRODUCT ARE LISTED (OR ARE OTHERWISE EXEMPT FROM 



LISTING) ON THE TSCA INVENTORY. THIS PRODUCT HAS BEEN CLASSIFIED.IN 
ACCORDANCE WITH THE HAZARD CRITERIA OF THE CPR (CONTROLLED PRODUCTS 
REGULATIONS) AND THE MSDS CONTAINS ALL THE INFORMATION REQUIRED BY THE 
CPR. 

SECTION 16: OTHER INFORMATION 

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA AVAILABLE AT THE TIME OF 
PREPARATION OF THIS DATA SHEET ANT3 WHICH ICl PAINTS BELIEVES TO BE RELIABLE. 
HOWEVER, NO WARRANTY IS EXPRESSED OR IMPLIED REGARDING THE ACCURACY OF 
THIS DATA. ICI PAINTS SHALL NOT BE RESPONSIBLE FOR THE USE OF THIS 
INFORMATION, OR OF ANY PRODUCT, METHOD OR APPARATUS MENTIONED AND YOU 
MUST MAKE YOUR OWN DETERMINATION OF ITS SUITABILITY AND COMPLETENESS FOR 
YOUR OWN USE, FOR THE PROTECTION OF THE ENVIRONMENT, AND THE HEALTH AND 
SAFETY OF YOUR EMPLOYEES AND USERS OF THIS MATERIAL. COMPLIES WITH OSHA 
HAZARD COMMUNICATION STAND/VRD 29CFR1910.1200. 

( • " ' ^ 



MSDS for: LN-901 

SECTION 1: 

PRODUCT IDENTIFIER: 

DATE OF PREPARATION: 
PRODUCT USE: 

MANUFACTURED BY: 

Revised: 30-Jan-2008 

LN-901 HEAVY DUTY CONSTRUCTION & 
REMODELING ADHESIVE 
JANUARY 30, 2008 
ADHESIVE 

ICI PAINTS 
15885 WEST SPRAGUE ROAD 
STRONGSVILLE, OHIO 44136, U.S.A. 

ICI PAINTS (CANADA) 
8200 KEELE STREET 
CONCORD, ONTARIO L4K 2A5, CANADA 

EMERGENCY AND MSDS TELEPHONE NTJMBER: 

MSDS PREPARED BY: 

1-800-545-2643 

PRODUCT SAFETY AND COMPLIANCE DEP.ARTMENT 
ICI PAINTS NORTH AMERICA 

SECTION 2: COMPOSITION/INFORMATION ON INGREDIENTS 

INGREDIENT 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

CYCLOHEXANE 
CYCLOHEXANE 
110-82-7 

LIMESTONE 
LIMESTONE 
1317-65-3 

KAOLIN 
CLAY 
1332-58-7 

TITANIUM OXIDE 
TITANIUM DIOXIDE 
13463-67-7 

HEPTANE 
HEPTANE 
142-82-5 

CRISTOBALITE 
CRYSTALLINE SILICA, CRISTOBALITE 
14464-46-1 

QUARTZ 
QUARTZ 
14808-60-7 

WT.% 

1-5 

10-20 

20-30 

0.1-1.0 

1-5 

0.1-1.0 

1-5 



CHEMICAL NAME: 

COMMON NAME: 
CAS NUMBER: 

BENZENE, 1,3-DIETHENYL-, POLYMER WITH 1,3-
BUTADIENE AND ETHENYLBENZENE 
STYRENE-BUTADIENE POLYMER 
26471-45-4 

1-5 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

HEPTANE, BRANCHED, CYCLIC AND LINEAR 
HEPTANE, BRANCHED, CYCLIC AND LINEAR 
426260-76-6 

5-10 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

SOLVENT NAPHTHA (PETROLEUM), LIGHT ALPHATIC 
LIGHT ALIPHATIC SOLVENT NAPHTHA (PETROLEUM) 
64742-89-8 

1-5 

CHEMICAL NAME: 

COMMON NAME: 
CAS NUMBER: 

ALKENES, ETHYLENE-MANUF.-BY-PRODUCT 
PIPERYLENE-CUT, POLYMERS WITH STEAM-CRACKED 
PETROLEUM DISTILLATES 
RESIN 
68131-89-5 

10-20 

CHEMICAL NAME: 

COMMON NAME: 
CAS NUMBER: 

DISTILLATES, PETROLEUM, LIGHT DISTILLATE 
KYDROTREAT PROCESS, LOW-BOILING 
HYDROTREATED LIGHT DISTILLATE 
68410-97-9 

10-20 

CHEMICAL NAME: 
COMMON NAME: 
CAS NUMBER: 

BENZENE, ETHENYL-, POLYMER WITH 1,3-BUTADIENE 
STYRENE-BUTADIENE POLYMER 
9003-55-8 

1-5 

SECTION 3: HAZARDS IDENTIFICATION 

PRIMARY ROUTE(S) OF EXPOSURE: INHALATION, SKIN CONTACT, EYE CONTACT, 
INGESTION 

EFFECTS OF OVEREXPOSURE 

INHALATION: IRRITATION OF RESPIRATORY TRACT. PROLONGED INHALATION 
MAY LEAD TO LOSS OF APPETITE, FATIGUE, DROWSINESS, 
DIZZINESS AND/OR LIGHTHEADEDNESS, HEADACHE, 
UNCOORDINATION, NAUSEA, VOMITING, DIARRHEA, COUGHING, 
CENTRAL NERVOUS SYSTEM DEPRESSION, INTOXICATION, 
ANESTHETIC EFFECT OR NARCOSIS, DIFFICULTY OF BREATHING, 
CONVULSIONS, PNEUMOCONIOSIS, LOSS OF CONSCIOUSNESS, 
ASPHYXIATION. 

SKIN CONTACT: 

EYE CONTACT: 

INGESTION: 

IRRITATION OF SKIN. MAY CAUSE SKIN IRRITATION. PROLONGED 
OR REPEATED CONTACT CAN CAUSE DERMATITIS, DEFATTING, 
SEVERE SKIN IRRITATION OR BURNS. 

IRRITATION OF EYES. PROLONGED OR REPEATED CONTACT CAN 
CAUSE CONJUNCTIVITIS, BLURRED VISION, TEARING OF EYES, 
REDNESS OF EYES, SEVERE EYE IRRITATION, SEVERE EYE 
IRRITATION OR BURNS. 

INGESTION MAY CAUSE LUNG INFLAMMATION AND DAMAGE DUE 
TO ASPIRATION OF MATERIAL INTO LUNGS, FATIGUE, 



DROWSINESS, DIZZINESS AND/OR LIGHTHEADEDNESS, HEADACHE, 
UNCOORDINATION, NAUSEA, VOMITING, DIARRHEA, GASTRO
INTESTINAL DISTURBANCES, ABDOMINAL PAIN, CENTRAL 
NERVOUS SYSTEM DEPRESSION, RESPIRATORY PROBLEMS, 
INTOXICATION, DIFFICULTY OF BREATHING, 
PULMONARY EDEMA, CONVULSIONS, LOSS OF CONSCIOUSNESS. 

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: 

EYE, SKIN, RESPIRATORY DISORDERS, LUNG DISORDERS, 
CARDIAC ABNORMALITIES, RESPIRATORY DISORDERS, SKIN DISORDERS 

SECTION 4: FIRST-AID MEASURES 

INHALATION: REMOVE TO FRESH AIR. RESTORE AND SUPPORT CONTINUED 
BREATHING. GET EMERGENCY MEDICAL ATTENTION. HAVE 
TRAINED PERSON GIVE OXYGEN IF NECESSARY. GET MEDICAL 
HELP FOR ANY BREATHING DIFFICULTY. 

SKIN CONTACT: WASH THOPvOUGHLY WITH SOAP AIND WATER. DP AN"Y PRODUCT 
REMAINS, GENTLY RUB PETROLEUM JELLY, VEGETABLE OR 
MINERAL/BABY OILONTO SKIN. REPEATED APPLICATIONS MAY BE 
NEEDED. REMOVE CONT/^LMINATED CLOTHING. 
WASH CONTAMINATED CLOTHING BEFORE RE-USE. 

EYE CONTACT: FLUSH IMMEDIATELY WITH LARGE AMOUNTS OF WATER, 
ESPECIALLY UNDER LIDS FOR AT LEAST 15 MINUTES. IF 
IRRITATION OR OTHER EFFECTS PERSIST, OBTAIN MEDICAL 
TREATMENT. 

INGESTION: IF SWALLOWED, OBTAIN MEDICAL TREATMENT IMMEDIATELY. 

SECTION 5: FIRE-FIGHTING MEASURES 

FLASH POINT (SETA): 1 F./ -17 C. LOWER EXPLOSIVE LIMIT: 1.2 % 

UPPER EXPLOSIVE LIMIT: 6.7 % 

FIRE EXTINGUISHING MEDIA: DRY CHEMICAL OR FO/iM, WATER FOG, CARBON DIOXIDE 

UNUSUAL FIRE AND EXPLOSION HAZARDS 
CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TO EXTREME HEAT OR FIRE. 
VAPORS MAY IGNITE EXPLOSIVELY AT AMBIENT TEMPERATURES. VAPORS ARE HEAVIER 
THAN AIR AND MAY TRAVEL LONG DISTANCES TO A SOURCE OF IGNITION AND FLASH 
BACK. VAPORS CAN FORM EXPLOSIVE MIXTURES IN AIR AT ELEVATED TEMPERATURES. 
CLOSED CONTAINERS MAY BURST IF EXPOSED TO EXTREME HEAT OR FIRE. MAY 
DECOMPOSE UNDER FIRE CONDITIONS EMITTING IRRITANT AND/OR TOXIC GASES. 

FIRE FIGHTING PROCEDURES 

WATER MAY BE USED TO COOL AND PROTECT EXPOSED CONTAINERS. FIREFIGHTERS 
SHOULD USE FULL PROTECTIVE CLOTHING, EYE PROTECTION, AND SELF-CONTAINED 
BREATHING APPARATUS. 



HAZARDOUS DECOMPOSITION OR COMBUSTION PRODUCTS 

CARBON MONOXIDE, CARBON DIOXIDE, ACROLEIN, METHANE, ALDEHYDES, 
TOXIC GASES, OXIDES OF CALCIUM, KETONES 

SECTION 6: ACCIDENTAL RELEASE MEASURES 

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 

COMPLY WITH ALL APPLICABLE HEALTH AND ENVIRONMENTAL REGULATIONS. 
ELIMINATE ALL SOURCES OF IGNITION. VENTILATE AREA WITH EXPLOSION-PROOF 
EQUIPMENT. SPILLS MAY BE COLLECTED WITH /^LBSORBENT MATERIALS. USE NON-
SPARKING TOOLS. EVACUATE ALL UNNECESSARY PERSONNEL. PLACE COLLECTED 
MATERIAL IN PROPER CONTAINER. WET DOWN SPILLED MATERIAL WITH WATER. 
COMPLETE PERSONAL PROTECTIVE EQUIPMENT MUST BE USED DURING CLEANUP. 

LARGE SPILLS: SHUT OFF LEAK IF SAFE TO DO SO. DIKE AND CONTAIN SPILL. PUMP TO 
STORAGE OR SALVAGE VESSELS. USE ABSORBENT TO PICK UP EXCESS 
RESIDUE. KEEP SALVAGEABLE MATERIAL AND RINSE WATER OUT OF 
SEWERS ANT) WATER COLTISES. 

SMALL SPILLS:USE ABSORBENT TO PICK UP RESIDUE AND DISPOSE OF PROPERLY. 

SECTION 7: HANDLING AND STORAGE 

STORE BELOW 80F. KEEP AWAY FROM HEAT, SPARKS AND OPEN FLAME. 

OTHER PRECAUTIONS 

USE ONLY WITH ADEQUATE VENTILATION. DO NOT TAKE INTERNALLY. KEEP OUT OF 
REACH OF CHILDREN. AVOID CONTACT WITH SKIN AND EYES, AND BREATHING OF 
VAPORS. WASH HANDS THOROUGHLY AFTER HANDLING, ESPECIALLY BEFORE EATING 
OR SMOKING. KEEP CONTAINERS TIGHTLY CLOSED AND UPRIGHT WHEN NOT IN USE. 
AVOID CONDITIONS WHICH RESULT IN FORMATION OF INHAL/^LE PARTICLES SUCH AS 
SPRAYING OR ABRADING (SANDING) PAINTED SURFACES. IF SUCH CONDITIONS CANNOT 
BE AVOIDED, USE APPROPRIATE RESPIRATORY PROTECTION AS DIRECTED UNDER 
EXPOSURE CONTROLS/PERSONAL PROTECTION. EMPTY CONTAINERS MAY CONTAIN 
HAZARDOUS RESIDUES. GROUND EQUIPMENT WHEN TRANSFERRING TO PREVENT 
ACCUMULATION OF STATIC CHARGE. 

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

CYCLOHEXANE 
110-82-7 
100 PPM •OSHA(TWA): 300 PPM 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

LIMESTONE 
1317-65-3 
10 MG/M3 

CLAY 
1332-58-7 
2MG/M3 

OSHA(TWA): 5 MG/M3 

OSHA(TWA): 5 MG/M3 



COMMON NAME: 
CAS NUMBER: 
ACG1H(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 
ACGIH(STEL): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
ACGIH(TWA): 

COMMON NAME: 
CAS NUMBER: 
OSHA(TWA): 

COMMON NAME: 
CAS NUMBER: 
OSHA(TWA): 

TITANIUM DIOXIDE 
13463-67-7 
10 MG/M3 

HEPTANE 
142-82-5 
400 PPM 
500 PPM 

OSHA(TWA): 10MG/M3 

OSHA(TWA): 500 PPM 

CRYSTALLINE SILICA, CRISTOBALITE 
14464-46-1 
0.025 MG/M3 OSHA(TWA): 0.05 MG/M3 

QUARTZ 
14808-60-7 
0.025 MG/M3 OSHA(TWA): 0.1 MG/M3 

LIGHT ALIPHATIC SOLVENT NAPHTHA (PETROLEUM) 
64742-89-8 
300 PPM 

HYDROTREATED LIGHT DISTILLATE 
68410-97-9 
500 PPM 

RESPIRATORY PROTECTION 

CONTROL ENVIRONMENTAL CONCENTRATIONS BELOW APPLICABLE EXPOSURE 
STANDARDS WHEN USING THIS MATERIAL. WHEN RESPIRATORY PROTECTION IS 
DETERMINED TO BE NECESSARY, USE A NIOSH/MSHA (CANADIAN Z94.4) APPROVED 
ELASTOMERIC SEALING-SURFACE FACEPIECE RESPIRATOR OUTFITTED WITH ORGANIC 
VAPOR CARTRIDGES AND PAINT SPRAY (DUST/MIST) PREFILTERS. DETERMINE THE 
PROPER LEVEL OF PROTECTION BY CONDUCTING APPROPRIATE AIR MONITORING. 
CONSULT 29CFR1910.134 FOR SELECTION OF RESPIRATORS (CANADIAN Z94.4). 

VENTILATION 

PROVIDE DILUTION VENTILATION OR LOCAL EXHAUST TO PREVENT BUILD-UP OF 
VAPORS. USE EXPLOSION-PROOF EQUIPMENT. USE NON-SPARKING EQUIPMENT. 

PERSONAL PROTECTIVE EQUIPMENT 

EYE WASH, SAFETY SHOWER, SAFETY GLASSES OR GOGGLES, 
IMPERVIOUS GLOVES, IMPERVIOUS CLOTHING, FACE SHIELD 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 

VAPOR PRESSURE: NOT AVAILABLE 
BOILING RANGE (F/C): 182-220/83-104 
APPEARANCE: TAN 
PHYSICAL STATE: PASTE 
PH: N/A 

SPECIFIC GRAVITY: 
WEIGHT PER GALLON: 
%VOLATILE BY VOLUME: 
SOLUBLE IN WATER: 

1.130 
9.41/11.30 IMP 
56.23 
NO 



SECTION 10: STABILITY AND REACTIVITY 

UNDER NORN-IAL CONDITIONS: 

MATERIALS TO AVOID: 

CONDITIONS TO AVOID: 

HAZARDOUS POLYMERIZATION: 

STABLE (SEE SECTION 5 FIRE FIGHTING MEASURES) 

OXIDIZERS, ACIDS, HALOGENS, AMMONIUM SALTS, 
PEROXIDES, STYRENE MONOMER 

ELEVATED TEMPERATURES, CONTACT WITH 
OXIDIZING AGENT, SPARKS, OPEN FLAME, IGNITION 
SOURCES 

WILL NOT OCCUR 

SECTION 11: TOXICOLOGICAL INFORMATION 

COMMON NAME: CYCLOHEXANE 
CAS NUMBER: 110-82-7 
CARCINOGENICITY LISTED BY: NTP NO 
LD50: > 180.00 GM/KG SKN KBT 
LDSO: 12.70 GM/KG ORL RAT 
LCSO: 70.00 PPM IHL MAM 

lARC NO OSHA NO ACGIH NO 

COMMON NAME: LIMESTONE 
CAS NUMBER: 1317-65-3 
CARCINOGENICITY LISTED BY: NTP NO 
LDSO: 6450.00 MG/KG ORL RAT 

COMMON NAME: CLAY 
CAS NUMBER: 1332-58-7 
C/iRCINOGENICITY LISTED BY: NTP NO 

lARC NO 

lARC NO 

COMMON NAME: TITANIUM DIOXIDE 
CAS NUMBER: 13463-67-7 
CARCINOGENICITY LISTED BY: NTP YES 2B lARC YES 2B 
LDSO: 24.00 GM/KG ORL RAT 
LCSO: 6820.00 MG/M3/4HR IHL RAT 

OSHA NO 

OSHA NO 

OSHA NO 

COMMON NAME: HEPTANE 
CAS NUMBER: 142-82-5 
C/^CINOGENICITY LISTED BY: NTP NO 
LDSO: 222.00 MG/KG IVN MOU 

lARC NO OSHA NO 

COMMON NAME: CRYSTALLINE SILICA, CRISTOBALITE 
CAS NUMBER: 14464-46-1 
CARCINOGENICITY LISTED BY: NTP YES lARC YES 1 OSHA NO 

COMMON NAME: QUARTZ 
CAS NUMBER: 14808-60-7 
CARCINOGENICITY LISTED BY: NTP YES lARC YES OSHA NO 

COMMON NAME: HEPTANE, BRANCHED, CYCLIC AND LINEAR 
CAS NUMBER: 426260-76-6 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO 

ACGIH NO 

ACGIH NO 

ACGIH NO 

ACGIH NO 

ACGIH YES A2 

ACGIH YES A2 

ACGIH NO 



COMMON NAME: 
CAS NUMBER: 
CARCINOGENICITY LISTED BY: NTP NO 
LDSO: > 3.16 GM/KG SKN RBT 
LDSO: > 5.00 GM/KG ORL RAT 

LIGHT ALIPHATIC SOLVENT NAPHTHA (PETROLEUM) 
64742-89-8 

lARC NO OSHA NO ACGIH NO 

COMMON NAME: RESIN 
CAS NUMBER: 68131-89-5 
CARCINOGENICITY LISTED BY: NTP NO lARC NO 

COMMON NAME: HYDROTREATED LIGHT DISTILLATE 
CAS NUMBER: 68410-97-9 
CARCINOGENICITY LISTED BY: NTP NO lARC NO OSHA NO 

COMMON NAME: STYRENE-BUTADIENE POLYMER 
CAS NUMBER: 9003-55-8 
C.ARCINOGEMCITY LISTED BY: NTP NO lARC YES 3 

SUPPLEMENTAL HEALTH INFORMATION 

OSHA NO 

ACGIH NO 

ACGIH NO 

ACGIH NO 

CONTAINS A CHEfvHCAL THAT MAY BE ABSORBED THROUGH SKIN. 

NOTICE - REPORTS HAVE ASSOCIATED REPEATED AND PROLONGED OCCUPATIONAL 
OVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN AND NERVOUS SYSTEM 
DAMAGE. INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING 
THE CONTENTS MAY BE HARMFUL OR FATAL. OTHER EFFECTS OF OVEREXPOSURE MAY 
INCLUDE TOXICITY TO CENTRAL NERVOUS SYSTEM. 

CARCINOGENICITY: 

REPRODUCTIVE EFFECTS: 

MUTAGENICITY: 

TERATOGENICITY: 

CONTAINS CRYSTALLINE SILICA WHICH IS CONSIDERED A 
HAZARD BY INHALATION. lARC HAS CLASSIFIED 
CRYSTALLINE SILICA AS CARCINOGENIC TO HUMANS 
(GROUP 1). CRYSTALLINE SILICA IS ALSO A KNOWN CAUSE 
OF SILICOSIS, A NONCANCEROUS LUNG DISEASE. THE 
NATIONAL TOXICOLOGY PROGRAM (NTP) HAS CLASSIFIED 
CRYSTALLINE SILICA AS A KNOWN HUMAN CARCINOGEN. 
IN A LIFETIME INHALATION STUDY, EXPOSURE TO 250 
MG/M3 TITANIUM DIOXIDE RESULTED IN THE 
DEVELOPMENT OF LUNG TUMORS IN RATS. THESE TUMORS 
OCCURRED ONLY AT DUST LEVELS THAT OVERWHELMED 
THE ANIMALS' LUNG CLEARANCE MECHANISMS AND WERE 
DIFFERENT FROM COMMON HUMAN LUNG TUMORS IN 
BOTH TYPE AND LOCATION. THE RELEVANCE OF THESE 
FINDINGS TO HUMANS IS UNKNOWN BUT QUESTIONABLE. 
THE INTERNATIONAL AGENCY FOR RESEARCH ON CANCER 
(lARC) HAS CLASSIFIED TITANIUM DIOXIDE AS POSSIBLY 
CARCINOGENIC TO HUMANS (GROUP 2B) BASED ON 
INADEQUATE EVIDENCE OF CARCINOGENICITY IN HUMANS 
AND SUFFICIENT EVIDENCE OF CARCINOGENICITY IN 
EXPERIMENTAL ANIMALS. 

NO REPRODUCTIVE EFFECTS ARE ANTICIPATED 

NO MUTAGENIC EFFECTS ARE ANTICIPATED 

NO TERATOGENIC EFFECTS ARE ANTICIPATED 



SECTION 12: ECOLOGICAL INFORMATION 

NO ECOLOGICAL TESTING HAS BEEN DONE BY ICI PAINTS ON THIS 
PRODUCT AS A WHOLE. 

SECTION 13: DISPOSAL CONSIDERATIONS 

WASTE DISPOSAL: DISPOSE IN ACCORDANCE WITH ALL .APPLICABLE PECULATIONS. 

SECTION 14: TRANSPORT INFORMATION 

DOT: UNI 133, ADHESIVES, 3, PGI1I,ERG 128 
IMDG: UNI 133, ADHESIVES, CLASS 3, PG UI, LTD QTY, (IMDG 3.4.7,2.3.2.3) ERG 128 
IATA: ID8000, CONSUMER COMMODITY, 9 
TDG: NOT AVAILABLE 

SECTION 15: REGULATORY INFORMATION 

SARA SARA CERCLA HAZ AUI MARINE 
302 313 302.4 POLLUTANT POLTNT 

CAS NUMBER: 110-82-7 NO YES YES NO NO 
COMMON NAME: CYCLOHEXANE 

AS OF THE DATE OF THIS MSDS, ALL OF THE COMPONENTS IN THIS PRODUCT ARE LISTED 
(OR ARE OTHERWISE EXEMPT FROM LISTING) ON THE TSCA INVENTORY. THIS PRODUCT 
HAS BEEN CLASSIFIED IN ACCORDANCE WITH THE HAZARD CRITERIA OF THE CPR 
(CONTROLLED PRODUCTS REGULATIONS) AND THE MSDS CONTAINS ALL THE 
INFORMATION REQUIRED BY THE CPR. 

SECTION 16: OTHER INFORMATION 

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA AVAILABLE AT THE TIME OF 
PREPARATION OF THIS DATA SHEET AND WHICH ICI PAUMTS BELIEVES TO BE RELIABLE. 
HOWEVER, NO WARRANTY IS EXPRESSED OR DVIPLIED REGARDING THE ACCURACY OF 
THIS DATA. ICI PAINTS SHALL NOT BE RESPONSIBLE FOR THE USE OF THIS 
INFORMATION, OR OF ANY PRODUCT, METHOD OR /yPARATUS MENTIONED AND YOU 
MUST MAKE YOUR OWN DETERMINATION OF ITS SUITABILITY AND COMPLETENESS FOR 
YOUR OWN USE, FOR THE PROTECTION OF THE ENVIRONMENT, AND THE HEALTH AND 
SAFETY OF YOUR EMPLOYEES AND USERS OF THIS MATERIAL. COMPLIES WITH OSHA 
HAZARD COMMUNICATION STANDARD 29CFR1910.1200. 






